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			 Related Part Number
	
					PART	Description	Maker
	10129127 	Metro-Access Single Channel Erbium Doped Fiber Amplifier
	JDS Uniphase Corporation

	VSC7331 	10G Multi-Protocol Multi-Rate Metro Data Services Media Access Controller (MAC)
	Vitesse Semiconductor Corporation

	MAX1395MTB MAX1395MUB MAX1392MTB MAX1392ETB MAX139	1.5V to 3.6V, 357ksps, 1-Channel True-Differential/ 2-Channel Single-Ended, 10-Bit, SAR ADCs 1-CH 10-BIT SUCCESSIVE APPROXIMATION ADC, SERIAL ACCESS, PDSO10
16-Bit Registered Transceivers With 3-State Outputs 56-TSSOP -40 to 85
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.

	NX8563LA533-CC NX8563LA533-CD NX8563LAS533-CC NX85	Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 240 km (4320 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. SC-UPC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 240 km (4320 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. SC-APC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 110 km (1800 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. SC-UPC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 110 km (1800 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. SC-APC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 240 km (4320 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1547.71 nm. Frequency 193.70 THz. SC-UPC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 240 km (4320 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1547.71 nm. Frequency 193.70 THz. SC-APC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 240 km (4320 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. SC-UPC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 240 km (4320 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. SC-APC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 110 km (1800 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. SC-APC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 110 km (1800 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. SC-UPC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 240 km (4320 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1546.11 nm. Frequency 193.90 THz. SC-UPC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 240 km (4320 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1546.11 nm. Frequency 193.90 THz. SC-APC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 240 km (4320 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. SC-APC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 240 km (4320 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. SC-UPC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 110 km (1800 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1546.11 nm. Frequency 193.90 THz. SC-UPC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 110 km (1800 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1546.11 nm. Frequency 193.90 THz. SC-APC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 110 km (1800 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. SC-UPC.
Directly modulated InGaAsP MQW-DFB laser diode module for 2.5 GB/s, 240 km (4320 ps/nm) reach DWDM metro and CATV applications. ITU-T wavelength 1543.73 nm. Frequency 194.20 THz. SC-UPC.
	NEC

	MAX110803 MAX1108CUB-T MAX1109CUBT MAX1109EUBT 	Single-Supply, Low-Power, 2-Channel, Serial 8-Bit ADCs 2-CH 8-BIT SUCCESSIVE APPROXIMATION ADC, SERIAL ACCESS, PDSO10
	Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	AT76C502A 	11-megabit WLAN Media Access Controller MAC 11兆无线局域网媒体访问控制器的MAC
AT76C502 is a single-chip Media Access Controller (MAC) that provides all processing and functionality needed for the MAC protocol of wireless LANs (focusing on, but not limited to the IEEE 802.11b standard). This PCMCIA product has been W
	Atmel Corp.
Atmel, Corp.
ATMEL[ATMEL Corporation]

	AD7416-7418 EVAL-AD7416EB AD7417BR-REEL7 AD7417ARU	Temperature Sensor: Single-Channel, 10-Bit ADC with On-Chip Temperature to Digital Converter, I&ltSUP&gt2</SUP&gtC, ±1°C Accuracy
Temperature Sensor: 4-Channel, 10-Bit ADC with on-Chip Temperature to Digital Converter, I2C, ±1°C Accuracy
10-Bit Digital Temperature Sensor (AD7416) and Single/Four-Channel ADC (AD7417/AD7418) 4-CH 10-BIT SUCCESSIVE APPROXIMATION ADC, SERIAL ACCESS, PDSO16
10-Bit Digital Temperature Sensor (AD7416) and Single/Four-Channel ADC (AD7417/AD7418) 10位数字温度传感器（I2C接口芯片AD7416）和四通道ADC（AD7417/AD7418
10-Bit Digital Temperature Sensor (AD7416) and Single/Four-Channel ADC (AD7417/AD7418)
	Analog Devices, Inc.
http://

	MAX161 MAX161ACPI MAX161ACWI MAX161AEPI MAX161AEWI	CMOS, 20µs, 8-Bit, 8-Channel Data Acquisition System
CMOS 8-Bit 8-Channel Data Acquisition System
CMOS  8Bits 8 Channel DAS(CMOS 8 通道数据采集系统)
16-Bit Ultra-Low-Power MCU, 116KB Flash, 8KB RAM, 12-Bit ADC, Dual DAC, DMA, 3 OPAMP, 160 Seg LCD 100-LQFP -40 to 85 8-CH 8-BIT SUCCESSIVE APPROXIMATION ADC, PARALLEL ACCESS, CDIP28
CMOS 8-Bit 8Channel Data Acquisition System 8-CH 8-BIT SUCCESSIVE APPROXIMATION ADC, PARALLEL ACCESS, PDIP28
CMOS 8-Bit 8Channel Data Acquisition System 8-CH 8-BIT SUCCESSIVE APPROXIMATION ADC, PARALLEL ACCESS, CDIP28
CMOS 8-Bit 8Channel Data Acquisition System 8-CH 8-BIT SUCCESSIVE APPROXIMATION ADC, PARALLEL ACCESS, PDSO28
CMOS 8-Bit 8Channel Data Acquisition System CMOS0&micro;s位通道数据采集系统
	MAXIM - Dallas Semiconductor
http://
Maixm
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	MAX186 MAX186CAP MAX186CPP MAX186CWP MAX186EAP MAX	Low-power, 8-channel, serial 12-bit ADC.
Single-Ended Data Acquisition System 8-CH 12-BIT SUCCESSIVE APPROXIMATION ADC, SERIAL ACCESS, PDIP20
Low-Power, 8-Channel, Serial 12-Bit ADCs
From old datasheet system
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	AD364RJ AD364 AD363 AD364RTD AD363RK AD363RKD AD36	Complete 16-Channel,12-Bit Data Acquisition System 16-CH 12-BIT SUCCESSIVE APPROXIMATION ADC, SERIAL/PARALLEL ACCESS, CDIP64
Complete 16-Channel,12-Bit Data Acquisition System 16-CH 12-BIT SUCCESSIVE APPROXIMATION ADC, SERIAL/PARALLEL ACCESS, CDIP60
Circular Connector; No. of Contacts:19; Series:LJTPQ00R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:25; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle
COMPLETE 16 CHANNEL 12-BIT DATA ACQUISITION SYSTEMS
Complete 16-Channel, 12-Bit Data Acquisition Systems
	Analog Devices, Inc.
http://
AD[Analog Devices]
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