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			 Related Part Number
	
					PART	Description	Maker
	1120955026 TCDEM-8C2P-DYU SD-112095-5021 SD-112095	BradControl Class 60mm 8 Port IO module, 14 Inputs, 2 Outputs PNP
MOLEX Connector
	Molex Electronics Ltd.

	1120955027 TCDEM-8B4P-DYU SD-112095-5027 SD-112095	BradControl Class 60mm 8 Port IO module, 12 Inputs, 4 Outputs PNP
MOLEX Connector
	Molex Electronics Ltd.

	UT7C139C45GCX UT7C138C45GCA UT7C138C45WCC UT7C138C	Dual-port SRAM: SMD with busy flag. Lead finish gold. Class V. Device type 04 (4Kx9, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class V. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class Q. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose 3E5 rads(Si).
4Kx9 dual-port SRAM. Lead finish gold. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none. Prototype flow.
4Kx9 dual-port SRAM. Lead finish gold. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none. Prototype flow.
4Kx8 dual-port SRAM. Lead finish optional. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
4Kx8 dual-port SRAM. Lead finish solder. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose 3E5 rads(Si).
4Kx8/9 Radiation-Hardened Dual-Port Static RAM with Busy Flag
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator V. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator V. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator V. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator Q. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator Q. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator Q. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator V. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator V. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator V. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator Q. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator Q. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator Q. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose G. Federal stock class designator: no options.
4Kx8 dual-port SRAM. Lead finish solder. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
4Kx8 dual-port SRAM. Lead finish gold. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none. Prototype flow.
4Kx8 dual-port SRAM. Lead finish gold. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none. Prototype flow.
4Kx9 dual-port SRAM. Lead finish solder. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
4Kx9 dual-port SRAM. Lead finish optional. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose 3E5 rads(Si).
4Kx9 dual-port SRAM. Lead finish optional. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class V. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class V. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class V. Device type 04 (4Kx9, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class Q. Device type 04 (4Kx9, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
	AEROFLEX[Aeroflex Circuit Technology]

	ESP-9110-F0AF0E ESP-9110-F0AS0E ESP-9110-14 ESP-91	1U Rackmount Enterprise-Class Switch with combo port flexibility:16 x 1000BASE-T/TX, 24 x GbE SFP &4 x 10GbE SFP 
	Advantech Co., Ltd.

	KLPC3500 KLPC6000 KLPC650 KLPC700 KLPC5000 KLPC100	KLPC series POWR-PRO class L fuse. Time-delay. 3500A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 350A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 6000A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 650A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 700A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 5000A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1000A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1200A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1100A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1300A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1350A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1400A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1500A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1800A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1600A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1900A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 200A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 2000A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 900A, 600VAC, 480VDC.
	Littelfuse

	MFC8020A MFC8021A MFC8022A 	CLASS B AUDIO DRIVERS SILICON MONOLITHIC FUNCTIONAL CIRCUITS CLASS B要求音频驱动硅单片电路功
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers

	MPR7000 	EPC Class 0/1 and 0  in PCMCIA Type II Pkg. 的EPC Class 0 / 1和II型PCMCIA包装0
	Electronic Theatre Controls, Inc.

	F1740-410-3581 F1740-410-3511 F1740-327-3581 F1740	CONN HDR 88POS TH
Suppression, (Bi-polar) Capacitors Class X1Y2 AC 275V/250V 抑制，（双极）电容器级X1Y2交流275V/250V
Suppression/ (Bi-polar) Capacitors Class X1Y2 AC 275V/250V
Class X1 - AC275V; Class Y2 - AC250V
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]

	PAM8009 	3W STEREO CLASS-D Audio Amplifier and Class AB Headphone Driver (DC VOLUME, UVP and AGC Function)
	Diodes Incorporated

	MAX5987A MAX5986AETE MAX5986B MAX5986BETE MAX5986A	IEEE 802.3af-Compliant, High-Efficiency, Class 1/Class 2, PDs with Integrated DC-DC Converter
	Maxim Integrated Products

	CA14323 	IESNA Type ll (medium) beam, applicable for European P-class standard pedestrian lighting and M-class roads
	Ledil, Inc.
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