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			 Related Part Number
	
					PART	Description	Maker
	1306TC-1 1306TC-2 1306TC-3 1306TC 	Polyester (Mylar) and Foil Capacitors
	Electronic Film Capacitors, Inc.

	FKS2D021501C00 FKS2D021001B00 FKS2G013301A00 FKS2G	Polyester (PET) Film and Foil Capacitors
	WIMA

	FKS2F024701K00 FKS2D011001A00JSSD FKS2F014701A00 F	Polyester (PET) Film and Foil Capacitors for Pulse Applications in PCM 5 mm
	List of Unclassifed Manufacturers
List of Unclassifed Man...

	192P103X9080 192P104X9080 192P123X9080 192P124X908	Polyester Film/Foil Capacitors Sleeved, Miniature, Axial Lead
	Vishay Siliconix

	T102J2EAT1 	POLYESTER FILM CAPACITORS T Series: Axial Tubular, Film Foil
	RFE international

	951021 127720 127780 127770 951030 951027 951023 1	GEHAEUSE POLYESTER EK SW 75X80X60
GEHAEUSE POLYESTER EK GRAU 160X360X95
GEHAEUSE POLYESTER EK GRAU 160X260X95
GEHAEUSE POLYESTER EK SW 250X600X125
GEHAEUSE POLYESTER EK SW 160X360X95
GEHAEUSE POLYESTER EK SW 120X125X90
GEHAEUSE POLYESTER EK GRAU 120X125X90
GEHAEUSE POLYESTER EK SW 160X260X95
GEHAEUSE POLYESTER EK SW 75X110X60
GEHAEUSE POLYESTER EK SW 160X160X95 GEHAEUSE涤纶克朗西南160X160X95
GEHAEUSE POLYESTER EK GRAU 75X80X60 GEHAEUSE涤纶克朗格劳75X80X60
	Wieland Electric, Inc.
Weidmuller, Corp.

	DLR1S1K-F DLR1D15K-F DLR1D1K-F DLR1D22K-F DLR1D33K	Film/Foil Polyester Film Capacitors
	Cornell Dubilier Electronics

	163.7010.0352 163.7010.0452 163.7010.0152 163.7010	Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:3 RoHS Compliant: Yes
FKS-Coding plugs
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:2 RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:38; No. Strands x Strand Size:Solid; Approval Categories:J-W-1177/14; MW 35C (Heavy); Jacket Material:Polythermaleze; Leaded Process Compatible:Yes; Number of Conductors:1; Voltage Nom.:600V RoHS Compliant: Yes
	Littelfuse, Inc.

	PHAO2.2/550/1 PHAO1.2/650/1S PHAO1.35/660/1S PHAO1	CAPACITOR, FILM/FOIL, 2200 V, 362 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 1200 V, 1437 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 1350 V, 1153 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 1350 V, 873 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 1200 V, 1061 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 3000 V, 244 uF, CHASSIS MOUNT
	Vishay Intertechnology, Inc.

	126-93-964-41-003 126-93-210-41-001 126-93-210-41-	Test Prod Wire; Conductor Size AWG:24; No. Strands x Strand Size:45 x 40; Jacket Color:Red; Conductor Material:Copper; Jacket Material:Rubber; Leaded Process Compatible:Yes; Number of Conductors:1; Outer Diameter:0.066" RoHS Compliant: Yes
Test Prod Wire; Conductor Size AWG:24; No. Strands x Strand Size:45 x 40; Jacket Color:Black; Conductor Material:Copper; Jacket Material:Rubber; Leaded Process Compatible:Yes; Number of Conductors:1; Outer Diameter:0.066" RoHS Compliant: Yes
Dual-in-line sockets Open frame Wire-wrap posts with solder tails 双列直插式插座开放帧线与焊尾包职
HookUp/Lead Wire; Conductor Size AWG:18; No. Strands x Strand Size:65 x 36; Jacket Color:Red; Conductor Material:Copper; Jacket Material:Rubber; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:42ohm; Temperature Max:200 C RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:42ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
18 AWG (19X30) TINNED COPPER, THREE CONDUCTORS, FEP INSULATED RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Jacket Material:FEP; Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:3 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes
Test Prod Wire; Conductor Size AWG:18; No. Strands x Strand Size:65 x 36; Jacket Color:Red; Cable/Wire MIL SPEC:MIL-W-13169B; Conductor Material:Copper; Jacket Material:Rubber; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:6 RoHS Compliant: Yes
	PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]
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