

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						KS0641			220ML			24C08A			16EC80			HSM613			TC74LC			48R06A			D1135			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			36DY182F100AM2A - Enclosure; For Use With:19" Rack; External Depth:16"; External Width:17"; Weight:17.0oz; Enclosure Color:Natural; Enclosure Material:Aluminum; Thickness:0.050" RoHS Compliant: Yes 铝电容器85℃，大可 0.22UF 10% 50V X7R 1206 CERAMIC CHIP CAP 铝电容器85℃，大可 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 铝电容器85℃，大可 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 铝电容器85℃，大可 Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 铝电容器85℃，大可 Aluminum Capacitors   85 C, Large Can 铝电容器85℃，大可 USB Cable Assembly; Connector Type A:USB Type A; Connector Type B:USB Type B; Cable Length:3m; Leaded Process Compatible:Yes; Body Material:PVC; Peak Reflow Compatible (260 C):Yes; Voltage Rating:30V; Series:Buccaneer CONNECTOR, ETHERNET, PCB MOUNT, 8WAY; Connector type:Cat5e RJ45; Ways, No. of:8; Mounting type:PCB; IP rating:IP68 RoHS Compliant: Yes USB Cable Assembly; Connector Type A:USB Type A; Connector Type B:USB Type B; Cable Length:2m; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Voltage Rating:30V MB 3C 3#20 SKT PLUG RECTIFIER FAST-RECOVERY SINGLE 1A 600V 30A-ifsm 1.2V-vf 200ns 5uA-ir DO-41 5K/AMMO Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle MB 61C 61#20 PIN PLUG CAP, 0.022UF 50V 20% Z5U C1206 Connector assemblies, Network cables; Cable Length:3m; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RECTIFIER FAST-RECOVERY SINGLE 1A 600V 30A-ifsm 1.2V-vf 200ns 5uA-ir A405 5K/REEL-13 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 



		
			
					
						
						[image: 36DY182F100AM2A_4644522.PDF Datasheet]



					
				
					 		
	Part No.	36DY182F100AM2A 36DY103F100BC2A 36DY103F100CB2A 36DY272F150AF2A 36DY102F450BC2A 36DY272F450CF2A 36DY182F075AN2A 36DY271F400AM2A 36DY183F075BC2A 36DY684F015DF2A 36DY471F350AB2A 36DY473F025AF2A 36DY105F6R3DD2A 36DY683F015AL2A 36DY183F025AM2A 36DY183F100DL2A 36DY102F250AL2A 36DY272F250BD2A 36DY332F250BF2A 36DY272F250CB2A 36DY103F250DF2A 36DY273F040BB2A 36DY822F040AM2A 36DY822F050AM2A 36DY822F060AB2A 36DY823F010AB2A 36DY824F6R3CF2A 36DY563F015BA2A 36DY104F015AD2A 36DY104F015BB2A 36DY104F025BF2A  

	Description	Enclosure; For Use With:19" Rack; External Depth:16"; External Width:17"; Weight:17.0oz; Enclosure Color:Natural; Enclosure Material:Aluminum; Thickness:0.050" RoHS Compliant: Yes 铝电容器85℃，大可 
 0.22UF 10% 50V X7R 1206 CERAMIC CHIP CAP 铝电容器85℃，大可
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 铝电容器85℃，大可
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 铝电容器85℃，大可
Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 铝电容器85℃，大可
Aluminum Capacitors   85 C, Large Can 铝电容器85℃，大可
USB Cable Assembly; Connector Type A:USB Type A; Connector Type B:USB Type B; Cable Length:3m; Leaded Process Compatible:Yes; Body Material:PVC; Peak Reflow Compatible (260 C):Yes; Voltage Rating:30V; Series:Buccaneer
CONNECTOR, ETHERNET, PCB MOUNT, 8WAY; Connector type:Cat5e RJ45; Ways, No. of:8; Mounting type:PCB; IP rating:IP68 RoHS Compliant: Yes
USB Cable Assembly; Connector Type A:USB Type A; Connector Type B:USB Type B; Cable Length:2m; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Voltage Rating:30V
MB 3C 3#20 SKT PLUG
RECTIFIER FAST-RECOVERY SINGLE 1A 600V 30A-ifsm 1.2V-vf 200ns 5uA-ir DO-41 5K/AMMO
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
MB 61C 61#20 PIN PLUG
CAP, 0.022UF 50V 20% Z5U C1206
Connector assemblies, Network cables; Cable Length:3m; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
RECTIFIER FAST-RECOVERY SINGLE 1A 600V 30A-ifsm 1.2V-vf 200ns 5uA-ir A405 5K/REEL-13
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
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 			 Full text search : Enclosure; For Use With:19" Rack; External Depth:16"; External Width:17"; Weight:17.0oz; Enclosure Color:Natural; Enclosure Material:Aluminum; Thickness:0.050" RoHS Compliant: Yes 铝电容器85℃，大可 0.22UF 10% 50V X7R 1206 CERAMIC CHIP CAP 铝电容器85℃，大可 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 铝电容器85℃，大可 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 铝电容器85℃，大可 Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 铝电容器85℃，大可 Aluminum Capacitors   85 C, Large Can 铝电容器85℃，大可 USB Cable Assembly; Connector Type A:USB Type A; Connector Type B:USB Type B; Cable Length:3m; Leaded Process Compatible:Yes; Body Material:PVC; Peak Reflow Compatible (260 C):Yes; Voltage Rating:30V; Series:Buccaneer CONNECTOR, ETHERNET, PCB MOUNT, 8WAY; Connector type:Cat5e RJ45; Ways, No. of:8; Mounting type:PCB; IP rating:IP68 RoHS Compliant: Yes USB Cable Assembly; Connector Type A:USB Type A; Connector Type B:USB Type B; Cable Length:2m; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Voltage Rating:30V MB 3C 3#20 SKT PLUG RECTIFIER FAST-RECOVERY SINGLE 1A 600V 30A-ifsm 1.2V-vf 200ns 5uA-ir DO-41 5K/AMMO Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle MB 61C 61#20 PIN PLUG CAP, 0.022UF 50V 20% Z5U C1206 Connector assemblies, Network cables; Cable Length:3m; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RECTIFIER FAST-RECOVERY SINGLE 1A 600V 30A-ifsm 1.2V-vf 200ns 5uA-ir A405 5K/REEL-13 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	SD5001 SD5401 SD5402 SD5402CY SD5400CY SD5000N XSD	30.5mm Hole Pushbutton Enclosure; NEMA Type:12, 13; Enclosure Material:Steel; Enclosure Color:Gray; No. of Contacts:5 RoHS Compliant: Yes 50 mA, 15 V, 4 CHANNEL, N-CHANNEL, Si, SMALL SIGNAL, MOSFET
High-Speed DMOS Quad FET Analog Switch Arrays 50 mA, 20 V, 4 CHANNEL, N-CHANNEL, Si, SMALL SIGNAL, MOSFET
	Magnet-Schultz of America, Inc.
Calogic  LLC
CALOGIC[Calogic, LLC]

	K70 K7022.5A K7045D2 K7045C K7055 K7022.5B K7022.5	Enclosure
	Altech corporation

	AEC-6402-A4-1010 AEC-6402-A1-1110 AEC-6402-A2-1110	aluminum Enclosure
	AAEON Technology

	WS.005.3127 	ENCLOSURE TYPE 4 柜体
	Electronic Theatre Controls, Inc.

	TG88-9 	ABS/POLYCARBONATE ENCLOSURE TG 88-9
	Altech corporation

	TS0GSJ25B TS0GSJ25R TS0GSJ25S 	IDE HDD Enclosure
	Transcend Information. Inc.

	AL3616-9 	ALUMINUM ENCLOSURE AL 3616-9
	Altech corporation

	TS0GSJ25P TS250GSJ25P TS320GSJ25P TS500GSJ25P 	SATA HDD Enclosure
	Transcend Information. Inc.

	TS250GSJ25C TS320GSJ25C TS500GSJ25C 	SATA HDD Enclosure
	Transcend Information. Inc.

	AL2212-8 	ALUMINUM ENCLOSURE AL 2212-8
	Altech corporation

	LPX150-C 	Cover Enclosure Kit
	Astec America, Inc
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