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			 Related Part Number
	
					PART	Description	Maker
	1748160000 1748240000 	PCB connection systems
   PCB connection systems
	Weidmuller

	RAD-SPL-2-N 	Antenna splitter, frequency range: 0.3 GHz ... 6 GHz, degree of protection: IP65, connection: 3 x N (female), suitable connection cable for the antenna connection (Order No. 2700677)
	PHOENIX CONTACT

	1942640000 1942740000 1942460000 1793370000 179335	Product catalogue | PCB connection systems | PCB plug-in connectors | Pitch 3.81 mm (0.150 inch) | Plug connectors
   Product catalogue | PCB connection systems | PCB plug-in connectors | Pitch 3.81 mm (0.150 inch) | Plug connectors
	Weidmuller

	0424039 	Power terminal block, Connection method Screw connection, Load current
	PHOENIX CONTACT

	0443023 	Ground modular terminal block, Connection method: Screw connection, Cross section
	PHOENIX CONTACT

	0393560000 	PCB terminal, TOP connection, Soldered connection, Clamping range, max.: 2.5 mm2, Pitch: 7.62 mm, No. of poles: 4, 90°, Box
	Weidmuller

	0393360000 	PCB terminal, TOP connection, Soldered connection, Clamping range, max.: 2.5 mm2, Pitch: 7.62 mm, No. of poles: 2, 90°, Box
	Weidmuller

	1941360000 	   PCB connection systems
	Weidmuller

	0708250 	Molded feed-through terminal block, with solder connection inside, 4 mm?? screw connection outside, for housing walls up to 4 mm thickness, fixed with knurled nuts - VDFK 4
	Phoenix Contact
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