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			93AA56AEOT - IGBT Module; Continuous Collector Current, Ic:30A; Collector Emitter Saturation Voltage, Vce(sat):2.1V; Power Dissipation, Pd:60.6W; Collector Current:30A; Collector Emitter Voltage, Vceo:600V; Package/Case:DIP-41 2K微丝兼容串行EEPROM MS3106B24-28SX 2K微丝兼容串行EEPROM SCHOTTKY RECTIFIER 2K微丝兼容串行EEPROM 2K Microwire Compatible Serial EEPROM 2K微丝兼容串行EEPROM IGBT Module; Transistor Polarity:NPN & PNP; Collector Emitter Voltage, Vceo:600V; Collector Emitter Saturation Voltage, Vce(sat):1.6V; Power Dissipation, Pd:11.1W; Package/Case:SIP; C-E Breakdown Voltage:600V; Collector Current:3A Circular Connector; No. of Contacts:10; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:13; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:13-98 RoHS Compliant: No Circular Connector; No. of Contacts:8; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:13; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:13-8 RoHS Compliant: No ER 16C 16 12 8 PIN RECP BOX AB 35C 35#16 SKT RECP AB 15C 15#16 SKT PLUG AB 52C 52#16 SKT RECP AB 26C 26#16 PIN PLUG 32-Bit Microcontroller IC; Controller Family/Series:(ARM7); Memory Size, SRAM:48KB; Number of I/O Pins:27; Number of Timers 8/12/16/32 Bits:0 / 0 / 2 / 0; No. of PWM Channels:2; Clock Speed:90MHz; Interfaces:SSI, UART 32-Bit Microcontroller IC; Controller Family/Series:(ARM7); Memory Size, RAM:48KB; No. of I/O Pins:27; No. of PWM Channels:2; Clock Speed:90MHz; Interface:SSI, UART; Package/Case:204-TFBGA; Leaded Process Compatible:No RoHS Compliant: No IGBT Module; Transistor Polarity:NPN & PNP; Collector Emitter Voltage, Vceo:600V; Collector Emitter Saturation Voltage, Vce(sat):1.6V; Power Dissipation, Pd:52.6W; Package/Case:MiniDIP; C-E Breakdown Voltage:600V Silver Mica Capacitor; Capacitance:470pF; Capacitance Tolerance: /- 1%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No Circular Connector; No. of Contacts:3; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-9 RoHS Compliant: No Circular Connector; No. of Contacts:18; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:15-18 RoHS Compliant: No XTAL,32.768KHZ,20PPM,12.5PF,TH LJT 18C 18#20 SKT RECP 93AA56A/B/C/ 93LC56A/B/C/ 93C56A/B/C Datasheet Mica Film Capacitor; Capacitance:470pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:500V; Terminal Type:Radial Leaded; Leaded Process 93AA56A/B/C/ 93LC56A/B/C/ 93C56A/B/C 2K Microwire-Compatible Serial EEPROM Circular Connector; No. of Contacts:42; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:16-42 RoHS Compliant: No JT 6C 6#12 SKT WALL RECP LJT 22C 22#22D SKT PLUG Circular Connector; No. of Contacts:48; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:36; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No Schottky Rectifier; Forward Voltage:0.5V; Forward Current:1A; Repetitive Reverse Voltage Max, Vrrm:20V; Package/Case:DO-213AB; Current Rating:1A; Leaded Process Compatible:No; Mounting Type:Through Hole Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:15-18 RoHS Compliant: No Circular Connector; No. of Contacts:22; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:13; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:13-22 RoHS Compliant: No LJT 22C 22#22D PIN PLUG 
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	Part No.	93AA56AE_OT 93C56CXTE/MSG 93C56CXTE/OTG 93C56CXTE/PG 93C56CXTE/SNG 93C56CXTE/STG 93AA56AI/OTG 93AA56AI/ST 93AA56AI/P 93AA56AI/STG 93AA56AI/MSG 93AA56AI/SN 93AA56AI/PG 93AA56AI/SNG 93LC56AXTE/MSG 93LC56AXTE/OTG 93LC56AXTE/PG 93LC56AXTE/SNG 93LC56AXTE/STG 93AA56BXTE/SNG 93AA56BXTE/STG 93AA56AE/MS 93AA56AE/MSG 93AA56AE/OT 93AA56AE/OTG 93AA56AE/P 93AA56AE/PG 93AA56AE/SN 93AA56AE/SNG 93AA56AE/ST 93AA56AE/STG  

	Description	IGBT Module; Continuous Collector Current, Ic:30A; Collector Emitter Saturation Voltage, Vce(sat):2.1V; Power Dissipation, Pd:60.6W; Collector Current:30A; Collector Emitter Voltage, Vceo:600V; Package/Case:DIP-41 2K微丝兼容串行EEPROM 
 MS3106B24-28SX 2K微丝兼容串行EEPROM
SCHOTTKY RECTIFIER 2K微丝兼容串行EEPROM
2K Microwire Compatible Serial EEPROM 2K微丝兼容串行EEPROM
IGBT Module; Transistor Polarity:NPN & PNP; Collector Emitter Voltage, Vceo:600V; Collector Emitter Saturation Voltage, Vce(sat):1.6V; Power Dissipation, Pd:11.1W; Package/Case:SIP; C-E Breakdown Voltage:600V; Collector Current:3A
Circular Connector; No. of Contacts:10; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:13; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:13-98 RoHS Compliant: No
Circular Connector; No. of Contacts:8; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:13; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:13-8 RoHS Compliant: No
ER 16C 16 12 8 PIN RECP BOX
AB 35C 35#16 SKT RECP
AB 15C 15#16 SKT PLUG
AB 52C 52#16 SKT RECP
AB 26C 26#16 PIN PLUG
32-Bit Microcontroller IC; Controller Family/Series:(ARM7); Memory Size, SRAM:48KB; Number of I/O Pins:27; Number of Timers 8/12/16/32 Bits:0 / 0 / 2 / 0; No. of PWM Channels:2; Clock Speed:90MHz; Interfaces:SSI, UART
32-Bit Microcontroller IC; Controller Family/Series:(ARM7); Memory Size, RAM:48KB; No. of I/O Pins:27; No. of PWM Channels:2; Clock Speed:90MHz; Interface:SSI, UART; Package/Case:204-TFBGA; Leaded Process Compatible:No RoHS Compliant: No
IGBT Module; Transistor Polarity:NPN & PNP; Collector Emitter Voltage, Vceo:600V; Collector Emitter Saturation Voltage, Vce(sat):1.6V; Power Dissipation, Pd:52.6W; Package/Case:MiniDIP; C-E Breakdown Voltage:600V
Silver Mica Capacitor; Capacitance:470pF; Capacitance Tolerance: /- 1%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Circular Connector; No. of Contacts:3; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-9 RoHS Compliant: No
Circular Connector; No. of Contacts:18; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:15-18 RoHS Compliant: No
XTAL,32.768KHZ,20PPM,12.5PF,TH
LJT 18C 18#20 SKT RECP
93AA56A/B/C/ 93LC56A/B/C/ 93C56A/B/C Datasheet
Mica Film Capacitor; Capacitance:470pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:500V; Terminal Type:Radial Leaded; Leaded Process
93AA56A/B/C/ 93LC56A/B/C/ 93C56A/B/C 2K Microwire-Compatible Serial EEPROM
Circular Connector; No. of Contacts:42; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:16-42 RoHS Compliant: No
JT 6C 6#12 SKT WALL RECP
LJT 22C 22#22D SKT PLUG
Circular Connector; No. of Contacts:48; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:36; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
Schottky Rectifier; Forward Voltage:0.5V; Forward Current:1A; Repetitive Reverse Voltage Max, Vrrm:20V; Package/Case:DO-213AB; Current Rating:1A; Leaded Process Compatible:No; Mounting Type:Through Hole
Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:15-18 RoHS Compliant: No
Circular Connector; No. of Contacts:22; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:13; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:13-22 RoHS Compliant: No
LJT 22C 22#22D PIN PLUG
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 			 Full text search : IGBT Module; Continuous Collector Current, Ic:30A; Collector Emitter Saturation Voltage, Vce(sat):2.1V; Power Dissipation, Pd:60.6W; Collector Current:30A; Collector Emitter Voltage, Vceo:600V; Package/Case:DIP-41 2K微丝兼容串行EEPROM MS3106B24-28SX 2K微丝兼容串行EEPROM SCHOTTKY RECTIFIER 2K微丝兼容串行EEPROM 2K Microwire Compatible Serial EEPROM 2K微丝兼容串行EEPROM IGBT Module; Transistor Polarity:NPN & PNP; Collector Emitter Voltage, Vceo:600V; Collector Emitter Saturation Voltage, Vce(sat):1.6V; Power Dissipation, Pd:11.1W; Package/Case:SIP; C-E Breakdown Voltage:600V; Collector Current:3A Circular Connector; No. of Contacts:10; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:13; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:13-98 RoHS Compliant: No Circular Connector; No. of Contacts:8; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:13; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:13-8 RoHS Compliant: No ER 16C 16 12 8 PIN RECP BOX AB 35C 35#16 SKT RECP AB 15C 15#16 SKT PLUG AB 52C 52#16 SKT RECP AB 26C 26#16 PIN PLUG 32-Bit Microcontroller IC; Controller Family/Series:(ARM7); Memory Size, SRAM:48KB; Number of I/O Pins:27; Number of Timers 8/12/16/32 Bits:0 / 0 / 2 / 0; No. of PWM Channels:2; Clock Speed:90MHz; Interfaces:SSI, UART 32-Bit Microcontroller IC; Controller Family/Series:(ARM7); Memory Size, RAM:48KB; No. of I/O Pins:27; No. of PWM Channels:2; Clock Speed:90MHz; Interface:SSI, UART; Package/Case:204-TFBGA; Leaded Process Compatible:No RoHS Compliant: No IGBT Module; Transistor Polarity:NPN & PNP; Collector Emitter Voltage, Vceo:600V; Collector Emitter Saturation Voltage, Vce(sat):1.6V; Power Dissipation, Pd:52.6W; Package/Case:MiniDIP; C-E Breakdown Voltage:600V Silver Mica Capacitor; Capacitance:470pF; Capacitance Tolerance: /- 1%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No Circular Connector; No. of Contacts:3; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-9 RoHS Compliant: No Circular Connector; No. of Contacts:18; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:15-18 RoHS Compliant: No XTAL,32.768KHZ,20PPM,12.5PF,TH LJT 18C 18#20 SKT RECP 93AA56A/B/C/ 93LC56A/B/C/ 93C56A/B/C Datasheet Mica Film Capacitor; Capacitance:470pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:500V; Terminal Type:Radial Leaded; Leaded Process 93AA56A/B/C/ 93LC56A/B/C/ 93C56A/B/C 2K Microwire-Compatible Serial EEPROM Circular Connector; No. of Contacts:42; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:16-42 RoHS Compliant: No JT 6C 6#12 SKT WALL RECP LJT 22C 22#22D SKT PLUG Circular Connector; No. of Contacts:48; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:36; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No Schottky Rectifier; Forward Voltage:0.5V; Forward Current:1A; Repetitive Reverse Voltage Max, Vrrm:20V; Package/Case:DO-213AB; Current Rating:1A; Leaded Process Compatible:No; Mounting Type:Through Hole Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:15-18 RoHS Compliant: No Circular Connector; No. of Contacts:22; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:13; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:13-22 RoHS Compliant: No LJT 22C 22#22D PIN PLUG   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	GAL16V8 GAL16V8AS-20QC3 GAL16V8AS GAL16V8AS-10EB1 	E2PROM CMOS PROGRAMMABLE LOGIC DEVICE E2PROM的可编程逻辑器件的CMOS
EMI/RFI FILTER
IGBT MODULE, TRENCH, 600V, 6 PACK; Transistor type:3-Phase Bridge Inverter; Voltage, Vces:600V; Current, Ic continuous a max:174A; Voltage, Vce sat max:1.9V; Case style:SEMITOP 4; Current, Icm pulsed:400A; Temperature, Tj RoHS Compliant: Yes
IGBT MODULE, 6 PACK 600VIGBT MODULE, 6 PACK 600V; Transistor type:IGBT; Case style:SEMITOP 2; Voltage, Vceo:600V; Voltage, Vce sat max:2.2V; Current, Ic continuous a max:24A; Current, Icm pulsed:22A; Power, Pd:1700W; Time, rise:30ns;
EPROM CMOS Programmable Logic Device
	STMicroelectronics N.V.
意法半导
ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]

	TSM-108-04-L-DH-A TSM-105-01-XXX TSM-136-04-T-SV-X	TRANSF 5VAC .5A WORLD SERIES 端子
RELAY-.5AMP-DC-6V/DIODE RoHS Compliant: Yes 端子
FASTENERS, COACH SCREWS 端子
WORLD SERIES TRANSFORMER 端子
Software 端子
IGBT MODULE, DUAL 600V 端子
XFRMR PWR 10.0VCT 13.0A QC .250 端子
TRANSF 18VAC .56A WORLD SERIES 端子
TRANSF 12VAC .2A WORLD SERIES 端子
IGBT MODULE, 3-PHASE BRIDGE 端子
IGBT MODULE, CHOPPER 1200V 端子
TRANSF 5VAC 2.0A WORLD SERIES 端子
TRANSF 10VAC 5.6A WORLD SERIES 端子
RES CHP 150 1W 1% 端子
RELAY AUTO 70A 12VDC SPST 端子
Shrink Tubing; Shrink Ratio:2:1; Material:Polyvinyl Chloride (PVC) 端子
IGBT Module; Continuous Collector Current, Ic:110A; Collector Emitter Saturation Voltage, Vce(sat):3.4V; Collector Current:110A; Collector Emitter Voltage, Vceo:1700V; Continuous Collector Current @ 25 C:110A RoHS Compliant: Yes 端子
TRANSF 8VAC .3A WORLD SERIES 端子
TERMINAL STRIPS 端子
TRANSF 12VAC 4.66A WORLD SERIES
TRANSF 18VAC .28A WORLD SERIES
TRANSF 6.3VAC 8.8A WORLD SERIES
TRANSF 8VAC 2.5A WORLD SERIES
TRANSF 14VAC 1.44A WORLD SERIES
TRANSF 18VAC .14A WORLD SERIES
TRANSF 14VAC 4A WORLD SERIES
TRANSF 8VAC 3.8A WORLD SERIES
TRANSF 10VAC .5A WORLD SERIES
Plug-In Relay; Contacts:3PDT; Contact Carry Current:10A; Coil Voltage AC Max:24V; Relay Mounting:Plug-In; Relay Terminals:Quick Connect RoHS Compliant: Yes
IGBT MODULE, DUAL, 1200V; Transistor type:IGBT; Voltage, Vces:1200V; Current, Ic continuous a max:260A; Voltage, Vce sat max:2.15V; Case style:SEMITRANS(R)3; Centres, fixing:93mm; Current, Ic av:260A; Current, Ic continuous b RoHS Compliant: Yes
TRANSF 12VAC .42A WORLD SERIES
TRANSF 18VAC 1.64A WORLD SERIES
Time Delay Relay; Contacts:DPDT
RELAY-10AMP-DC 12V RoHS Compliant: Yes
TRANSF 12VAC .84A WORLD SERIES
TRANSF 6.3VAC 3.2A WORLD SERIES
TRANSF 14VAC .36A WORLD SERIES
TRANSF 8VAC 1.25A WORLD SERIES
TRANSF 6.3VAC 4.8A WORLD SERIES
IGBT MODULE, DUAL, 1200V; Transistor type:IGBT; Voltage, Vces:1200V; Current, Ic continuous a max:310A; Voltage, Vce sat max:2.15V; Case style:SEMITRANS(R)3; Centres, fixing:93mm; Current, Ic av:310A; Current, Ic continuous b RoHS Compliant: Yes
RELAY - 10 AMP - DC 24V
TRANSF 5VAC 6A WORLD SERIES
TRANSF 10VAC 1A WORLD SERIES
TRANSF 18VAC 3.12A WORLD SERIES
TRANSF 5VAC 4A WORLD SERIES
TRANSF 8VAC .62A WORLD SERIES
TRANSF 12VAC 2.50 WORLD SERIES
TRANSF 18VAC 1.12A WORLD SERIES
SOCKET-DPDT,8-PIN SLIM
TRANSF 12VAC 1.66A WORLD SERIES
RELAY 10AMP.AC-DC 24V RoHS Compliant: Yes
Plug-In Relay; Contacts:DPDT; Contact Carry Current:5A; Coil Voltage AC Max:120V; Relay Mounting:Plug-In; Relay Terminals:Solder/Plug-In
TRANSF 6.3VAC .8A WORLD SERIES
TRANSF 6.3VAC .4A WORLD SERIES
; Peak Reflow Compatible (260 C):Yes; Collector Current:400A; Collector Emitter Saturation Voltage, Vce(sat):2.1V; Collector Emitter Voltage, Vceo:600V; Continuous Collector Current @ 25 C:400A; Package/Case:SEMITRANS 3
TRANSF 10VAC 2A WORLD SERIES
IGBT Module; Continuous Collector Current, Ic:200A; Collector Emitter Saturation Voltage, Vce(sat):2.5V; Collector Current:200A; Collector Emitter Voltage, Vceo:1200V; Continuous Collector Current @ 25 C:200A RoHS Compliant: Yes
	KEMET Corporation
ETC[ETC]
Samtec
N.A.
List of Unclassifed Manufacturers
Electronic Theatre Controls, Inc.

	PS21961-4 	IGBT Module; Continuous Collector Current, Ic:3A; Collector Emitter Saturation Voltage, Vce(sat):1.6V; Power Dissipation, Pd:21.3W; Collector Emitter Voltage, Vceo:600V; Package/Case:Super Mini
	POWEREX INC

	MG800J2YS50A 	IGBT Module Silicon N Channel IGBT High Power Switching Applications Motor Control Applications
TOSHIBA IGBT Module Silicon N Channel IGBT
	Toshiba Semiconductor

	PSHI50D-06 PSHI50D_06 PSHI50D/06 PSHI50D06 	IGBT Module
IGBT Module Short Circuit SOA Capability
	Powersem GmbH

	AIF50B300 AIF120F300 AIF AIF80A300 AIF25H300 AIF12	Embedded Power for Business-Critical Continuity
600W Continuous power at 100°C baseplate temperature
600W Continuous power at 100∑C baseplate temperature
1-OUTPUT 600 W DC-DC REG PWR SUPPLY MODULE
	Astec America, Inc
Emerson Network Power

	FZ1200R17KE3 	IGBT-Wechselrichter / IGBT-inverter
IGBT Power Module
	eupec GmbH

	IXGE75N100Z IXGE50N90Z IXTE9N65X4U IXGE50N50Z 	TRANSISTOR | IGBT POWER MODULE | INDEPENDENT | 1KV V(BR)CES | 75A I(C)
TRANSISTOR | IGBT POWER MODULE | INDEPENDENT | 900V V(BR)CES | 50A I(C)
TRANSISTOR | MOSFET POWER MODULE | INDEPENDENT | 650V V(BR)DSS | 9A I(D) 晶体管| MOSFET功率模块|独立|650V五（巴西）直| 9A条（丁）
TRANSISTOR | IGBT POWER MODULE | INDEPENDENT | 500V V(BR)CES | 50A I(C) 晶体管| IGBT功率模块|独立| 500V五（巴西）国际消费电子展| 50A条一（c
	IXYS, Corp.

	MC68HCL05C8 MC68HSC05C8 68HC705C8 MC68HC05C8 MC68H	TRANSISTOR,IGBT,N-CHAN,1.2kV V(BR)CES,25A I(C),TO-264AA
IGBT; Continuous Collector Current, Ic:60A; Collector Emitter Saturation Voltage, Vce(sat):24V; Power Dissipation, Pd:200W; Collector Emitter Voltage, Vceo:900V; Transistor Polarity:N Channel
PROGRAMMING REFRERENCE GUIDE 编程REFRERENCE指南
	Motorola, Inc.
Motorola  Inc
Motorola Mobility Holdings, Inc.

	PRHMB300A61 PRHMB300A6 	IGBT MODULE Chopper 300A 600V 300 A, 600 V, N-CHANNEL IGBT
	Nihon Inter Electronics, Corp.
Nihon Inter Electronics Corporation

	CPU165MK 	IGBT SIP MODULE Short Circuit Rated UltraFast IGBT
	IRF[International Rectifier]
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