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			 Related Part Number
	
					PART	Description	Maker
	MAX3222 MAX3222CAP MAX3222CPN MAX3222CUP MAX3222CW	3.0V to 5.5V, Low-Power, Up to 1Mbps, True RS-232 Transceivers Using Four 0.1µF External Capacitors
3.0V to 5.5V, Low-Power, up to 1Mbps, True RS-232 Transceivers Using Four 0.1uF External Capacitors
3.0V to 5.5V, Low-Power, up to 1Mbps, True RS-232 Transceivers Using Four 0.1F External Capacitors
3.0V to 5.5V, Low-Power, up to 1Mbps, True RS-232 Transceivers Using Four 0.1μF External Capacitors
3.0V to 5.5V Low-Power up to 1Mbps True RS-232 Transceivers Using Four 0.1F External Capacitors
3.0V to 5.5V, Low-Power, up to 1Mbps, True RS-232 Transceivers Using Four 0.1µF External Capacitors
3.0V to 5.5V, Low-Power, up to 1Mbps, True RS-232 Transceivers Using Four 0.1レF External Capacitors
3.0V to 5.5V / Low-Power / up to 1Mbps / True RS-232 Transceivers Using Four 0.1F External Capacitors
DUAL LINE TRANSCEIVER, PDSO20
	MAXIM - Dallas Semiconductor
http://
Maixm
MAXIM[Maxim Integrated Products]
MAXIM INTEGRATED PRODUCTS INC

	B25673A4052A010 B25673A4052A01009 	Film capacitors - Power Factor Correction
PhaseCap Compact capacitors
	Epson Company
EPCOS

	B25673A4062A010 B25673A4062A01009 	Film capacitors - Power Factor Correction
PhaseCap Compact capacitors
	Epson Company
EPCOS

	B25673A4102A000 B25673A4102A00009 	Film capacitors - Power Factor Correction
PhaseCap Compact capacitors
	Epson Company
EPCOS

	B25360 B25360A6906J040 B25360A6226J040 B25360A1106	Film capacitors ?Power Electronic Capacitors
	EPCOS

	B32361A4306J080 B32360A4506J080 B32361A4506J080 B3	Film capacitors - Power Electronic Capacitors
	EPCOS

	B25620C1267K321 B25620B1217K983 B25620B1467K983 B2	Film Capacitors ?Power Electronic Capacitors
	EPCOS

	B25667C4387A375 	Film Capacitors ?Power Electronic Capacitors
	TDK Electronics

	255D107X0010D2T065 255D227X0004D2W045 255D227X0004	Organic Polymer, Low ESR, Tantalum Capacitors, Commercial, Surface Mount Capacitors for Switch Mode Power Supplies and Converters
From old datasheet system
Organic Polymer, Low ESR, Tantalum Capacitors Commercial, Surface Mount Capacitors for Switch Mode Power Supplies and Converters 有机聚合物，低ESR，商业钽电容，表面贴装电容器开关电源和转换
	VISAY[Vishay Siliconix]
Vishay Intertechnology,Inc.
Vishay Intertechnology, Inc.

	B25631A0127K800 B25631A0187K800 B25631A0157K700 B2	Film Capacitors - Power Electronic Capacitors
   Film Capacitors - Power Electronic Capacitors
	TDK Electronics

	LT1181A LT1180A LT1180ACN LT1180ACSW LT1180AIN LT1	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C DUAL LINE TRANSCEIVER, PDSO16
Low Power 5V RS232 Dual Driver/Receiver with 0.1uF Capacitors
	Linear Technology, Corp.
Linear Integrated Systems
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