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			 Related Part Number
	
					PART	Description	Maker
	DKLP-0231-0460 DKLP-0231-0540 DKLP-0231-0720 DKLP-	Compensated High Inductance Choke, 1-phase
	Schurter Inc.

	DKLP-0333-0840 DKLP-0333-1610 DKLP-0329-0330 DKLP-	Compensated High Inductance Choke, 3-phase
	Schurter Inc.

	HR30-6R-6S HR30-6R-6PC HR30-6RA-6SD HR30-6J-10P HR	Inductor; Inductor Type:High Frequency; Inductance:4.7nH; Inductance Tolerance: 10 %; Current Rating:500mA; Series:IFC; Package/Case:0805; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Packaging:Cut Tape RoHS Compliant: Yes 微型防水塑料连接
0.5 in Diameter, 200mA Single Deck Rotary Switch 微型防水塑料连接
Miniature Waterproof Plastic Connectors 微型防水塑料连接
Inductor; Series:IFC; Inductance:3.9nH; Inductance Tolerance: /- 10 %; Q Factor:15; Self Resonant Frequency:9GHz; Package/Case:0805; Terminal Type:PCB Surface Mount; Current Rating:500mA; Leaded Process Compatible:Yes
Inductor; Inductor Type:High Frequency; Inductance:8.2nH; Inductance Tolerance: 5 %; Current Rating:500mA; Series:IFC; Package/Case:0603; Leaded Process Compatible:Yes; Mounting Type:Surface Mount RoHS Compliant: Yes
	http://
Airborn, Inc.
HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	BA8201 BA8201F BA8201/F 	   Pseudo inductance for telephones
Pseudo Inductance for Telephones(电话的虚拟感 伪电感的电话（电话的虚拟感应
Communications LSIs > ICs for telephone > Simulated inductance
	Rohm Co., Ltd.
Rohm CO.,LTD.
ROHM[Rohm]

	CD4049UBT 5962R9663601TXC 5962R9663601TEC CD4049UB	INDUCTOR, AXIAL, 15UH; Inductor type:High Frequency / RF; Inductance:15uH; Tolerance, inductance: /-10%; Resistance:0.6R; Current, DC max:610mA; Frequency, resonant:20MHz; Case style:Axial; Q factor:60; Material, core:Ferrite; RoHS Compliant: Yes
CMOS Hex Buffer/Converter
	Intersil Corporation

	2117-V-RC 2112-RC 2111-RC 2120-V-RC 2122-RC 2108-H	Toroidal Inductor; Series:2100; Inductance:270uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:1.8A; DC Resistance Max:0.21ohm; Leaded Process Compatible:Yes 1 ELEMENT, 270 uH, GENERAL PURPOSE INDUCTOR
High Current Toroid Inductors
Toroidal Inductor; Series:2100; Inductance:470uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:1.6A; DC Resistance Max:0.28ohm; Leaded Process Compatible:Yes 1 ELEMENT, 470 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2100; Inductance:39uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:4.8A; DC Resistance Max:0.032ohm; Leaded Process Compatible:Yes; Resistance:32mohm 1 ELEMENT, 39 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2100; Inductance:100uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:2.4A; DC Resistance Max:0.13ohm; Leaded Process Compatible:Yes
   High Current Toroid Inductors
	Bourns, Inc.
Bourns Electronic Solutions
BOURNS INC
Bourns Electronic Solut...

	HM13 HM13-05001 HM13-05002 HM13-05003 	High Inductance High Frequency Toroidal Inductors
	Electronic Theatre Controls, Inc.

	1120-222K-RC 1120-1R2M-RC 1120-680K-RC 1120-681K-R	RF Choke; Series:1120; Inductance:2.2mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.54ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:68uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:4.8A; DC Resistance Max:0.053ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:680uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.430ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:330uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.305ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:470uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.355ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.26ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
Very high current capacity
	BOURNS INC
Bourns Electronic Solut...

	PM105-390M-RC 	Power Inductor; Series:PM105; Inductance:39uH; Inductance Tolerance: /- 20 %; Self Resonant Frequency:12MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:1.37A; DC Resistance Max:0.14ohm
	BOURNS INC

	CRA2512-JZ-R020ELF CRA2010-FZ-R020ELF CRA2512-FZ-R	High Power Current Sense Chip Resistor Inductance less than 5 nH
	Bourns Electronic Solutions
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