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			 Related Part Number
	
					PART	Description	Maker
	ES11MH227S2 	Metal Shaft Encoder 11mm Size Type
	HOKURIKU ELECTRIC INDUSTRY CO.,LTD

	0190700151 C-240-14XT 	InsulKrimp Ring Tongue Terminal for 10-12 AWG Wire, Stud Size 1/4, Length34.21mm (1.347), Mylar Tape Carrier
	Molex Electronics Ltd.

	0190700156 	InsulKrimp Ring Tongue Terminal for 10-12 AWG Wire, Stud Size 5/16, Length34.21mm (1.347), Mylar Tape Carrier
	Molex Electronics Ltd.

	AGM6448Y-MC-FBD-T AGM6448Y-MC-FBS-T AGM6448Y-MC-FT	0.3-6.5V; number of dots: 640 x 480dots; dot size:0.053 x 0.21mm; dot pitch:0.078 x 0.235mm; AZ display
	AZ Displays

	DR331-1-103 DR331-1-102 42-331-1-223 42-331-1-684 	DR331-1 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 10&#181;H. Rated Current 3.9 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 12.95mm x 9.40mm x 5.21mm.
DR331-1 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 1.0&#181;H. Rated Current 6.8 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 12.95mm x 9.40mm x 5.21mm.
1 ELEMENT, 22 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 680 uH, GENERAL PURPOSE INDUCTOR, SMD
DR331-1 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 22&#181;H. Rated Current 2.7 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 12.95mm x 9.40mm x 5.21mm.
DR331-1 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 15&#181;H. Rated Current 3.1 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 12.95mm x 9.40mm x 5.21mm.
DR331-1 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 33&#181;H. Rated Current 2.1 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 12.95mm x 9.40mm x 5.21mm.
DR331-1 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 100&#181;H. Rated Current 1.3 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 12.95mm x 9.40mm x 5.21mm.
1 ELEMENT, 3.3 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 6.8 uH, GENERAL PURPOSE INDUCTOR, SMD
DR331-1 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 68&#181;H. Rated Current 1.5 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 12.95mm x 9.40mm x 5.21mm.
	DATATRONIC DISTRIBUTION INC

	EM14R1D-R25-L032S EM14R1D-R20-L032S EM14A0A-B28-L0	ROTARY OPTICAL ENCODER - 14MM SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
14 mm Rotary Optical Encoder w/Switch SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Optical Encoder; Encoder Type:Optical; Encoder Resolution:16CPR; No. of Channels:2; Shaft Diameter:6mm; Series:EM14; Rotation Speed:120rpm; Rotational Life Revolutions:1000000; Torque Max:1.5in-oz RoHS Compliant: Yes
ENCODER, ROTARY, OPTICAL, W/SW, 14MM; Resolution, PPR:32; Current rating:25mA; Series:EM14A0D-C24-L032S; Depth, behind panel:10.03mm; Speed, rotational:120rpm; Temperature, operating range:-40(degree C) to  70(degree C); Current, RoHS Compliant: Yes
Optical Encoder; Encoder Type:Optical; Encoder Resolution:8CPR; No. of Channels:2; Shaft Diameter:6.35mm; Series:EM14; Rotation Speed:120rpm; Rotational Life Revolutions:1000000; Torque Max:1.5in-oz RoHS Compliant: Yes
	Bourns, Inc.
BOURNS INC

	TM162E-G 	CHARACTER TYPE MONOCHROME LCD MODULE display format: 16x2; module size: 64.2x27.6x2.0; viewing size: 60.2x16.6; character size: 4.85x2.95; dot size: 55.0x0.65; controller: SED1233DGB;
	TIANMA Microelectronics

	TM162X 	CHARACTER TYPE MONOCHROME LCD MODULE display format: 16x2; module size: 53.0x20.0x8.1; viewing size: 36.0x10.0; character size: 1.85x3.15; dot size: 0.33x0.35; controller: KS0066U or equivalent;
	TIANMA Microelectronics

	TM202A 	CHARACTER TYPE MONOCHROME LCD MODULE display format: 20x2; module size: 115.6x39.7x11.0; viewing size: 83.0x18.6; character size: 3.25x5.63; dot size: 0.61x0.66; controller: KS0066U or equivalent;
	TIANMA Microelectronics

	TM204K 	CHARACTER TYPE MONOCHROME LCD MODULE display format: 20x4; module size: 146.0x62.5x9.0; viewing size: 123.5x43.0; character size: 9.22x4.84; dot size: 1.1x0.92; controller: KS0066U or equivalent;
	TIANMA Microelectronics
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