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			 Related Part Number
	
					PART	Description	Maker
	AA-0221-20B 	Operating voltage = 115/250 Vac Operating current = 20 Amp
	JMK Inc.

	EA-1013-12A 	Operating Voltage= 115/250 Vac OperatingCurrentMax= 12 amp
	JMK Inc.

	MM-1315-125 	Operating Voltage = 250/480 V~, 50 / 60 Hz Operating Voltage = 125/208 V~, 50 - 400 Hz
	JMK Inc.

	KK-0332-30 	Operating Voltage= 250/440 Vac Operating Current Max= 30 amp/Ph
	JMK Inc.

	FF-1153-12.5 	Operating Voltage = 250/480 Vac Operating Current Max= 12.5 amps
	JMK Inc.

	AO4435 	): 250 (@8MHz); Operating Frequency / Supply Voltage: 1.8 to 5.5V; Operating Ambient Temperature (°C): -20 to 85; Package Code: PLSP0020JB-A
	Alpha

	B-394 	B-394 3PDT, 250 Amps,115/200 VAC, 400 Hz
	Tyco Electronics

	MM-0637A-60D 	Operating Voltage = 48 Vdc (Typical) Operating Voltage Max. = 0-75Vdc
	http://

	MPX4250D MPX4250DP MPX4250GS MPX4250GSX 	OPERATING OVERVIEW INTEGRATED PRESSURE SENSOR 0 to 250 kPa (0 to 36.3 psi) 0.2 to 4.91 Volts Output 经营概况集成压力传感250 kPa36.3 PSI）的0.2.91伏特输出
OPERATING OVERVIEW INTEGRATED PRESSURE SENSOR 0 to 250 kPa (0 to 36.3 psi) 0.2 to 4.91 Volts Output GAGE, PEIZORESISTIVE PRESSURE SENSOR, 0-36.25Psi, 1.4%, 0.20-4.90V, ROUND, THROUGH HOLE MOUNT
	Motorola Mobility Holdings, Inc.
MOTOROLA[Motorola, Inc]
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