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			 Related Part Number
	
					PART	Description	Maker
	GT-NE6H1925T 	6mm X 19mm NEON LAMP, ORANGE, HIGH BRIGHTNESS
	LUMEX INC.

	GT-NG6H1925 	6mm x 9mm NEON LAMP, GREEN, HIGH BRIGHTNESS
	LUMEX INC.

	GP102B-AC110-B GP102B-AC110-L GP102B-AC110-LB GP10	Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 240 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 110 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 120 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 24 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 125 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 125 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 125 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 1B. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 24 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 1B. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 2A. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 24 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 2A. Contact material gold flashed. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement 2A. Contact material gold flashed. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 1B. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 1B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 110 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 2C. Contact material gold flashed. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 24 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 110 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 120 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 110 VDC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp.
	Global Components & Controls

	GB301X-AC110-SF-B GB301X-AC110-SF-L GB301X-AC12-SF	Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 48 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 12 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 24 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 6 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 110 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 48 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flange. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 110 VDC. Contact arrandement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NC-DB. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NC-DB. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NC-DB. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flange. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp.
Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 125 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 24 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 48 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 24 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 48 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 6 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 6 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NC-DB. Contact material AgCdO. Cover top flang. Option neon lamp.
	Global Components & Controls

	MV5353_4A 1 MV64530 MV64531 MV6153A MV6154A MV6754	DIFFUSED T-1 3/4 SOLID STATE LAMPS
High Efficiency Green Pale Tint Clear Lens T-100 Solid State Lamp
High Efficiency Red Pale orange Tint Clear Lens T-100 Solid State Lamp
High Efficiency Red Rectangular Solid State Lamp
Green/AlGaAs Red Bicolor T-100 (3 mm) Solid State LED Lamp
DIFFUSED T-1-3/4 SOLID STATE LAMPS
High Efficiency Red Diffused T-1 3/4 Solid State Lamp
High Efficiency Green Diffused T-1 3/4 Solid State Lamp
Yellow Diffused T-1 3/4 Solid State Lamp
Orange Diffused T-1 3/4 Solid State Lamp
High Efficiency Green Rectangular Solid State Lamp
DIFFUSED T-1SOLID STATE LAMPS 扩散的T 1?固态灯
DIFFUSED T-1 SOLID STATE LAMPS T-1 3/4 SINGLE COLOR LED, ORANGE, 4.825 mm
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.

	MV3750 HLMP3950AA6R0 HLMP3750AA4R0 HLMP3850AA4R0 H	   T-1 3/4 (5mm) SOLID STATE LAMPS
T-1 3/4 (5mm) SOLID STATE LAMPS T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm
High Efficiency Green/AlGaAs Red Rectangular Solid State Lamp
High Efficiency Red T-1 3/4 (5 mm) Solid State Lamp
Green T-1 3/4 (5 mm) Solid State Lamp
Yellow T-1 3/4 (5 mm) Solid State Lamp
2 mA High Efficiency Red Low Current T-100 & T-1 3/4 Solid State Lamp
	Fairchild Semiconductor, Corp.
http://

	CLM3700 	NEON PHOTOCONDUCTOR ISOLATORS
	Clairex Technologies
List of Unclassifed Manufacturers

	4702A5 4700A 4700A1 4700A3 4700A4 	Non-Relampable Neon Indicator Light
	CML[Chicago Miniature Lamp,inc]

	2150A1 2194A112V 2194A528V 	Neon-Incandescent Indicator Lights
	Chicago Miniature Lighting,LLC
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