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	Description	CAP 150UF 10V 20% TANT SMD-7343-31 TR-13 
 CAP 22UF 25V 10% TANT SMD-7343-31 TR
CAP 47UF 16V 10% TANT SMD-6032-28 TR-13
40 Characters x 1 Lines, 5x7 Dot Matrix Character and Cursor
CAP 150UF 16V 20% TANT SMD-7343-31 TR-13
CAP, 22UF 16V TANT TE SERIES, EIA7343 D-CASE
CAP 47UF 16V 10% TANT SMD-6032-28 TR-7
KPT 26C 26#20 PIN RECP
KPT 41C 27#41 14#16 SKT RECP
KPT 8C 8#16 PIN PLUG
MS type Lower Profile Plug(Circular connector conforming to MIL-C-5015) 质谱类型低调插头（圆形连接器符合与MIL - C - 5015
Quiet Series Quad 2-Input NAND Gate 质谱类型低调插头（圆形连接器符合与MIL - C - 5015
24 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 24字符X2行，5X7点矩阵字符和光标
40 characters x 2 Lines, 5x7 Dot Matric Character and Cursor 质谱类型低调插头（圆形连接器符合与MIL - C - 5015
   MS type Lower Profile Plug(Circular connector conforming to MIL-C-5015)
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			 Related Part Number
	
					PART	Description	Maker
	IDT74FCT162823CTPA IDT74FCT162823CTPAB IDT74FCT162	FAST CMOS 18-BIT REGISTER
CAP 150UF 16V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-400
CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-150 快速CMOS 18位的寄存
CAP 150UF 16V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-400 快速CMOS 18位的寄存
	Integrated Device Techn...
IDT[Integrated Device Technology]
Integrated Device Technology, Inc.

	ST47-60T1MIE3 ST560-25T2KI ST32ETA503 ST15-100T1KI	ST SuperTan&#174; Wet Tantalum Capacitors with Hermetic Seal
Cap Tant Wet 560uF 25V 10% (7.92 X 17.88mm) Axial 0.83 Ohm 125C Bulk
Res Cermet Trimmer 50K Ohm 20% 1/8W 1(Elec)/1(Mech)Turn 1.9mm (3.4 X 3.5 X 2mm) J-Hook SMD T/R
CAP 15UF 100VDC 20% 5.56 X 13.08MM AXL - Bulk
SCR PHASE CONT 600V 280A TO-93
Cap Tant Wet 10uF 125V 10% (4.78 X 11.51mm) Axial 5.5 Ohm 125C Bulk
CAP 10UF 125VDC 20% 4.78 X 11.51MM AXL - Bulk
CAP WET TANT 1200UF&#195;&#130;&#177;20%V
CAP 330UF 75VDC 20% 10.31 X 21.03MM AXL - Bulk
CAP 33UF 75VDC 10% 4.78 X 11.51MM AXL - Bulk
CAP 150UF 60VDC 10% 7.92 X 17.88MM AXL - Bulk
Cap Tant Wet 220uF 100V 20% (10.31 X 28.6mm) Axial 1.2 Ohm 125C Bulk
	Vishay Sprague
Vishay Semiconductors

	IDT74FCT162543ATPF IDT74FCT162543ATPFB IDT74FCT162	CAP 6.8UF 16V 20% TANT SMD-6032-28 TR-7-PL SN/PB5% LOWESR-800
CAP 6.8UF 16V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-800
CAP 6.8UF 35V 10% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-900
CAP 6.8UF 25V 10% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-600
CAP 6.8UF 25V 10% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-600
FAST CMOS 16-BIT LATCHED TRANSCEIVER 快速CMOS 16位锁存收发器
FAST CMOS 16-BIT LATCHED TRANSCEIVER FCT SERIES, DUAL 8-BIT REGISTERED TRANSCEIVER, TRUE OUTPUT, PDSO56
CAP 10UF 16V 20% TANT SMD-3528-12 TR-7-PL SN100% LOWESR-6000 快速CMOS 16位锁存收发器
	Integrated Device Techn...
Integrated Device Technolog...
IDT[Integrated Device Technology]
Integrated Device Technology, Inc.

	IDT54FCT162646AT IDT54FCT162646ATE IDT54FCT162646A	   FAST CMOS 16-BIT BUS TRANSCEIVER/ REGISTERS (3-STATE)
CAP 33UF 6V 20% TANT SMD-3528-12 TR-7-PL SN100% LOWESR-4000
CAP 4.7UF 16V 10% TANT SMD-3528-12 TR-7-PL GOLD LOWESR-3000
CAP 4.7UF 16V 10% TANT SMD-3528-12 TR-7-PL SN100% LOWESR-3000
CAP 4.7UF 16V 20% TANT SMD-3528-12 TR-7-PL GOLD LOWESR-3000
CAP 4.7UF 16V 20% TANT SMD-3528-12 TR-7-PL SN/PB5% LOWESR-3000
CAP 33UF 4V 10% TANT SMD-3528-12 TR-7-PL SN100% LOWESR-3500
CAP 10UF 25V 20% TANT SMD-7343-31 TR-7-PL SN/PB5% LOWESR-400
FAST CMOS 16-BIT BUS TRANSCEIVER/ REGISTERS (3-STATE) 快速CMOS 16位总线收发寄存器（3态）
CAP 10UF 25V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-400 快速CMOS 16位总线收发寄存器（3态）
CAP 10UF 50V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-700 快速CMOS 16位总线收发寄存器（3态）
CAP 100UF 6V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-150 快速CMOS 16位总线收发寄存器（3态）
CAP 10UF 35V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-400 快速CMOS 16位总线收发寄存器（3态）
	IDT[Integrated Device Technology]
Integrated Device Technology, Inc.
Integrated Device Techn...

	94SVP157X0016F8 94SVP827X06R3F12 	CAP 150UF 16VDC 20% 10 X 8MM SMD 0.035 OHM 2670MA 2000 HR - Tape and Reel
Cap Aluminum 820uF 6.3V 20% (10 X 12.7mm) SMD 0.014 Ohm 5040mA 2000 hr 105C
	Vishay Sprague

	PSD4135F1V-B-12B81 PSD4135G1V-A-12B81 PSD4135F1-C-	Tantalum Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496
CAP 6.8UF 10V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 68UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD
Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 47UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 5600PF 50V 2% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
CAP 0.33UF 35V 10% TANT SMD-3216-18 TR-7-PL GOLD
Tantalum Capacitor; Capacitance:6.8uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:3062-28; Terminal Type:PCB SMT; ESR:2ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C
4M X 1 FLASH, 52 I/O, PIA-GENERAL PURPOSE, PQFP80
CAP 6.8UF 35V 10% TANT SOLID FUSED SMD-7343-31 BULK
CAP 3300PF 50V 10% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
CAP 0.1UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 10UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED Flash在系统可编程外设6位微控制
CAP 1.5UF 10V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
Segmented Alphanumeric LED; Display Technology:LED; No. of Digits/Alpha:1; Body Material:GaP; LED Color:Green; Leaded Process Compatible:Yes; Luminous Intensity:3.3mcd RoHS Compliant: Yes Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:6.3V; Package/Case:7260-38; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes Flash在系统可编程外设6位微控制
Tantalum Capacitor; Capacitance:15uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.9ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496 Flash在系统可编程外设6位微控制
MMS5Z5240B, ZENER, 10V, 1/2W Flash在系统可编程外设16位微控制
Tantalum Electrolytic Capacitor; Capacitance:100uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.0045ohm; Operating Temp. Max:105 C; Operating Temp. Min:-55 C Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:68uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.006ohm; Dielectric Material:Tantalum; Operating Temp. Max:105 C Flash在系统可编程外设6位微控制
CAP 0.33UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP,CHIP,TANT,POLYME 470 UF,20%,4V Flash在系统可编程外设6位微控制
High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer with Address Latches 16-SOIC -55 to 125 Flash在系统可编程外设6位微控制
CAP 15UF 10V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
Segmented Alphanumeric LED; Display Technology:LED; No. of Digits/Alpha:1; Body Material:GaAsP/GaP; LED Color:Red; Leaded Process Compatible:Yes; Luminous Intensity:3.8mcd RoHS Compliant: Yes Flash在系统可编程外设6位微控制
CAP 3.3UF 6.3V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
Tantalum Capacitor; Voltage Rating:4VDC; Capacitance:330uF; Capacitance Tolerance: 20%; ESR:0.0025ohm; Package/Case:7343-20; Series:T520; Termination:SMD; Working Voltage, DC:4V Flash在系统可编程外设6位微控制
CAP 47UF 6.3V 20% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制
CAP 3.3UF 4V 20% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制
CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 1UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 47UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0550 Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:4V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes Flash在系统可编程外设6位微控制
High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer Inverting and Non-Inverting 16-PDIP -55 to 125 Flash在系统可编程外设6位微控制
CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 47UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设16位微控制
CAP 6800PF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:150uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.0025ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520 Flash在系统可编程外设6位微控制
Tantalum Capacitor; Capacitance:6.8uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:20V; Package/Case:3062-28; Terminal Type:PCB SMT; ESR:2ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C Flash在系统可编程外设16位微控制
CAP 4.7UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
CAP 4.7UF 20V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
CAP 4.7UF 25V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 1UF 16V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 82PF 100V 5% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
Current Mode PWM Controller 8-PDIP 0 to 70 Flash在系统可编程外设6位微控制
CAP 10UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
CAP 10UF 4V 20% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
CAP 1UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
CAP 10UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设16位微控制
DIODE SCHOTTKY SINGLE 30V 200mW 0.39V-vf 15mA-IFM 1mA-IF 0.2uA-IR SOD-323 3K/REEL Flash在系统可编程外设16位微控制
CAP 3.3UF 16V 10% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
CAP 4.7UF 10V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 0.47UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:330uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.0045ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520 Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:470uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.004ohm; Dielectric Material:Tantalum; Leaded Process Compatible:No Flash在系统可编程外设6位微控制
CAP 10PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
Flash In-System-Programmable Peripherals for 16-Bit MCUs Flash在系统可编程外设6位微控制
CAP 1UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% SPECIAL-PKG Flash在系统可编程外设6位微控制
CAP 0.1UF 35V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 0.1UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
CAP 22UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 4.7UF 35V 20% TANT SOLID FUSED SMD-7343-31 BULK Flash在系统可编程外设6位微控制
CAP 68UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 22UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 0.15UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
Flash In-System-Programmable Peripherals for 16-Bit MCUs Flash在系统可编程外设16位微控制
CAP 15UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 15UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 10UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制
CAP 4700PF 100V 5% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
CAP 10UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL GOLD
CAP 2.2UF 20V 10% TANT SMD-3216-18 TR-7-PL SN100%
CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 6.8PF 50V 10% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 10UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 4700PF 100V 10% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
Tantalum Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:20V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.9ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C
LCD Display Panel; Signal Input Type:Digital 6-bit interface; Display Technology:LCD; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Voltage:3.3V RoHS Compliant: No
CAP 0.033UF 50V 5% NP0(C0G) SMD-2225 TR-7-PL SN-NIBAR
CAP 100UF 4V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 4.7UF 4V 10% TANT SMD-3216-18 TR-7-PL SN/PB5%
CAP 2.2UF 10V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 0.01UF 50V 2% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
CAP 1000PF 100V 10% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
CAP 1000PF 100V 5% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
CAP 6.8UF 20V 10% TANT SMD-3216-18 TR-7-PL SN/PB5%
CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 0.033UF 50V 1% NP0(C0G) SMD-2225 TR-7-PL SN-NIBAR
CAP 0.68UF 25V 10% TANT SMD-3216-18 TR-7-PL SN100%
CAP 3.3UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 15UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 15UF 4V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 15UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED
CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL GOLD
Tantalum Capacitor; Capacitance:47uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.8ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496
Tantalum Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496
CAP 1.5UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100%
100V 100kRad Hi-Rel Single N-Channel TID Hardened MOSFET in a Low Ohmic TO-257AA package. Also available with 300kRad Total Dose Rating.; A IRHYS67130CM with Standard Packaging
CAP 1000UF 4V 20% TANT SMD-7260-38 TR-7-PL SN100% LOWESR-0180
CAP 0.027UF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
Current Mode PWM Controller 16-CDIP 0 to 70
Tantalum Electrolytic Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6.3V; Package/Case:3528-21; Terminal Type:PCB SMT; ESR:0.004ohm; Dielectric Material:Tantalum; Operating Temp. Max:105 C
Current Mode PWM Controller 16-SOIC 0 to 70
Current Mode PWM Controller 20-PLCC 0 to 70
CAP 1.5UF 25V 20% TANT SMD-3216-18 TR-7-PL SN/PB5%
CAP 3.3UF 10V 10% TANT SMD-3216-18 TR-7-PL SN100%
CAP 3.3UF 10V 10% TANT SMD-3216-18 TR-7-PL GOLD
130V 100kRad Hi-Rel Single N-Channel SEE Hardened MOSFET in a TO-254AA package; IRHMS57163SE JANS Certified Part Number
CAPS,TA-P,V,150.000 UF,4.000V, /- 20%
CAP 4700PF 50V 5% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR
Header; No. of Contacts:80; Pitch Spacing:2.54mm; No. of Rows:2; Series:C-Grid III; Connector Body Material:Polyester; Mounting Type:PC Board; Terminal Type:Straight Pin RoHS Compliant: Yes
CAP 0.012UF 100V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
CAP 1500PF 50V 5% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR
CAP 470PF 200V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
CAP 3900PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
CAP 8200PF 25V 5% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 2700PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
CAP 2200PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
Ceramic Multilayer Capacitor; Capacitor Type:General Purpose; Capacitance:3300pF; Capacitance Tolerance: /- 5%; Voltage Rating:50VDC; Capacitor Dielectric Material:Multilayer Ceramic; Package/Case:1210; Termination:SMD RoHS Compliant: Yes
LCD Display Panel; Signal Input Type:Digital 6/8-bit interface; Display Technology:LCD; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Voltage:3.3V RoHS Compliant: No
CAP 330UF 6V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0450
LCD Module; Leaded Process Compatible:Yes RoHS Compliant: Yes
CAP 47UF 16V 10% TANT SOLID FUSED SMD-7343-43 BULK
CAP 10UF 25V 10% TANT SOLID FUSED SMD-7343-31 BULK
CAP, TANT 2.2MF 16V 10% SMD
CAP 2.2UF 6.3V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 2.2UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.22UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 2.2UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 0.22UF 35V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 0.01UF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
Tantalum Electrolytic Capacitor; Capacitance:470uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Mounting Type:Surface Mount; Operating Temp. Max:85 C
LCD Module; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
CAP 0.01UF 100V 10% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
CAP 820PF 50V 1% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 820PF 100V 10% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 5600PF 100V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
; Signal Input Type:LVDS 6-Bit Interface; Display Technology:LCD
CAP 0.015UF 50V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
CAP CERAMIC 9.1PF 50V NP0 1206
Tantalum Capacitor; Capacitance:47uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496
CAP 0.018UF 100V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
CAP 6800PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
Tantalum Electrolytic Capacitor; Capacitance:10uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:25V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1.2ohm; Features:Fail-Safe Fused; Mounting Type:Surface Mount
CAP 470UF 4V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0400
CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 15UF 4V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 15UF 6.3V 10% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.01UF 50V 20% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL GOLD
CAP 3.3UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED
CAP 3.3UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED
CAP 0.47UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 3.3UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.47UF 35V 10% TANT SMD-3216-18 TR-7-PL SN100%
CAP 4.7UF 6.3V 10% TANT SMD-3216-18 TR-13-PL GOLD
CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 4.7UF 6.3V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 3.3UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 22UF 10V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 2.2UF 35V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 6800PF 100V 10% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:3216-18; Terminal Type:PCB SMT; ESR:15ohm; Dielectric Material:Tantalum; Leaded Process Compatible:No
CAP 2.2UF 10V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 68UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 68UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 6.8UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 0.68UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 0.68UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.68UF 25V 20% TANT SMD-3216-18 TR-7-PL SN/PB5%
CAP 0.68UF 20V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 0.68UF 20V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 0.68UF 20V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 0.68UF 35V 10% TANT SMD-3216-18 TR-13-PL GOLD
MM5Z5245BT1, ZENER, 15V, 1/2W
DIODE ZENER SINGLE 500mW 13Vz 9.5mA-Izt 0.05 0.5uA-Ir 9.9 SOD-123 3K/REEL
CAP 47UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 4.7UF 25V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP,Ceramic,6.8nF,50VDC,1-% Tol,1 % Tol,C0G-TC Code,-30,30ppm-TC RoHS Compliant: Yes
High Speed CMOS Logic Dual 2-to-4 Line Decoders/Demultiplexers 16-SOIC -55 to 125
High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer Inverting and Non-Inverting 16-SOIC -55 to 125
Tantalum Electrolytic Capacitor; Capacitance:330uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.0015ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520
	STMicroelectronics N.V.
意法半导

	LT1575CN8-2.8 LT1577CS-ADJ/ADJ LT1575CS8-3.5 LT157	Ultrafast Transient Response, Low Dropout Regulators Adjustable and Fixed
CAP ELECT 22UF 35V HC SMD 3.3 V FIXED POSITIVE LDO REGULATOR, PDIP8
CAP 3.3UF 50V ELECT VS BI-POLAR 2.8 V FIXED POSITIVE LDO REGULATOR, PDSO8
Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection
CAP ELECT 220UF 35V HC SMD
CAP 100UF 10V ELECT TG SMD
CAP 220UF 10V ELECT TG SMD
Circular Connector; MIL SPEC:MIL-DTL-38999 Series I; Body Material:Metal; Series:LJT; No. of Contacts:19; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight RoHS Compliant: No
CAP ELECT 47UF 25V HC SMD
	http://
Linear Technology, Corp.
固定正电压单路输出LDO稳压
Linear Technology Corporation

	MK40S-15 MK40S-24 MK40S-5 MK40S-12 	CAP,ELEC,AXIAL,100UF,63V, 85C,20%,10X17MM
CAP,ELEC,AXIAL,1000UF,10V, 85C,20%,10X17MM
CAP,AXIAL,150uF,50V, ! 20%,85C,10x17mm
CAP,AXIAL,100uF,250V, ! 20%,85C,16x31mm
	Astrodyne, Inc.

	GB162B GB162BNGBAMLA-V01 GB162BNGBAMLB-V01 GB162BN	CAP,TANT,4.7uF,25V,10%
CRYSTAL,6.000MHZ,HC49/US,32PF
CRYSTAL,6.000MHZ,HC49/US, SERIES
CRYSTAL,6.500MHZ,HC49/US,20PF
CRYSTAL,7.3728MHZ,HC49/US,20PF LOW PROFILE
CRYSTAL,8.00MHZ,HC49/US,20PF LOW PROFILE
CRYSTAL,11.0592MHZ,HC49/US, 32PF,LOW PROFILE
CRYSTAL,9.8304MHZ,HC49/US,20PF LOW PROFILE
CRYSTAL,9.216MHZ,HC49/US,20PF
CRYSTAL,20.480MHZ,HC49/US, 20PF
CRYSTAL,11.0592MHZ,HC49/US, 20PF,LOW PROFILE
CRYSTAL,6.144MHZ,HC49/US,32PF
CRYSTAL,7.68MHZ,HC49/US,20PF LOW PROFILE
CRYSTAL,8.000MHZ,HC49/US,18PF
CRYSTAL,8.00MHZ,HC49/US,18PF LOW PROFILE
CRYSTAL,8.00MHZ,HC49/US,32PF LOW PROFILE
CRYSTAL,1.8432MHZ,HC-49/UA, 13pf
CRYSTAL,19.6608MHZ,HC-49/U, 20PF
AP,TANT,CHIP,3216,6.3V,10%, 10UF,LOW ESR (10)
AP,TANT,CHIP,3216,10VOLTS, 10%,15UF, (10)
AP,TANT,CHIP,3216,10VOLTS, 10%,4.7UF, (10)
AP,TANT,CHIP,3528,16VOLTS, 10%,10UF, (10)
AP,TANT,CHIP,3528,10VOLTS, 10%,47UF, (10)
AP,TANT,CHIP,6032,25VOLTS, 10%,10UF, (10)
AP,TANT,CHIP,6032,10VOLTS, 10%,100UF, (10)
AP,TANT,CHIP,6032,16VOLTS, 10%,22UF, (10)
AP,TANT,CHIP,6032,16VOLTS, 10%,47UF, (10)
AP,TANT,CHIP,7343,10VOLTS, 10%,100UF, (10)
AP,TANT,CHIP,7343H,16VOLTS, 10%,100UF,D PKG (10)
AP,TANT,CHIP,7343,15UF,10%, 35VOLTS,0300MILLIOHM, (10)
AP,TANT,CHIP,7343,10VOLTS, 10%,150UF, (10)
AP,TANT,CHIP,7343,25VOLTS, 10%,22UF, (10)
AP,TANT,CHIP,7343,20VOLTS, 10%,33UF, (10)
AP,TANT,CHIP,7343,16VOLTS, 10%,47UF, (10)
AP,TANT,CHIP,7343H,16VOLTS, 10%,100UF, (10)
AP,TANT,CHIP,7343H,35VOLTS, 10%,22UF, (10)
AP,TANT,CHIP,7343H,10VOLTS, 10%,220UF, (10)
CRYSTAL,13.5168MHZ,HC-49/UA, SERIES
CRYSTAL,22.1184MHZ,HC-49/U, SERIES
CRYSTAL,20.00MHZ,HC-49/UA,20PF
CRYSTAL,4.9152MHZ,HC-49/UA, 20PF
CRYSTAL,2.500MHZ,HC-49/U, SERIES
CRYSTAL,15.360MHZ,HC49/US,20PF
OSCILLATOR,18.432MHZ,FULL CAN, TTL,30MA,10NS
CRYSTAL,18.432MHZ,HC49/US,20PF LOW PROFILE
AP,TANT,CHIP,7343H,25VOLTS, 10%,33UF, (10)
CRYSTAL,18.00MHZ,HC-49/UA,20PF
TOOL KIT,12 PCS,COMPUTER SERV.
AP,TANT,CHIP,7343H,20VOLTS, 10%,68UF, (10)
OSCILLATOR,19.6608MHZ,FULL CAN ,TTL,30MA,10NS
OSCILLATOR,9.216MHZ,FULL CAN, TTL,30MA,10NS
SPEAKER,SQ,FERRITE,2.6",4ohm, 3W,300Hz-14KHz,PAPER
OSCILLATOR,9.8304MHZ,FULL CAN, TTL,30MA,10NS
CAP,TANT,47uF,16V,10%
CAP,TANT,6.8uF,35V,10%
BOOTS)CAP,RJ45 PLUG GRAY  (10)
BOOTS)CAP,RJ45 PLUG GREEN  (10)
CRYSTAL,2.000MHZ,HC-49/CA, SERIES 规格液晶模块
CRYSTAL,9.216MHZ,HC49/US, LOW PROFILE 规格液晶模块
CRYSTAL,9.000MHZ,HC49/US, SERIES 规格液晶模块
CRYSTAL,19.6608MHZ,HC49/US, 20PF 规格液晶模块
CRYSTAL,19.6608MHZ,HC49/US, SERIES 规格液晶模块
OSC,TTL,FULL SIZE,66.666MHZ, 70MA,5NS 规格液晶模块
OSCILLATOR,5.000MHZ,FULL CAN, TTL,15MA,10NS 规格液晶模块
OSCILLATOR,5.0688MHZ,HALF CAN, TTL,15MA,10NS 规格液晶模块
OSCILLATOR,16.257MHZ,HALF CAN, TTL,30MA,10NS 规格液晶模块
CRYSTAL,11.52MHZ,HC-49/UA, SERIES 规格液晶模块
CRYSTAL,16.000MHZ,HC49/US,20PF 规格液晶模块
OSCILLATOR,4.9152MHZ,FULL CAN, TTL,15MA,10NS 规格液晶模块
	Jewel Hill Electronic Co., Ltd.

	AD644J AD644L AD644K AD644S 	Dual High Speed/ Implanted BiFET Op Amp
Ceramic Multilayer Capacitor; Capacitance:22000pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Series
10 UF 10% 10V TANT ESR=2R CAP SMT (0805)
	Analog Devices, Inc.

	ICS270PGLF ICS270 ICS270PG ICS270PGI ICS270PGILF 	CAP 10UF 16V 10% TANT SMD-3216-18 TR-7 三锁相环现场可编程VCXO的时钟合成器
Triple PLL Field Programmable VCXO Clock Synthesizer
From old datasheet system
	IRC Advanced Film
ICST[Integrated Circuit Systems]
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