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			 Related Part Number
	
					PART	Description	Maker
	MM-0787-80B 	Operating Voltage = 250/480 V~, 50 / 60 Hz Operating Voltage = 125/208 V~, 50 - 400 Hz
	JMK Inc.

	FF-1199-6B 	Operating Voltage: 125 / 250 v~ Operating Current (Max): 6.0 AMP
	JMK Inc.

	ZG-1435-5B 	Operating Voltage = 125/250 Vac Operating Current = 5.0 Ampere
	JMK Inc.

	LL-0221-30 	Operating Voltage = 115-250 Vac Operating Current = 30 Amperes
	JMK Inc.

	HH-1199-6 	Operating voltage = 125 / 250 v~ Operating current (max) = 6.0 amperes
	JMK Inc.

	ZC-1072-10 	Operating voltage = 125 v~ Operating current (max) = 10 amperes
	JMK Inc.

	LL-0221-20 	Operating Voltage = 115/250 V~ Operating Current = 20 Amps
	JMK Inc.

	FF-1279-14 	Operating voltage = DC to 250 V~ Operating current (max) = 13 Amperes
	JMK Inc.

	KK-1222-25 	Operating voltage = 18 - 36 VDC Operating current (max) = 25 amperes
	JMK Inc.

	ZA-1193-3C 	Operating Voltage: 60 Vdc Operating Current (max): 3 AMPERES
	JMK Inc.

	AO4435 	): 250 (@8MHz); Operating Frequency / Supply Voltage: 1.8 to 5.5V; Operating Ambient Temperature (°C): -20 to 85; Package Code: PLSP0020JB-A
	Alpha
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