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			KK-1222-32 - Operating voltage = 18 - 36 VDC Operating current (max) = 32 amperes 
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			 Related Part Number
	
					PART	Description	Maker
	FF-1585-40 	Operating Voltage = 250/480 V~, 50 / 60 Hz Operating Voltage = 125/208 V~, 50 - 400 Hz
	JMK Inc.

	FF-1153-12.5 	Operating Voltage = 250/480 Vac Operating Current Max= 12.5 amps
	JMK Inc.

	FF-1069A-3B 	Operating voltage = 125 / 250 Vac Operating current = 3 Amps
	JMK Inc.

	FF-1199-6B 	Operating Voltage: 125 / 250 v~ Operating Current (Max): 6.0 AMP
	JMK Inc.

	KK-0902-20-30 	Operating Voltage = 250/480 Vac 3 PH Wye Operating Current Max= 20 & 30 amps
	JMK Inc.

	1041 	Operating Voltage = 250/480 Vac Operating Current Max= 80 & 100 amps
	JMK Inc.

	DN6844S 	Hall IC (Operating Supply Voltage Range Vcc=3.6 to 16V, Operating in Alternative Magnetic Field)
	Panasonic

	EF7203 EF-0720-3 	Operating Voltage = 115/250 V  Operating Current = 3 Amps
	JMK Inc.

	ZG-1435-1 ZG-1435-1D 	Operating Voltage = 125 / 250Vac Operating Current = 1.0 Ampere
	JMK Inc.

	KK-1920-25 	Operating Voltage = 60 VDC Operating Current (Max) = 25 Amp
	JMK Inc.

	KK-1222-32 	Operating voltage = 18 - 36 VDC Operating current (max) = 32 amperes
	JMK Inc.

	KK-0902-20B KK-0902-30B KK-902 	Operating Voltage = 240/480 V~ Operating Current = 20 A, 30 A / Phase
	JMK Inc.
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