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			 Related Part Number
	
					PART	Description	Maker
	ZF-1519-3 	Operating Voltage= 115/240 Vac Operating Current Max= 3.0 amp
	JMK Inc.

	FF-1503-18 	Operating Voltage = 125 Vac Operating Current (Max) = 18 AMP A/C
	JMK Inc.

	FF-1319-13 	Operating Voltage = DC to 250 Vac Operating Current (Max)= 13A
	JMK Inc.

	KK-1222-32 	Operating voltage = 18 - 36 VDC Operating current (max) = 32 amperes
	JMK Inc.

	2203 2222 2210 2221 2208 2207 2202 2215 2219 2217 	high Current Toroid Inductors 高电流环形电感器
General Purpose
:22.9ozf; Operating Force Min:7.1ozf; Operating Position:0.625/0.657 in RoHS Compliant: Yes
Snap Action Basic Switch; Contact Current Max:15A; Switch Terminals:Screw; Actuator Style:Roller Lever; Leaded Process Compatible:Yes; Operating Force:3.5ozf; Operating Force Max:3.5ozf; Operating Force Min:0.8ozf RoHS Compliant: Yes
Compact SPDT on/on, black/black
	List of Unclassifed Man...
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]
Gilway Technical Lamp
N/A
JW Miller

	24101 24100 24S101 24S100 24680 24220 24S6R8 2400 	IC CODEC SPKRPHONE 2CH 20-SOIC 1 ELEMENT, 15 uH, GENERAL PURPOSE INDUCTOR, SMD
Bobbin Wound Surface Mount Inductors 1 ELEMENT, 22 uH, GENERAL PURPOSE INDUCTOR, SMD
Receiver IC; Supply Voltage:5V; Package/Case:28-TSSOP; Frequency:192GHz; Leaded Process Compatible:No; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V RoHS Compliant: Yes
Receiver IC; Supply Voltage:5V; Package/Case:28-SOIC; Frequency:192GHz; Leaded Process Compatible:No; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V RoHS Compliant: Yes
:108GHz; Frequency Min:8GHz; Leaded Process Compatible:No; No. of Channels:2 RoHS Compliant: Yes
; Frequency Min:8GHz; Interface Type:Serial; Leaded Process Compatible:No RoHS Compliant: No
A/D Converter (A-D) IC; Resolution (Bits):24; Sample Rate:4000SPS; Input Channels Per ADC:2; Input Channel Type:Differential; Data Interface:Serial
Full Duplex Analog to Analog Spkrphone Codec -free
Transceiver IC; Transceiver Type:Digital Audio; Supply Voltage:5V; Package/Case:28-TSSOP; Frequency:96GHz; Leaded Process Compatible:Yes; No. of Receivers:1; Operating Temp. Max:85 C; Operating Temp. Min:-40 C RoHS Compliant: Yes
BobbinWoundSurfaceMountInductors
	C&D TECHNOLOGIES INC
C&DTechnologies
CANDD[C&D Technologies]

	HS2264 HS2155 HS2153 HS2265 HS2160 HS2154 HS2261 H	Rating(Amps)(Max.): 0.5; Rated Voltage(VAC): 125; Mating/Unmating Cycles: 200; Operating Temperature Range (degrees C): -25 to 60; Generic Name: RJ-11
Rating(Amps)(Max.): 0.5; Rated Voltage(VAC): 30; Mating/Unmating Cycles: 200; Operating Temperature Range (degrees C): -25 to 60; Generic Name: RJ-45
Rating(Amps)(Max.): 0.5; Rated Voltage(VAC): 125; Mating/Unmating Cycles: 200; Contact Mating Area Plating: Gold; Operating Temperature Range (degrees C
Rating(Amps)(Max.): 0.5; Rated Voltage(VAC): 125; Mating/Unmating Cycles: 200; Operating Temperature Range (degrees C): -25 to 60; Generic Name: RJ-45
Peripheral IC 外围芯片
	Thomas

	CS495303-CVZ CS495313-CQZ CS495313-CVZ CS495304-CV	Audio DSP IC; Series:CS49500; DSP Type:Floating Point; Supply Voltage Max:3.3V; Package/Case:128-LQFP; Leaded Process Compatible:Yes; MIPS:240; Operating Temp. Max:70 C; Operating Temp. Min:0 C RoHS Compliant: Yes COLOR SIGNAL DECODER, PQFP128
Audio DSP IC; Series:CS49500; DSP Type:Floating Point; Package/Case:128-LQFP; Leaded Process Compatible:Yes; MIPS:240; Operating Temp. Max:70 C; Operating Temp. Min:0 C; Supply Voltage Max:3.3V RoHS Compliant: Yes COLOR SIGNAL DECODER, PQFP144
Audio DSP IC; Series:CS49500; DSP Type:Floating Point; Package/Case:128-LQFP; Leaded Process Compatible:Yes; MIPS:240; Operating Temp. Max:70 C; Operating Temp. Min:0 C; Supply Voltage Max:3.3V RoHS Compliant: Yes COLOR SIGNAL DECODER, PQFP128
COLOR SIGNAL DECODER, PQFP128 LEAD FREE, LQFP-128
DSP - Audio IC 32-bit Decodr DSP w/Dual DSP Engine
	Cirrus Logic, Inc.
CIRRUS LOGIC INC

	TSC51C2XXX-12IB TSC51C2XXX-16IB TSC51C2XXX-A12IB T	IC MAX 7000 CPLD 512 208-PQFP
IC MAX IIZ CPLD 570 LE 256-MBGA
IC MAX 7000 CPLD 512 256-FBGA
484-pin FineLine BGA RoHS Compliant: Yes
956-pin BGA RoHS Compliant: Yes
IC,FPGA,32470-CELL,CMOS,BGA,1020PIN,PLASTIC
FPGA Logic IC  Logic Type:FPGA; No. of Macrocells:726; Package/Case:1020-BGA; Leaded Process Compatible:No; Number of Circuits:32;
IC,FPGA,4800-CELL,CMOS,BGA,484PIN,PLASTIC
IC,FPGA,10570-CELL,CMOS,BGA,672PIN,PLASTIC
IC,FPGA,14400-CELL,CMOS,BGA,780PIN,PLASTIC
No. of Macrocells:192; No. of Pins:68; Operating Temp. Max:85°C; Operating Temp. Min:0°C; Propagation Delay:7.5ns RoHS Compliant: Yes;
No. of Macrocells:192; No. of Pins:100; Operating Temp. Max:85°C; Operating Temp. Min:0°C; Propagation Delay:7.5ns RoHS Compliant: Yes;
No. of Macrocells:160; No. of Pins:84; Operating Temp. Max:70 C; Operating Temp. Min:0 C; Propagation Delay:10ns RoHS Compliant: Yes;
No. of Macrocells:440; No. of Pins:100; Operating Temp. Max:85°C; Operating Temp. Min:0°C; Propagation Delay:9ns RoHS Compliant: Yes;
8-BIT MICROCONTROLLER 8位微控制
IC MAX 7000 CPLD 128 100-PQFP 8位微控制
IC MAX 7000 CPLD 160 84-PLCC 8位微控制
	TE Connectivity, Ltd.
Diodes, Inc.
Semtech, Corp.

	LL-1138-10 LL-1138-15 	Operating Voltage = 250/480 V~, 50 / 60 Hz Operating Voltage = 125/208 V~, 50 - 400 Hz
	JMK Inc.

	MM-1315-125 	Operating Voltage = 250/480 V~, 50 / 60 Hz Operating Voltage = 125/208 V~, 50 - 400 Hz
	JMK Inc.

	CS48520-CQZ CS48560-CQZ CS48560-DQZ 	Audio DSP IC; Series:CS48500; DSP Type:Floating Point; Package/Case:48-QFP; Leaded Process Compatible:Yes; MIPS:150; Operating Temp. Max:70 C; Operating Temp. Min:0 C; Supply Voltage Max:2.5V RoHS Compliant: Yes 0-BIT, 27 MHz, OTHER DSP, PQFP48
Audio DSP IC; Series:CS49500; DSP Type:Floating Point; Package/Case:48-QFP; Leaded Process Compatible:Yes; MIPS:150; Operating Temp. Max:70 C; Operating Temp. Min:0 C RoHS Compliant: Yes 0-BIT, 27 MHz, OTHER DSP, PQFP48
Audio DSP IC; Series:CS49500; DSP Type:Floating Point; Package/Case:48-QFP; Leaded Process Compatible:Yes; MIPS:150; Operating Temp. Max:85 C; Operating Temp. Min:-40 C RoHS Compliant: Yes 0-BIT, 27 MHz, OTHER DSP, PQFP48
	Cirrus Logic, Inc.
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