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			KM48L16031BT-GLZY0 - Dual Wide Bandwidth High Output Drive Single Supply Op Amp With Shutdown 14-PDIP 0 to 70 Enhanced Product 10-Bit Analog-To-Digital Converters W/Serial Control &amp; 11 Analog Inputs 20-SOIC -40 to 125 Dual Wide Bandwidth High Output Drive Single Supply Op Amp 8-SOIC 0 to 70 Quad, Micropower, LinCMOS(TM) Comparator 14-CDIP -55 to 125 Single Wide Bandwidth High Output Drive Single Supply Op Amp 8-PDIP 0 to 70 Quad Wide Bandwidth High Output Drive Single Supply Op Amp 16-SOIC 0 to 70 Enclosures; For Use With:PC30/25-1 USA Cardmaster Polycarbonate Enclosure; Approval Bodies:UL, CSA; External Height:11.4"; External Width:7.5"; Features:Impact Resistant EN 50102; UV Resistant to UL 508 RoHS Compliant: Yes Enclosure; For Use With:PC17/16-L3, -3, -LFC3, FC3 Cardmaster Polycarbonate Enclosure; Approval Bodies:UL, CSA; External Height:5.4"; External Width:5.2"; Features:Impact Resistant EN 50102; UV Resistant to UL 508 Dual Wide Bandwidth High Output Drive Single Supply Op Amp With Shutdown 14-SOIC 0 to 70 128MB DDR SDRAM 8-Bit, 20 kSPS ADC Serial Out, uProcessor Periph./Standalone, Rem. Op w/Ser. Data Link, Mux option 20-SOIC 128MB DDR SDRAM Low Noise Precision Rail-To-Rail Output Operational Amplifier 8-PDIP 0 to 70 128MB DDR SDRAM DIODE ZENER SINGLE 500mW 5.6Vz 0.05mA-Izt 0.05 2uA-Ir 4 SOD-123 3K/REEL 128MB DDR SDRAM 8-Bit, 392 kSPS ADC Parallel Out, Microprocessor Peripheral, On-Chip Track-and-Hold, Single Channels 20-SOIC 128MB DDR SDRAM DIODE ZENER DUAL COMMON-CATHODE 300mW 5.6Vz 5mA-Izt 0.0714 0.1uA-Ir 1 SOT-23 3K/REEL 128MB DDR SDRAM DIODE ZENER SINGLE 200mW 5.6Vz 0.05mA-Izt 0.05 2uA-Ir 4 SOD-323 3K/REEL 128MB DDR SDRAM 8-Bit, 20 kSPS ADC Serial Out, uProcessor Periph./Standalone, Rem. Op w/Ser. Data Link, Mux option 20-PDIP 128MB DDR SDRAM DIODE ZENER DUAL COMMON-CATHODE 300mW 51Vz 5mA-Izt 0.0588 0.1uA-Ir 38 SOT-23 3K/REEL 128MB DDR SDRAM 10-Bit, 38 kSPS ADC Serial Out, On-Chip System Clock, 11 Ch. 20-SOIC 128MB DDR SDRAM 10-Bit, 38 kSPS ADC Serial Out, On-Chip System Clock, 11 Ch. 20-PLCC -40 to 125 128MB DDR SDRAM DDR SDRAM Specification Version 1.0 DDR SDRAM的规范版.0 Dual Wide Bandwidth High Output Drive Single Supply Op Amp With Shutdown 14-PDIP -40 to 125 128MB DDR SDRAM 128Mb DDR SDRAM 128MB DDR SDRAM 8-Bit, 31 kSPS ADC Serial Out, Microprocessor Peripheral/Standalone, Single Channels 8-PDIP 128MB DDR SDRAM 8-Bit, 31 kSPS ADC Serial Out, Microprocessor Peripheral/Standalone, Single Channels 8-SOIC 128MB DDR SDRAM DDR SDRAM Specification Version 1.0    128Mb DDR SDRAM 
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	Part No.	KM48L16031BT-GLZ_Y_0 KM44L32031BT-GLZ_Y_0 KM416L8031BT-GLZ_Y_0 KM44L32031BT-GLZ/Y/0 KM48L16031BT-GLZ/Y/0 DDRSDRAM1111 KM416L8031BT-GLZ/Y/0 K4H640438A-TLB0 K4H1G0838B-TLA0 K4H1G1638B-TLA0 K4H1G3238B-TLA0 K4H280438B-TLA0 K4H280838B-TLA0 K4H281638B-TLA0 K4H283238B-TLA0 K4H510838B-TLA0 K4H511638B-TLA0 K4H1G1638C-TLA0 K4H1G0838C-TLA0 K4H1G3238C-TLA0 K4H280838C-TLA0 K4H283238B-TLA2 K4H641638A-TLA2 K4H511638A-TLB0 K4H511638A-TCA2 K4H281638A-TLA2 K4H563238B-TCA0 K4H513238B-TLA2 K4H643238B-TLA0 KM44L32031BT-GLZ K4H561638E-TCA0  

	Description	Dual Wide Bandwidth High Output Drive Single Supply Op Amp With Shutdown 14-PDIP 0 to 70 
 Enhanced Product 10-Bit Analog-To-Digital Converters W/Serial Control &amp; 11 Analog Inputs 20-SOIC -40 to 125
Dual Wide Bandwidth High Output Drive Single Supply Op Amp 8-SOIC 0 to 70
Quad, Micropower, LinCMOS(TM) Comparator 14-CDIP -55 to 125
Single Wide Bandwidth High Output Drive Single Supply Op Amp 8-PDIP 0 to 70
Quad Wide Bandwidth High Output Drive Single Supply Op Amp 16-SOIC 0 to 70
Enclosures; For Use With:PC30/25-1 USA Cardmaster Polycarbonate Enclosure; Approval Bodies:UL, CSA; External Height:11.4"; External Width:7.5"; Features:Impact Resistant EN 50102; UV Resistant to UL 508 RoHS Compliant: Yes
Enclosure; For Use With:PC17/16-L3, -3, -LFC3, FC3 Cardmaster Polycarbonate Enclosure; Approval Bodies:UL, CSA; External Height:5.4"; External Width:5.2"; Features:Impact Resistant EN 50102; UV Resistant to UL 508
Dual Wide Bandwidth High Output Drive Single Supply Op Amp With Shutdown 14-SOIC 0 to 70 128MB DDR SDRAM
8-Bit, 20 kSPS ADC Serial Out, uProcessor Periph./Standalone, Rem. Op w/Ser. Data Link, Mux option 20-SOIC 128MB DDR SDRAM
Low Noise Precision Rail-To-Rail Output Operational Amplifier 8-PDIP 0 to 70 128MB DDR SDRAM
DIODE ZENER SINGLE 500mW 5.6Vz 0.05mA-Izt 0.05 2uA-Ir 4 SOD-123 3K/REEL 128MB DDR SDRAM
8-Bit, 392 kSPS ADC Parallel Out, Microprocessor Peripheral, On-Chip Track-and-Hold, Single Channels 20-SOIC 128MB DDR SDRAM
DIODE ZENER DUAL COMMON-CATHODE 300mW 5.6Vz 5mA-Izt 0.0714 0.1uA-Ir 1 SOT-23 3K/REEL 128MB DDR SDRAM
DIODE ZENER SINGLE 200mW 5.6Vz 0.05mA-Izt 0.05 2uA-Ir 4 SOD-323 3K/REEL 128MB DDR SDRAM
8-Bit, 20 kSPS ADC Serial Out, uProcessor Periph./Standalone, Rem. Op w/Ser. Data Link, Mux option 20-PDIP 128MB DDR SDRAM
DIODE ZENER DUAL COMMON-CATHODE 300mW 51Vz 5mA-Izt 0.0588 0.1uA-Ir 38 SOT-23 3K/REEL 128MB DDR SDRAM
10-Bit, 38 kSPS ADC Serial Out, On-Chip System Clock, 11 Ch. 20-SOIC 128MB DDR SDRAM
10-Bit, 38 kSPS ADC Serial Out, On-Chip System Clock, 11 Ch. 20-PLCC -40 to 125 128MB DDR SDRAM
DDR SDRAM Specification Version 1.0 DDR SDRAM的规范版.0
Dual Wide Bandwidth High Output Drive Single Supply Op Amp With Shutdown 14-PDIP -40 to 125 128MB DDR SDRAM
128Mb DDR SDRAM 128MB DDR SDRAM
8-Bit, 31 kSPS ADC Serial Out, Microprocessor Peripheral/Standalone, Single Channels 8-PDIP 128MB DDR SDRAM
8-Bit, 31 kSPS ADC Serial Out, Microprocessor Peripheral/Standalone, Single Channels 8-SOIC 128MB DDR SDRAM
DDR SDRAM Specification Version 1.0
   128Mb DDR SDRAM
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 			 Full text search : Dual Wide Bandwidth High Output Drive Single Supply Op Amp With Shutdown 14-PDIP 0 to 70 Enhanced Product 10-Bit Analog-To-Digital Converters W/Serial Control &amp; 11 Analog Inputs 20-SOIC -40 to 125 Dual Wide Bandwidth High Output Drive Single Supply Op Amp 8-SOIC 0 to 70 Quad, Micropower, LinCMOS(TM) Comparator 14-CDIP -55 to 125 Single Wide Bandwidth High Output Drive Single Supply Op Amp 8-PDIP 0 to 70 Quad Wide Bandwidth High Output Drive Single Supply Op Amp 16-SOIC 0 to 70 Enclosures; For Use With:PC30/25-1 USA Cardmaster Polycarbonate Enclosure; Approval Bodies:UL, CSA; External Height:11.4"; External Width:7.5"; Features:Impact Resistant EN 50102; UV Resistant to UL 508 RoHS Compliant: Yes Enclosure; For Use With:PC17/16-L3, -3, -LFC3, FC3 Cardmaster Polycarbonate Enclosure; Approval Bodies:UL, CSA; External Height:5.4"; External Width:5.2"; Features:Impact Resistant EN 50102; UV Resistant to UL 508 Dual Wide Bandwidth High Output Drive Single Supply Op Amp With Shutdown 14-SOIC 0 to 70 128MB DDR SDRAM 8-Bit, 20 kSPS ADC Serial Out, uProcessor Periph./Standalone, Rem. Op w/Ser. Data Link, Mux option 20-SOIC 128MB DDR SDRAM Low Noise Precision Rail-To-Rail Output Operational Amplifier 8-PDIP 0 to 70 128MB DDR SDRAM DIODE ZENER SINGLE 500mW 5.6Vz 0.05mA-Izt 0.05 2uA-Ir 4 SOD-123 3K/REEL 128MB DDR SDRAM 8-Bit, 392 kSPS ADC Parallel Out, Microprocessor Peripheral, On-Chip Track-and-Hold, Single Channels 20-SOIC 128MB DDR SDRAM DIODE ZENER DUAL COMMON-CATHODE 300mW 5.6Vz 5mA-Izt 0.0714 0.1uA-Ir 1 SOT-23 3K/REEL 128MB DDR SDRAM DIODE ZENER SINGLE 200mW 5.6Vz 0.05mA-Izt 0.05 2uA-Ir 4 SOD-323 3K/REEL 128MB DDR SDRAM 8-Bit, 20 kSPS ADC Serial Out, uProcessor Periph./Standalone, Rem. Op w/Ser. Data Link, Mux option 20-PDIP 128MB DDR SDRAM DIODE ZENER DUAL COMMON-CATHODE 300mW 51Vz 5mA-Izt 0.0588 0.1uA-Ir 38 SOT-23 3K/REEL 128MB DDR SDRAM 10-Bit, 38 kSPS ADC Serial Out, On-Chip System Clock, 11 Ch. 20-SOIC 128MB DDR SDRAM 10-Bit, 38 kSPS ADC Serial Out, On-Chip System Clock, 11 Ch. 20-PLCC -40 to 125 128MB DDR SDRAM DDR SDRAM Specification Version 1.0 DDR SDRAM的规范版.0 Dual Wide Bandwidth High Output Drive Single Supply Op Amp With Shutdown 14-PDIP -40 to 125 128MB DDR SDRAM 128Mb DDR SDRAM 128MB DDR SDRAM 8-Bit, 31 kSPS ADC Serial Out, Microprocessor Peripheral/Standalone, Single Channels 8-PDIP 128MB DDR SDRAM 8-Bit, 31 kSPS ADC Serial Out, Microprocessor Peripheral/Standalone, Single Channels 8-SOIC 128MB DDR SDRAM DDR  color=#FF0000>SDRAM Specification Version 1.0    128Mb DDR SDRAM   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	ADG774BRZ ADG774BR-REEL ADG774BRQZ ADG774BRQ-REEL7	CMOS 3 V/5 V, Wide Bandwidth Quad 2:1 Mux
QUAD 2-CHANNEL, SGL ENDED MULTIPLEXER, PDSO16
2.2 O, Wide Bandwidth, Low Voltage Quad SPDT Switch
	ANALOG DEVICES INC

	MC4558IDT MC4558CD MC4558CDT MC4558CN MC4558CPT MC	WIDE BANDWIDTH  DUAL BIPOLAR OP-AMPS
WIDE BANDWIDTH DUAL BIPOLAR OP-AMPS
	ST Microelectronics

	PI5A127WX PI5A127 PI5A127UEX PI5A127UX PI5A127W 	Dual, Wide Bandwidth Analog Switches
	PERICOM[Pericom Semiconductor Corporation]

	LF353 LF153 LF153_01 LF253 LF253D LF253DT LF353N L	WIDE BANDWIDTH  DUAL J-FET OPERATIONAL AMPLIFIERS
WIDE BANDWIDTH DUAL J-FET OPERATIONAL AMPLIFIERS
	ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]

	MC4558_05 MC4558CD MC4558CN MC4558CPT MC4558IN MC4	WIDE BANDWIDTH DUAL BIPOLAR OPERATIONAL AMPLIFIERS
	STMICROELECTRONICS[STMicroelectronics]

	MSK601 MSK601B 	WIDE BANDWIDTH HIGH VOLTAGE AMPLIFIER
	M.S. Kennedy Corp.

	RF3863PCK-410 RF3863PCK-411 RF3863PCK-412 RF3863 	WIDE BANDWIDTH, HIGH LINEARITY LOW NOISE AMPLIFIER
	RF Micro Devices

	RF3861PCK-410 RF3861PCK-411 RF3861PCK-412 RF3861 	WIDE BANDWIDTH, HIGH LINEARITY LOW NOISE AMPLIFIER
	RF Micro Devices

	EPD-150-0 	Wide bandwidth and high spectral sensitivity in the UV and visible ranges
	Roithner LaserTechnik G...

	MSK640B MSK640 	WIDE BANDWIDTH, HIGH VOLTAGE CRT VIDEO AMPLIFIER
	MSK[M.S. Kennedy Corporation]

	MC34072JO MC34072JOR2 	High Slew Rate, Wide Bandwidth, Single Supply Operational Amplifiers
	ON Semiconductor
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