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			KSK-1A46-1010 - Glass length of 12 mm and diameter of 2.0 mm 
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	Description	Glass length of 12 mm and diameter of 2.0 mm 
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			 Related Part Number
	
					PART	Description	Maker
	87705-7453 0877057453 	1.00mm (.039) Pitch DDR-II DIMM 240 Circuits Socket, Vertical, 1.8 Voltage, 3.00mm (.118) Tail Length, Black Latches, Nylon 4/6 Glass-filled, Black Housing
1.00mm (.039") Pitch DDR-II DIMM 240 Circuits Socket, Vertical, 1.8 Voltage, 3.00mm (.118") Tail Length, Black Latches, Nylon 4/6 Glass-filled, Black Housing
	Molex Electronics Ltd.

	S506-3.15-R S500-100-R COOPERINDUSTRIES-S506-V-630	FUSE, ANTISURGE 3.15A TIME DELAY BLOW ELECTRIC FUSE, 3.15A, 250VAC, 35A (IR), INLINE/HOLDER
FUSE, QUICK BLOW 10
Cartridge Fuse; Current Rating:3.15A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:5 x 20 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:20mm; Packaging:Bulk; Series:S500
FAST BLOW ELECTRIC FUSE, 0.2A, 250VAC, 35A (IR), THROUGH HOLE
Cartridge Fuse; Current Rating:6.3A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:5 x 20 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:20mm; Packaging:Bulk; Series:S500
Cartridge Fuse; Current Rating:4A; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:5 x 20 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:20mm; Packaging:Bulk; Series:S506
	Cooper Bussmann, Inc.
COOPER INDUSTRIES

	C519-1.5-R C519-1.25-R 	Cartridge Fuse; Current Rating:1.5A; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:5 x 15 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:15mm; Packaging:Bulk; Series:C519; Voltage Rating:250V RoHS Compliant: Yes
Cartridge Fuse; Current Rating:1.25A; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:5 x 15 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:15mm; Packaging:Bulk; Series:C519; Voltage Rating:250V RoHS Compliant: Yes
	COOPER INDUSTRIES

	0757576461 75757-6461 	3.50mm (.138) Pitch, MX150 Header, Breakaway, Vertical, 12 Circuits, 1.5μm (60μ) Tin (Sn) Plating, 27.77mm (1.093) Mating Pin Length, 3.05mm (.120) PC Tail Length
	Molex Electronics Ltd.

	75757-1481 	3.50mm (.138) Pitch, MX150 Header, Breakaway, Vertical, 16 Circuits, 1.5μm (60μ) Tin (Sn) Plating, 11.20mm (.441) Mating Pin Length, 3.05mm (.120) PC Tail Length
	Molex Electronics Ltd.

	75757-1422 	3.50mm (.138) Pitch, MX150?/a> Header, Breakaway, Vertical, 4 Circuits, 1.5μm (60μ) Tin (Sn) Plating, 11.20mm (.441) Mating Pin Length, 4.75mm (.187) PC Tail Length
	Molex Electronics Ltd.

	75757-1402 	3.50mm (.138) Pitch, MX150?/a> Header, Breakaway, Vertical, 20 Circuits, 1.5μm (60μ) Tin (Sn) Plating, 11.20mm (.441) Mating Pin Length, 4.75mm (.187) PC Tail Length
	Molex Electronics Ltd.

	88763-2500 	2.00mm (.079) Pitch IEEE 1394 6-Pin-to-6-Pin Cable Assembly, 1.0m (3.28 ) Length, Length
	Molex Electronics Ltd.

	UF2A-UF2M HS2A-HS2M HS2K UF2A UF2J 	Glass Ultrafast Recovery Rectifiers
Glass High Efficiency Rectifiers
SURFACE MOUNT HIGH EFFICIENCY (ULTRA FAST) GLASS PASSIVATED RECTIFIERS
	HY ELECTRONIC CORP.
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