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			M38022M5-384FS - Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 PLUG, D, IDC, 25WAY; Connector type:D Sub; Gender:Plug; Ways, No. of:25; Mating cycles, No. of:250; Termination method:IDC; Material, contact:Beryllium Copper; Plating, contact:Gold over Nickel; Material:Steel; Flammability RoHS Compliant: Yes ER 16C 16#16 SKT RECP ER 4C 4#16S PIN RECP BOX RoHS Compliant: No 8位单片机 Excalibur JFET-Input High-Output-Drive uPower Operational Amplifier 20-LCCC -55 to 125 8位单片机 ER 26C 26#16 SKT PLUG LINE 8位单片机 LOW-VOLTAGE 10-BIT ANALOG-TO-DIGITAL CONVERTER WITH SERIAL CONTROL &amp; 8 INPUTS 20-CDIP -55 to 125 8位单片机 Single Output LDO, 800mA, Fixed (5.0V), Internal Current limit, Thermal Overload Protection 3-PFM -40 to 125 8位单片机 ER 20C 20#16 PIN RECP LINE RoHS Compliant: No 8位单片机 ACB 3C 3#12 SKT RECP WALL RM 8位单片机 Single Differential Comparator with Open Collector Outputs 5-SOT-23 0 to 70 8位单片机 Low-Voltage Rail-To-Rail Dual Operational Amplifier 8-TSSOP -40 to 125 8位单片机 Automotive Catalog 5-V Low-Dropout Voltage Regulator 5-DDPAK/TO-263 -40 to 125 8位单片机 ER 2C 2#16S PIN PLUG 8位单片机 ER 5C 5#16S SKT RECP 8位单片机 GT 24C 24#16 PIN PLUG 8位单片机 CRYSTALS 10/10 -20 70 20PF 17.734MHZ ATCUT FUND UM-1 8位单片机 ER 4C 4#12 SKT RECP 8位单片机 ACB 10C 10#16 PIN RECP WALL 8位单片机 1 watt dc-dc converters 1瓦的DC - DC转换 1-Ch. 10-Bit 1.25 MSPS ADC 8-Ch., DSP/SPI, Hardware Configurable, Low Power 24-TSSOP -40 to 85 8位单片机 Low Voltage Rail-To-Rail uPower Precision Advanced LinCMOS(TM) Dual Operational Amplifier 8-CDIP -55 to 125 Low Voltage Rail-To-Rail uPower Precision Advanced LinCMOS(TM) Dual Operational Amplifier 20-LCCC -55 to 125 ER 4C 4#16S SKT RECP Circular Connector; MIL SPEC:MIL-C-5015 A/B/C; Body Material:Aluminum Alloy; Series:CS3100; No. of Contacts:14; Connector Shell Size:36; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight RoHS Compliant: No Low Voltage Rail-To-Rail Micropower Advanced LinCMOS(TM) Dual Operational Amplifier 20-LCCC -55 to 125 Circular Connector; Body Material:Metal; No. of Contacts:2; Connector Shell Size:A; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Connector Shell Finish:Black Epoxy RoHS Compliant: Yes ER 2C 2#0 PIN PLUG Single Output LDO, 800mA, Fixed (5.0V), Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 10-Bit, 2 MSPS ADC Quad Ch. (Config.) w/mux, Pgmable Res. vs. Speed/Conversion Mode, Auto o 28-TSSOP 0 to 70 10-Bit, 2 MSPS ADC Quad Ch. (Config.) w/mux, Pgmable Res. vs. Speed/Conversion Mode, Auto o 28-SOIC -40 to 85 10-Bit 85 kSPS ADC Ser. Out, Pgrmable Pwr/Pwrdn/Conversion Rate, TMS320 DSP/SPI/QPSI Compat., 4 Ch. 16-SOIC 10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-SOIC 10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-PDIP 10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-PLCC 10-Bit, 1.25 MSPS ADC Single Ch., DSP/(Q)SPI IF, S&H, Very Low Power, Auto PowerDown 8-SOIC 0 to 70 ER 26C 26#16 PIN PLUG ER 4C 4#12 SKT PLUG ER 3C 3#12 PIN RECP LINE 4.25 Gbps Cable And PC Board Equalizer 16-QFN -40 to 85 Low-Voltage Rail-To-Rail Dual Operational Amplifier 8-SOIC -40 to 125 ER 5C 3#12 2#0 PIN PLUG MAC7111 EXT BUS,16CH A/D SEP Series AlGaAs Infrared Emitting Diode, T-1 Package 10-Bit 38 kSPS ADC Ser. Out, Inherent S&H Function, Terminal Compat. W/TLC1549, TLC1549x 8-PDIP 10-Bit 38 kSPS ADC Ser. Out, Inherent S&H Function, Terminal Compat. W/TLC1549, TLC1549x 8-SOIC Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:16-26 Connector; Gender:Female; No. of Contacts:4; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes Connector; Gender:Male; No. of Contacts:5; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes ER 7C 7#12 PIN RECP ER 5C 5#8 SKT RECP ER 5C 5#8 PIN RECP ER 28C 28#16 PIN RECP ER 26C 26#16 PIN RECP Connector; Gender:Male; No. of Contacts:4; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes ER 24C 24#16 SKT RECP ER 5C 5#16S SKT RECP LINE RoHS Compliant: No ER 9C 9#8 SKT PLUG ER 3C 3#16S PIN RECP LINE Quad Micropower, 2.5-V, RRIO, Single Supply Amplifier 14-SOIC 0 to 70 8-BIT SINGLE-CHIP MICROCOMPUTER    8-BIT SINGLE-CHIP MICROCOMPUTER 
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	Part No.	M38022M5-384FS M38021E5D256SS M38025M7-768SS M38023M7D512SS M38023M6D512SS M38026E7-896FS M38026E7-896SP M38026E7-896SS M38026E7-896FP M38020E1D192FP M38020E1D192FS M38020E2D192FP M38020E1D192SS M38025E2D768SP M38026E7D896SS M38025M2D768SP M38027E7D1024FS M38026M8D896FS M38023E7-512SS M38002M4-128 M38020M4-192FP M38020M4-192SP M38020M4-192FS M38020M4-192SS M38025E2D768FS M38025E4-768FS M38025E5-768FS M38025E1D768FS M38025E2-768FS M38025E6-768FS M38025E4D768FS  

	Description	Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 
 PLUG, D, IDC, 25WAY; Connector type:D Sub; Gender:Plug; Ways, No. of:25; Mating cycles, No. of:250; Termination method:IDC; Material, contact:Beryllium Copper; Plating, contact:Gold over Nickel; Material:Steel; Flammability RoHS Compliant: Yes
ER 16C 16#16 SKT RECP
ER 4C 4#16S PIN RECP BOX RoHS Compliant: No 8位单片机
Excalibur JFET-Input High-Output-Drive uPower Operational Amplifier 20-LCCC -55 to 125 8位单片机
ER 26C 26#16 SKT PLUG LINE 8位单片机
LOW-VOLTAGE 10-BIT ANALOG-TO-DIGITAL CONVERTER WITH SERIAL CONTROL &amp; 8 INPUTS 20-CDIP -55 to 125 8位单片机
Single Output LDO, 800mA, Fixed (5.0V), Internal Current limit, Thermal Overload Protection 3-PFM -40 to 125 8位单片机
ER 20C 20#16 PIN RECP LINE RoHS Compliant: No 8位单片机
ACB 3C 3#12 SKT RECP WALL RM 8位单片机
Single Differential Comparator with Open Collector Outputs 5-SOT-23 0 to 70 8位单片机
Low-Voltage Rail-To-Rail Dual Operational Amplifier 8-TSSOP -40 to 125 8位单片机
Automotive Catalog 5-V Low-Dropout Voltage Regulator 5-DDPAK/TO-263 -40 to 125 8位单片机
ER 2C 2#16S PIN PLUG 8位单片机
ER 5C 5#16S SKT RECP 8位单片机
GT 24C 24#16 PIN PLUG 8位单片机
CRYSTALS 10/10 -20 70 20PF 17.734MHZ ATCUT FUND UM-1 8位单片机
ER 4C 4#12 SKT RECP 8位单片机
ACB 10C 10#16 PIN RECP WALL 8位单片机
1 watt dc-dc converters 1瓦的DC - DC转换
1-Ch. 10-Bit 1.25 MSPS ADC 8-Ch., DSP/SPI, Hardware Configurable, Low Power 24-TSSOP -40 to 85 8位单片机
Low Voltage Rail-To-Rail uPower Precision Advanced LinCMOS(TM) Dual Operational Amplifier 8-CDIP -55 to 125
Low Voltage Rail-To-Rail uPower Precision Advanced LinCMOS(TM) Dual Operational Amplifier 20-LCCC -55 to 125
ER 4C 4#16S SKT RECP
Circular Connector; MIL SPEC:MIL-C-5015 A/B/C; Body Material:Aluminum Alloy; Series:CS3100; No. of Contacts:14; Connector Shell Size:36; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight RoHS Compliant: No
Low Voltage Rail-To-Rail Micropower Advanced LinCMOS(TM) Dual Operational Amplifier 20-LCCC -55 to 125
Circular Connector; Body Material:Metal; No. of Contacts:2; Connector Shell Size:A; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Connector Shell Finish:Black Epoxy RoHS Compliant: Yes
ER 2C 2#0 PIN PLUG
Single Output LDO, 800mA, Fixed (5.0V), Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125
10-Bit, 2 MSPS ADC Quad Ch. (Config.) w/mux, Pgmable Res. vs. Speed/Conversion Mode, Auto o 28-TSSOP 0 to 70
10-Bit, 2 MSPS ADC Quad Ch. (Config.) w/mux, Pgmable Res. vs. Speed/Conversion Mode, Auto o 28-SOIC -40 to 85
10-Bit 85 kSPS ADC Ser. Out, Pgrmable Pwr/Pwrdn/Conversion Rate, TMS320 DSP/SPI/QPSI Compat., 4 Ch. 16-SOIC
10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-SOIC
10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-PDIP
10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-PLCC
10-Bit, 1.25 MSPS ADC Single Ch., DSP/(Q)SPI IF, S&H, Very Low Power, Auto PowerDown 8-SOIC 0 to 70
ER 26C 26#16 PIN PLUG
ER 4C 4#12 SKT PLUG
ER 3C 3#12 PIN RECP LINE
4.25 Gbps Cable And PC Board Equalizer 16-QFN -40 to 85
Low-Voltage Rail-To-Rail Dual Operational Amplifier 8-SOIC -40 to 125
ER 5C 3#12 2#0 PIN PLUG
MAC7111 EXT BUS,16CH A/D
SEP Series AlGaAs Infrared Emitting Diode, T-1 Package
10-Bit 38 kSPS ADC Ser. Out, Inherent S&H Function, Terminal Compat. W/TLC1549, TLC1549x 8-PDIP
10-Bit 38 kSPS ADC Ser. Out, Inherent S&H Function, Terminal Compat. W/TLC1549, TLC1549x 8-SOIC
Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:16-26
Connector; Gender:Female; No. of Contacts:4; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Connector; Gender:Male; No. of Contacts:5; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
ER 7C 7#12 PIN RECP
ER 5C 5#8 SKT RECP
ER 5C 5#8 PIN RECP
ER 28C 28#16 PIN RECP
ER 26C 26#16 PIN RECP
Connector; Gender:Male; No. of Contacts:4; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
ER 24C 24#16 SKT RECP
ER 5C 5#16S SKT RECP LINE RoHS Compliant: No
ER 9C 9#8 SKT PLUG
ER 3C 3#16S PIN RECP LINE
Quad Micropower, 2.5-V, RRIO, Single Supply Amplifier 14-SOIC 0 to 70
8-BIT SINGLE-CHIP MICROCOMPUTER
   8-BIT SINGLE-CHIP MICROCOMPUTER
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 			 Full text search : Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 PLUG, D, IDC, 25WAY; Connector type:D Sub; Gender:Plug; Ways, No. of:25; Mating cycles, No. of:250; Termination method:IDC; Material, contact:Beryllium Copper; Plating, contact:Gold over Nickel; Material:Steel; Flammability RoHS Compliant: Yes ER 16C 16#16 SKT RECP ER 4C 4#16S PIN RECP BOX RoHS Compliant: No 8位单片机 Excalibur JFET-Input High-Output-Drive uPower Operational Amplifier 20-LCCC -55 to 125 8位单片机 ER 26C 26#16 SKT PLUG LINE 8位单片机 LOW-VOLTAGE 10-BIT ANALOG-TO-DIGITAL CONVERTER WITH SERIAL CONTROL &amp; 8 INPUTS 20-CDIP -55 to 125 8位单片机 Single Output LDO, 800mA, Fixed (5.0V), Internal Current limit, Thermal Overload Protection 3-PFM -40 to 125 8位单片机 ER 20C 20#16 PIN RECP LINE RoHS Compliant: No 8位单片机 ACB 3C 3#12 SKT RECP WALL RM 8位单片机 Single Differential Comparator with Open Collector Outputs 5-SOT-23 0 to 70 8位单片机 Low-Voltage Rail-To-Rail Dual Operational Amplifier 8-TSSOP -40 to 125 8位单片机 Automotive Catalog 5-V Low-Dropout Voltage Regulator 5-DDPAK/TO-263 -40 to 125 8位单片机 ER 2C 2#16S PIN PLUG 8位单片机 ER 5C 5#16S SKT RECP 8位单片机 GT 24C 24#16 PIN PLUG 8位单片机 CRYSTALS 10/10 -20 70 20PF 17.734MHZ ATCUT FUND UM-1 8位单片机 ER 4C 4#12 SKT RECP 8位单片机 ACB 10C 10#16 PIN RECP WALL 8位单片机 1 watt dc-dc converters 1瓦的DC - DC转换 1-Ch. 10-Bit 1.25 MSPS ADC 8-Ch., DSP/SPI, Hardware Configurable, Low Power 24-TSSOP -40 to 85 8位单片机 Low Voltage Rail-To-Rail uPower Precision Advanced LinCMOS(TM) Dual Operational Amplifier 8-CDIP -55 to 125 Low Voltage Rail-To-Rail uPower Precision Advanced LinCMOS(TM) Dual Operational Amplifier 20-LCCC -55 to 125 ER 4C 4#16S SKT RECP Circular Connector; MIL SPEC:MIL-C-5015 A/B/C; Body Material:Aluminum Alloy; Series:CS3100; No. of Contacts:14; Connector Shell Size:36; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight RoHS Compliant: No Low Voltage Rail-To-Rail Micropower Advanced LinCMOS(TM) Dual Operational Amplifier 20-LCCC -55 to 125 Circular Connector; Body Material:Metal; No. of Contacts:2; Connector Shell Size:A; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Connector Shell Finish:Black Epoxy RoHS Compliant: Yes ER 2C 2#0 PIN PLUG Single Output LDO, 800mA, Fixed (5.0V), Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 10-Bit, 2 MSPS ADC Quad Ch. (Config.) w/mux, Pgmable Res. vs. Speed/Conversion Mode, Auto o 28-TSSOP 0 to 70 10-Bit, 2 MSPS ADC Quad Ch. (Config.) w/mux, Pgmable Res. vs. Speed/Conversion Mode, Auto o 28-SOIC -40 to 85 10-Bit 85 kSPS ADC Ser. Out, Pgrmable Pwr/Pwrdn/Conversion Rate, TMS320 DSP/SPI/QPSI Compat., 4 Ch. 16-SOIC 10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-SOIC 10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-PDIP 10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-PLCC 10-Bit, 1.25 MSPS ADC Single Ch., DSP/(Q)SPI IF, S&H, Very Low Power, Auto PowerDown 8-SOIC 0 to 70 ER 26C 26#16 PIN PLUG ER 4C 4#12 SKT PLUG ER 3C 3#12 PIN RECP LINE 4.25 Gbps Cable And PC Board Equalizer 16-QFN -40 to 85 Low-Voltage Rail-To-Rail Dual Operational Amplifier 8-SOIC -40 to 125 ER 5C 3#12 2#0 PIN PLUG MAC7111 EXT BUS,16CH A/D SEP Series AlGaAs Infrared Emitting Diode, T-1 Package 10-Bit 38 kSPS ADC Ser. Out, Inherent S&H Function, Terminal Compat. W/TLC1549, TLC1549x 8-PDIP 10-Bit 38 kSPS ADC Ser. Out, Inherent S&H Function, Terminal Compat. W/TLC1549, TLC1549x 8-SOIC Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:16-26 Connector; Gender:Female; No. of Contacts:4; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes Connector; Gender:Male; No. of Contacts:5; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes ER 7C 7#12 PIN RECP ER 5C 5#8 SKT RECP ER 5C 5#8 PIN RECP ER 28C 28#16 PIN RECP ER 26C 26#16 PIN RECP Connector; Gender:Male; No. of Contacts:4; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes ER 24C 24#16 SKT RECP ER 5C 5#16S SKT RECP LINE RoHS Compliant: No ER 9C 9#8 SKT PLUG ER 3C 3#16S PIN RECP LINE Quad Micropower, 2.5-V, RRIO, Single Supply Amplifier 14-SOIC 0 to 70 8-BIT SINGLE-CHIP MICROCOMPUTER    8-BIT SINGLE-CHIP MICROCOMPUTER   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	R1170H301B R1170H301B-T1 R1170H301B-T2 R1170H301B-	   800mA LDO REGULATOR
800mA LDO REGULATOR 1.6 V FIXED POSITIVE LDO REGULATOR, 0.35 V DROPOUT, PDSO6
800mA LDO REGULATOR 1.8 V FIXED POSITIVE LDO REGULATOR, 0.25 V DROPOUT, PDSO6
800mA LDO REGULATOR 2.1 V FIXED POSITIVE LDO REGULATOR, 0.2 V DROPOUT, PDSO6
CAPS, COAX CONNECTOR; SC MALE CAP (WITH CHAIN); SC MALE CAP (WITH CHAIN) 4 V FIXED POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PDSO6
800mA LDO REGULATOR 3 V FIXED POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO6
800mA LDO REGULATOR 800mA的LDO稳压
800mA LDO REGULATOR 2.2 V FIXED POSITIVE LDO REGULATOR, 0.2 V DROPOUT, PDSO6
800mA LDO REGULATOR 1.9 V FIXED POSITIVE LDO REGULATOR, 0.25 V DROPOUT, PDSO6
800mA LDO REGULATOR 4 V FIXED POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PDSO6
800mA LDO REGULATOR 2.3 V FIXED POSITIVE LDO REGULATOR, 0.2 V DROPOUT, PDSO6
800mA LDO REGULATOR 2.9 V FIXED POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PDSO6
800mA LDO REGULATOR 3 V FIXED POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PDSO6
800mA LDO REGULATOR 2.8 V FIXED POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PDSO6
VOLT REG POS 4V 100MA SMD TO-243
CABLE 10COND 24AWG UNSHLD UL2464
	RICOH electronics devic...
RICOH COMPANY LTD
Ricoh Co., Ltd.
RICOH[RICOH electronics devices division]

	BD80C0AFPS-LBE2 BD90C0AFPS-LB 	Single-Output LDO Regulator 1A Fixed Output LDO Regulators
	Rohm
Rohm Co., Ltd.

	GLT44108 GLT44108-35FA GLT44108-35FB GLT44108-35FC	30ppm/C Drift, 3.9uA, SOT23-3, SC70-3 Voltage Reference 3-SC70 -40 to 125 12k × 8的CMOS动态RAM的快速页面模
Single Output LDO, 100mA, Fixed(3.0V), Low Noise, Fast Transient Response 5-SOT-23 12k × 8的CMOS动态RAM的快速页面模
30ppm/C Drift, 3.9uA, SOT23-3, SC70-3 Voltage Reference 3-SOT-23 -40 to 125 12k × 8CMOS动态RAM的快速页面模
Single Output LDO, 100mA, Fixed(2.8V), Low Noise, Fast Transient Response 5-SOT-23 512k × 8的CMOS动态RAM的快速页面模
Single Output LDO, 100mA, Fixed(2.5V), Low Noise, Fast Transient Response 5-SOT-23 512k × 8的CMOS动态RAM的快速页面模
512K X 8 CMOS DYNAMIC RAM WITH FAST PAGE MODE 12k × 8的CMOS动态RAM的快速页面模
Multi-Color LED; LED Color:Red; Luminous Intensity:25ucd; Viewing Angle:40 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-30 C to  85 C; Color:Red; Leaded Process Compatible:No RoHS Compliant: No
Single Output LDO, 100mA, Fixed(5.0V), Low Noise, Fast Transient Response 8-SOIC
Single Output LDO, 100mA, Fixed(3.3V), Low Noise, Fast Transient Response 5-SOT-23
Single Output LDO, 100mA, Fixed(2.85V), Low Noise, Fast Transient Response 5-SOT-23
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers

	ELM85301AA-N ELM85301AA-S ELM85301GA-N ELM85301GA-	ELM85xxxxA CMOS 600mA/800mA LDO voltage regulator
	ELM Technology Corporation

	ADP1753 	800mA Low-Vin, Adjustable-Vout LDO Regulator
	Analog Devices

	MLL5232B MLL5221B MLL5234A MLL5231A MLL5231B MLL52	16000 GATE LOGIC CELL ARRAY - NOT RECOMMENDED for NEW DESIGN
Low Current Operation at 250 锛?ow Reverse Leakage,Low Noise Zener Diode
Low Current Operation at 250?录A茂录?Low Reverse Leakage,Low Noise Zener Diode(250?录A氓路楼盲陆?莽?碌忙碌?茫??氓掳?氓??氓??忙录?莽?碌忙碌?茫??盲陆?氓?陋氓拢掳茫??茅陆?莽潞鲁盲潞?忙??莽庐隆)
Single Output LDO, 200mA, Adj.(10 to 1.2V), High PSRR, Low Noise 5-SOT-23 -40 to 125 11 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Low Current Operation at 250 ，Low Reverse Leakage,Low Noise Zener Diode 2.7 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Single Output LDO, 150mA, Adj.(1.22 to 2.5V), Low Input Voltage Requirement, Low Quiescent Current 5-SOT-23 -40 to 125 5.1 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 6.2 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 10 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Low Current Operation at 250 ，Low Reverse Leakage,Low Noise Zener Diode 20 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 18 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Single Output LDO, 50mA, Fixed(1.5V), Cap Free, Low Noise, Low Input Voltage 5-SOT-23 -40 to 125 7.5 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Single Output LDO, 1.0A, Fixed(2.5V), Any cap, Low Input Voltage, Integrated SVS 6-SOT-223 -40 to 125 36 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 14 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Single Output LDO, 1.0A, Fixed(1.8V), Any cap, Low Input Voltage, Integrated SVS 6-SOT-223 62 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Low Current Operation at 250 ，Low Reverse Leakage,Low Noise Zener Diode 2.4 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Low Current Operation at 250 ，Low Reverse Leakage,Low Noise Zener Diode 4.3 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 16 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 3.3 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Single Output LDO, 250mA, Fixed(4.8V), Low Quiescent Current, Power Good (PG) Output 8-PDIP -40 to 125 16 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Single Output LDO, 250mA, Fixed(4.8V), Low Quiescent Current, Power Good (PG) Output 8-SOIC -40 to 125 16 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Single Output LDO, 250mA, Adjustable(1.2 to 9.75V), Low Quiescent Current, Power Good (PG) Output 8-PDIP -40 to 125 3.9 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Single Output LDO, 250mA, Adjustable(1.2 to 9.75V), Low Quiescent Current, Power Good (PG) Output 8-SOIC -40 to 125 3.6 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Single Output LDO, 250mA, Fixed(3.3V), Low Quiescent Current, Power Good (PG) Output 8-PDIP -40 to 125 14 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Single Output LDO, 250mA, Adjustable(1.2 to 9.75V), Low Quiescent Current, Power Good (PG) Output 8-TSSOP -40 to 125 4.3 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Single Output LDO, 250mA, Fixed(3.3V), Low Quiescent Current, Power Good (PG) Output 8-TSSOP -40 to 125 15 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Single Output LDO, 250mA, Fixed(3.0V), Low Quiescent Current, Power Good (PG) Output 8-PDIP -40 to 125 10 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Single Output LDO, 250mA, Fixed(5.0V), Low Quiescent Current, Power Good (PG) Output 8-PDIP -40 to 125 18 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Single Output LDO, 250mA, Fixed(2.5V), Low Quiescent Current, Power Good (PG) Output 8-SOIC -55 to 150 8.7 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Single Output LDO, 250mA, Fixed(2.5V), Low Quiescent Current, Power Good (PG) Output 8-PDIP -55 to 150 9.1 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-213AA
Single Output LDO, 1.0A, Fixed(1.8V), Any cap, Low Input Voltage, Integrated SVS 6-SOT-223 -40 to 125
POT THUMBWHEEL 5K OHM AUDIO
MSTBW 2,5/ 4-G
RECTIFIER SCHOTTKY SINGLE 1A 70V 30A-Ifsm 0.79Vf 0.5A-IR SMA 3K/REEL
Single Output LDO, 150mA, Fixed(1.5V), Low Input Voltage Requirement, Low Quiescent Current 5-SOT-23 -40 to 125
Single Output LDO, 150mA, Fixed(1.8V), Low Input Voltage Requirement, Low Quiescent Current 5-SOT-23 -40 to 125
500 mW GLASS SURFACE MOUNT ZENER DIODES
	MICROSEMI CORP-SCOTTSDALE
UltraVolt, Inc.
Microsemi, Corp.
Microsemi Corporation

	P6KE200CA P6KE47CA P6KE30CA P6KE56CA P6KE33CA P6KE	UNI AND BIDIRECTIONAL TYPES/ PEAK PULSEPOWER : 600W
From old datasheet system
TRANSIL TM
UNI AND BIDIRECTIONAL TYPES PEAK PULSEPOWER : 600W
UNI AND BIDIRECTIONAL TYPES, PEAK PULSEPOWER : 600W
Octal Buffers/Drivers with 3-State Outputs 20-SSOP/QSOP -40 to 85
Single Output LDO, 200mA, Fixed(2.85V), Low Quiescent Current, Low Noise, High PSRR 5-SOT -40 to 85
3-V to 5.5-V Multichannel RS-232 1-MBit/s Line Driver/Receiver 28-SOIC -40 to 85
Octal D-Type Registers with 3-State Outputs 20-SOIC -40 to 85
Single Output LDO, 1.0A, Adj.(1.2 to 5.5V), Low Noise, High PSRR 6-SOT-223 -40 to 125
Single Output LDO, 1.0A, Fixed(2.8V), Low Noise, High PSRR 6-SOT-223 -40 to 125
Single Output LDO, 1.0A, Fixed(5.0V), Low Noise, High PSRR 6-SOT-223 -40 to 125
2.5-V 460-Kbps RS-232 Transceiver With  /-15-kV ESD Protection 20-TSSOP 0 to 70
	ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导

	EV2101DQ-00A 	1.6MHz, 800mA Synchronous Step-Down Converter plus 200mA LDO .6MHz00mA的同步降压型转换器和200mA的LDO稳压
	Monolithic Power Systems, Inc.

	NX8571SC79 NX8571SC61 NX8571SC6087D-BA NX8571SC307	Enclosures; External Height:1.58"; External Width:22.91"; Panel Width:19.00"; Enclosure Color:Black; Enclosure Material:Steel
Single Output LDO, 150mA, Adj.(1.5 to 5.5V), Fast Transient Response, Power Good(PG) Output 8-MSOP -40 to 125
DIODE ZENER SINGLE 200mW 43Vz 5mA-Izt 0.02 0.05uA-Ir 33 SOD-323 3K/REEL
Single Output LDO, 150mA, Fixed(5.0V), Fast Transient Response, SVS 8-MSOP -40 to 125 1550连续光源波长InGaAsP多量子阱激光器激光二极管模块波长显示
Single Output LDO, 100mA, Fixed(2.7V), Low Quiescent Current, Over Current Limitation 5-SOT-23 1550连续光源波长InGaAsP多量子阱激光器激光二极管模块波长显示
CONNECTOR ACCESSORY 连接器附
PT06A SERIES (MS3116) STRAIGHT PLUGS, STRAIGHT BODY STYLE, SOLDER TERMINATION, 12 SHELL SIZE, 12-3 INSERT ARRANGEMENT, PLUG GENDER, 3 CONTACTS 1550连续光源波长InGaAsP多量子阱激光器激光二极管模块波长显示
OSCILLATORS 100PPM -20 70 3.3V 4 24.576MHZ TS HCMOS 5X7MM 4PAD SMD 1550连续光源波长InGaAsP多量子阱激光器激光二极管模块波长显示
Single Output LDO, 150mA, Fixed(2.8V), Fast Transient Response, SVS 8-MSOP -40 to 125 1550连续光源波长InGaAsP多量子阱激光器激光二极管模块波长显示
Single Output LDO, 50mA, Adj.(1.2 to 5.5V), Low Quiescent Current 5-SOT-23 1550连续光源波长InGaAsP多量子阱激光器激光二极管模块波长显示
EMI Filter; Filter Type:Standard; Current Rating:6A; Voltage Rating:250V; Depth:100mm; Height:23.6mm; Series:MB; Weight:190g; Width:47mm RoHS Compliant: Yes 1550连续光源波长InGaAsP多量子阱激光器激光二极管模块波长显示
Single Output LDO, 150mA, Fixed(3.3V),Fast Transient Response, Power Good(PG) Output 8-MSOP -40 to 125 1550连续光源波长InGaAsP多量子阱激光器激光二极管模块波长显示
Single Output LDO, 50mA, Fixed(3.3V), Low Quiescent Current 5-SOT-23 -40 to 125 1550连续光源波长InGaAsP多量子阱激光器激光二极管模块波长显示
Single Output LDO, 150mA, Fixed(1.8V), Fast Transient Response, SVS 8-MSOP -40 to 125 1550连续光源波长InGaAsP多量子阱激光器激光二极管模块波长显示
RECTIFIER SCHOTTKY SINGLE 1A 15V 5.5A-Ifsm 0.55Vf 0.05A-IR SOD-323 3K/REEL 1550连续光源波长InGaAsP多量子阱激光器激光二极管模块波长显示
1550 nm CW LIGHT SOURCE InGaAsP MQW-DFB LASER DIODE MODULE WITH WAVELENGTH MONITOR 1550连续光源波长InGaAsP多量子阱激光器激光二极管模块波长显示
97-3106A24-5P W/ CABLE CLAMP
PTCE 4C 4#20 PIN PLUG
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:20-39
Automotive Catalog Ultralow-Power 100-mA Low-Dropout Linear Regulator 5-SOT-23 -40 to 125
Single Output LDO, 150mA, Fixed(5.0V), Fast Transient Response, Power Good(PG) Output 8-MSOP -40 to 125
Single Output LDO, 100mA, Fixed(5.0V), Low Quiescent Current, Over Current Limitation 5-SOT-23
Single Output LDO, 100mA, Fixed(3.3V), Low Quiescent Current, Over Current Limitation 5-SOT-23
PTSE 14C 8#20,4#16 SKT PLUG
SLIDING SHLF,VENT 22x26.5
PTSE 18C 18#20 PIN RECP
Single Output LDO, 150mA, Fixed(1.8V), Fast Transient Response, Power Good(PG) Output 8-MSOP -40 to 125
Single Output LDO, 50mA, Fixed(5.0V), Low Quiescent Current 5-SOT-23
Single Output LDO, 50mA, Fixed(3.0V), Low Quiescent Current 5-SOT-23
Single Output LDO, 150mA, Fixed(2.7V), Fast Transient Response, Power Good (PG) Output, SVS 8-MSOP -40 to 125
CONVERTER DC-DC 10W 12V/12V SGL
CONVERTER DC-DC 6W 48V/5V SGL
Single Output LDO, 150mA, Fixed(1.5V), Fast Transient Response, Power Good(PG) Output 8-MSOP -40 to 125
Single Output LDO, 50mA, Fixed(2.7V), Low Quiescent Current 5-SOT-23
EMI Filter; Filter Type:Standard; Current Rating:10A; Voltage Rating:250V; Depth:107mm; Height:26mm; Series:MB; Weight:220g; Width:47mm RoHS Compliant: Yes
Single Output LDO, 50mA, Fixed(2.8V), Low Quiescent Current 5-SOT-23
Single Output LDO, 50mA, Fixed(1.5V), Low Quiescent Current 5-SOT-23
Single Output LDO, 50mA, Fixed(1.8V), Low Quiescent Current 5-SOT-23
	California Eastern Laboratories, Inc.
http://
CEL[California Eastern Labs]

	AT1367C 	1MHz, 800mA Synchronous Buck Converter With Power Good Detector & LDO 1MHz的，800mA的同步降压转换器与电源良好探测器
	Aimtron Technology Corp.

	NCP302LSN20T1 NCP302LSN38T1G NCP303LSN26T1 NCP303L	   Voltage Detector Series with Programmable Delay
Voltage Detector Series with Programmable Delay 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Single Output LDO, 150mA, Fixed(1.5V),  Low Quiescent Current, Power Good (PG) Output 8-SOIC
Single Output LDO, 150mA, Fixed(3.3V), Low Noise, Low Quiescent Current 5-SOT-23 -40 to 125
	电源管理
ON Semiconductor
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