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			MF-TK93-25XC5 - PUR outer sheath, pvc inside, UL 300 V 
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			 Related Part Number
	
					PART	Description	Maker
	MH-PN75-11LC5 MH-PN75-15LC5 MH-PN75-19LC5 MH-PF95-	Multi-section cables, UL 300 V, PUR outer sheath, pvc inside
	SHIELD s.r.l.

	MN-FKG3-25XC5 MN-GK94-02XA5 MN-GK94-03GA5 MN-GK94-	PVC, 105°C and 90°C
PVC, 105掳C and 90掳C
PVC, 105隆?C and 90隆?C
	http://
SHIELD s.r.l.

	12IMR15-051515-2 24IMR15-051515-2 48IMR15-051515-2	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.2pF/ft; Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.2pF/ft; Conductor Material:Steel; Jacket Color:Black RoHS Compliant: Yes
BANANA JACK, PANEL MOUNT, TIN PLATED, 10 PCS
TEST LEAD HOLDERTEST LEAD HOLDER; Colour:Orange; Diameter, external:5.33mm
Low-Smoke Zero-Halogen (LSZH) Shipboard Precision Broadband CATV Series 6 Coaxial Cable; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes
Belden RG-59/U Coax Cable, Wire Size: 20 AWG, Color: Black, Length: 1000 feet, Conductor Material: Bare Copper, Shielding: 40 % Aluminum Braid, Jacket: PVC
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
BELDEN RG-6/U CABLE, WIRE SIZE: 18 AWG, LENGTH: 1000 FEET, IMPEDANCE: 75 OHM, OUTER DIAMETER: .27 , COLOR: WHITE, JACKET: PVC, FEATURES: 60 % ALUMINUM BRAID, 100 % SHIELD COVERAGE
Belden RG-6/U Cable, Wire Size: 18 AWG, Length: 500 feet, Impedance: 75 Ohm, Outer Diameter: .27 , Color: Black, Jacket: PVC, Features: 60 % aluminum braid, 100 % shield coverage
Belden RG-6/U Cable, Wire Size: 18 AWG, Length: 1000 feet, Impedance: 75 Ohm, Outer Diameter: .27 , Color: Black, Jacket: PVC, Features: 60 % aluminum braid, 100 % shield coverage
3...15 Watt DC-DC Converter 3 ... 15瓦的DC - DC转换
CB 11C 11#16 PIN RECP BOX 3 ... 15瓦的DC - DC转换
3...15WattDC-DCConverter
	POWER-ONE[Power-One]
TE Connectivity, Ltd.

	BYW100200 BYW100 BYW100-200 -BYW100200 -BYW100-200	HIGH EFFICIENCY FAST RECOVERY RECTIFIER DIODE
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18-15; No. Strands x Strand Size:19 x 28, 19 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Conductor Material:Copper; Outer Diameter:0.440" RoHS Compliant: Yes
	ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导

	E2010S 	10C 22 AWG 7/30 BC SR-PVC OAS PVC Sound, Alarm & Security Cable
	General Cable Technolog...

	E1012S 	12C 22 AWG 7/30 BC SR-PVC PVC Sound, Alarm & Security Cable
	General Cable Technologies Corporation

	E2036S 	6C 18 AWG 7/26 BC PVC OAS PVC Sound, Alarm & Security Cable
	General Cable Technologies Corporation

	E1008S 	8C 22 AWG 7/30 BC SR-PVC PVC Sound, Alarm & Security Cable
	General Cable Technologies Corporation

	E1052S 	2C 14 19/0.0147 BC SR-PVC PVC Sound, Alarm & Security Cable
	General Cable Technologies Corporation

	C9223A 	10C 20 AWG 7/0.121 TC PVC / OAS / Braid / PVC
	General Cable Technologies Corporation
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