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			P4SMAJ130A - 5V ECL Voltage Controlled Oscillator; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 Circular Connector; No. of Contacts:21; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-21 RoHS Compliant: No 3.3V / 5V ECL Differential Receiver/Driver; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 3.3V / 5V ECL Differential Receiver/Driver With Reduced Output Swing; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 400 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AC 5V ECL Divide by 2, Divide by 4, Divide by 8 Clock Generation Chip; Package: SOIC 16 LEAD; No of Pins: 16; Container: Tape and Reel; Qty per Container: 2500 400 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AC 5V TTL to Differential ECL Translator; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 400 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AC 3.3V / 5V ECL 4-Input OR/NOR; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 400 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AC Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C Circular Connector; No. of Contacts:128; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:24-35 RoHS Compliant: No 3.3V / 5V Differential 2-Input XOR/XNOR; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100 3.3V / 5V Differential 2-Input XOR/XNOR; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 3.3V / 5V ECL Differential Receiver/Driver with Variable Output Swing; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 Circular Connector; No. of Contacts:55; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:22-55 RoHS Compliant: No Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-35 RoHS Compliant: No JT 6C 6#22D SKT PLUG Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:24-29 RoHS Compliant: No 400 Watt Transient Voltage Suppressors 5.0 to 170 Volts 5V ECL Voltage Controlled Oscillator; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100 



		
			
					
						
						[image: P4SMAJ130A_4191898.PDF Datasheet]



					
				
					 		
	Part No.	P4SMAJ130A P4SMAJ20 P4SMAJ30A P4SMAJ5.0A P4SMAJ8.0 P4SMAJ8.0A P4SMAJ8.5 P4SMAJ6.5 P4SMAJ6.5A P4SMAJ9.0A P4SMAJ6.0 P4SMAJ85 P4SMAJ58 P4SMAJ51A P4SMAJ33A P4SMAJ70A P4SMAJ24A P4SMAJ24   

	Description	5V ECL Voltage Controlled Oscillator; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 
 Circular Connector; No. of Contacts:21; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-21 RoHS Compliant: No
3.3V / 5V ECL Differential Receiver/Driver; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
3.3V / 5V ECL Differential Receiver/Driver With Reduced Output Swing; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 400 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AC
5V ECL Divide by 2, Divide by 4, Divide by 8 Clock Generation Chip; Package: SOIC 16 LEAD; No of Pins: 16; Container: Tape and Reel; Qty per Container: 2500 400 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AC
5V TTL to Differential ECL Translator; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 400 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AC
3.3V / 5V ECL 4-Input OR/NOR; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 400 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AC
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Circular Connector; No. of Contacts:128; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:24-35 RoHS Compliant: No
3.3V / 5V Differential 2-Input XOR/XNOR; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100
3.3V / 5V Differential 2-Input XOR/XNOR; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98
3.3V / 5V ECL Differential Receiver/Driver with Variable Output Swing; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98
Circular Connector; No. of Contacts:55; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:22-55 RoHS Compliant: No
Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-35 RoHS Compliant: No
JT 6C 6#22D SKT PLUG
Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:24-29 RoHS Compliant: No
400 Watt Transient Voltage Suppressors 5.0 to 170 Volts
5V ECL Voltage Controlled Oscillator; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100


	File Size	700.84K  / 
						6 Page	 
	

						Maker	
						[image: ]


						 Micro Commercial Components, Corp. 
 Micro Commercial Components Corp.
 
						










	
						
						




						

	Homepage	
						http://www.mccsemi.com
	Download	[ 
						P4SMAJ130A P4SMAJ20 P4SMAJ30A P4SMAJ5.0A P4SMAJ8.0 P4SMAJ8.0A P4SMAJ8.5 P4SMAJ6.5 P4SMAJ6.5A P4SMAJ9 Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						P4SMAJ130A P4SMAJ20 P4SMAJ30A P4SMAJ5.0A P4SMAJ8.0 P4SMAJ8.0A P4SMAJ8.5 P4SMAJ6.5 P4SMAJ6.5A P4SMAJ9 Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[P4SMAJ130A P4SMAJ20 P4SMAJ30A P4SMAJ5.0A P4SMAJ8.0 P4SMAJ8.0A P4SMAJ8.5 P4SMAJ6.5 P4SMAJ6.5A P4SMAJ9 Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for P4SMAJ130A ] 


					[ Price & Availability of P4SMAJ130A by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : 5V ECL Voltage Controlled Oscillator; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 Circular Connector; No. of Contacts:21; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-21 RoHS Compliant: No 3.3V / 5V ECL Differential Receiver/Driver; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 3.3V / 5V ECL Differential Receiver/Driver With Reduced Output Swing; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 400 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AC 5V ECL Divide by 2, Divide by 4, Divide by 8 Clock Generation Chip; Package: SOIC 16 LEAD; No of Pins: 16; Container: Tape and Reel; Qty per Container: 2500 400 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AC 5V TTL to Differential ECL Translator; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 400 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AC 3.3V / 5V ECL 4-Input OR/NOR; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 400 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AC Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C Circular Connector; No. of Contacts:128; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:24-35 RoHS Compliant: No 3.3V / 5V Differential 2-Input XOR/XNOR; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100 3.3V / 5V Differential 2-Input XOR/XNOR; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 3.3V / 5V ECL Differential Receiver/Driver with Variable Output Swing; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 Circular Connector; No. of Contacts:55; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:22-55 RoHS Compliant: No Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-35 RoHS Compliant: No JT 6C 6#22D SKT PLUG Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:24-29 RoHS Compliant: No 400 Watt Transient Voltage Suppressors 5.0 to 170 Volts 5V ECL Voltage Controlled Oscillator; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	SO-512.00-300-1.33 SO-314.00-500-0.8 SO-154.80-600	VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 511.7 MHz - 512.3 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 313.5 MHz - 314.5 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 154.2 MHz - 155.4 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 716.3 MHz - 717.3 MHz DFP-26
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 716.8 MHz - 717.8 MHz DFP-26
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 124.8 MHz - 125.2 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 514.6 MHz - 515.4 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 254.6 MHz - 254.8 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 833.3 MHz - 834.1 MHz DFP-26
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 99 MHz - 101 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 622.1 MHz - 622.9 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 299.7 MHz - 300.3 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 269.5 MHz - 270.5 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 724.55 MHz - 725.05 MHz DFP-26
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 376.59 MHz - 378.59 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 776.7 MHz - 777.3 MHz DFP-26
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 142.6 MHz - 143.4 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 716.5 MHz - 717.5 MHz DFP-26
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 929.7 MHz - 930.3 MHz DFP-26
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 774.7 MHz - 775.3 MHz DFP-26
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 445.6 MHz - 446 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 965.7 MHz - 966.3 MHz DFP-26
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 644.6 MHz - 645.4 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 661.68 MHz - 662.48 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 319.9 MHz - 320.1 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 694.6 MHz - 695.4 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 859.7 MHz - 860.3 MHz DFP-26
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 724.6 MHz - 725.4 MHz DFP-26
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 1023.7 MHz - 1024.3 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 600 MHz - 600.6 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 607.1 MHz - 607.9 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 499.6 MHz - 500.4 MHz
VOLTAGE CONTROLLED SINE SAW OSCILLATOR, 949.894 MHz - 950.594 MHz
	Spectrum Control, Inc.
Abracon, Corp.
Cree, Inc.
Vishay Intertechnology, Inc.
LEDtronics, Inc.
Electronic Theatre Controls, Inc.
IRC Advanced Film
Pascall Electronics, Ltd.
ITT, Corp.
TE Connectivity, Ltd.
SPECTRUM CONTROL INC

	MC100LVE210 	3.3V ECL Dual 1:4, 1:5 Differential Fanout Buffer(3.3V ECL :4:5 差分输出缓冲 3.3 ECL:4:5扇出缓冲器差分电压（3.3V ECL:4,1:5差分输出缓冲器）
	ON Semiconductor

	VS-505-LFF-HBAN VS-505-MFF-HBAN VS-505-LGF-HBAN VS	VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 425 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 184.32 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 161.132813 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 156.25 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 120 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 657.421875 MHz
Single Frequency VCSO
	Vectron International, Inc

	VC-400-JFF-505H155.52 VC-400 VC-400-CCB-205G155.52	VCXO, CLOCK, 155.52 MHz, ECL OUTPUT
VCXO, CLOCK, 10 MHz - 170 MHz, PECL OUTPUT
VCXO, CLOCK, 10 MHz - 170 MHz, ECL OUTPUT
VCXO, CLOCK, 155.52 MHz, PECL OUTPUT
Voltage Controlled Crystal Oscillators (VCXO’s)
Voltage Controlled Crystal Oscillators (VCXO??)
	VECTRON[Vectron International, Inc]

	C5315 C5315SV033RFPA1666.5143MHZ C5315SV050RFPA166	VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 624.629 MHz SMD, 6 PIN
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 644.5313 MHz SMD, 6 PIN
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 666.5143 MHz SMD, 6 PIN
2, 5, 10 Gbit/s standard Sonet / SDH
Voltage Controlled Crystal Oscillator
	Vectron International, Inc.

	MC10H106 MC100EL29DWR2 MC10H117 MC10H117FN MC100EP	Triple 4-3-3-Input NOR Gate
5V ECL Dual Differential Data and Clock D Flip-Flop With Set and Reset
Dual 2-Wide 2-3-Input OR-AND/OR-AND-Invert Gate
3.3V / 5V ECL Differential Receiver/Driver with Variable Output Swing
5V ECL 2-Input XOR/XNOR
4-Wide OR-AND/OR-ANDbar Gate
5V ECL 1:2 Differential Fanout Buffer
3.3V / 5V ECL 6-Bit Differential Register with Master Reset
3.3V ECL Triple D-Type Flip-Flop with Set and Reset
3.3V / 5V ECL ÷2 Divider
5V ECL  Differential Data and  Clock D Flip-Flop
	ON Semiconductor

	VG-4000 -VG-4000 	Voltage-Controlled Crystal Oscillator（SOJ电压控制晶体振荡器（SOJ封装
Voltage-Controlled Crystal Oscillator锛?OJ锛??靛??у??朵???????SOJ灏??锛?
	爱普生（中国）有限公

	HS-A82B-FREQ HS-820 HS-A82C-FREQ HS-A820-FREQ HS-A	ECL-100K ECL Supplement
5 V,  /-100 ppm, ECL crystal clock oscillator
5 V,  /-50 ppm, ECL crystal clock oscillator
5 V,  /-25 ppm, ECL crystal clock oscillator
5 V, customer specific, ECL crystal clock oscillator
	NEL Frequency Controls

	M2051 M2052 M2050 M2051-11-625.0000 M2052-11I625.0	SAW PLL FOR 10GBE 64B/66B FEC
SAW PLL with 10GbE FEC support and Hitless Switching options
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 627.3296 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 690.5692 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 669.1281 MHz
	Integrated Circuit Syst...
ICST[Integrated Circuit Systems]
INTEGRATED DEVICE TECHNOLOGY INC

	CO-631VD155.52MHZ CO-631VE155.52MHZ CO-631VA155.52	VCXO, CLOCK, 155.52 MHz, ECL OUTPUT LOW PROFILE, DIP-4
Voltage Controlled Crystal Oscillators(压控晶体振荡 压控晶体振荡器（压控晶体振荡器）
VCXO, CLOCK, 155.52 MHz, PECL OUTPUT
	Vectron International, Inc.

	VCO600A666.5143MHZ VCO600A622.080MHZ VCO600A155.52	Voltage Controlled Saw Oscillator VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 311.04 MHz
Voltage Controlled Saw Oscillator VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 368.64 MHz
	Vectron International, Inc.

	BT151-600 BT151 	600V Vdrm 12A Sensitive Gate Silicon Controlled Rectifier, 1.7@23AV Peak On-State Voltage, 200V/μs Rise of Off-State Voltage
Silicon Controlled Rectifiers
	SemiWell Semiconductor
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