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			 Related Part Number
	
					PART	Description	Maker
	SPW 	Special Purpose, High Frequency Load (Tubes), High Stability and Excellent High Frequency Characteristics, Particularly Suited for High Frequency Applications
	Vishay

	FD1000FH-56 	MITSUBISHI HIGH-FREQUENCY RECTIFIER DIODES HIGH POWER, HIGH FREQUENCY, PRESS PACK TYPE
	Mitsubishi Electric Corporation

	15GN01CA12 ENA1098A 	VHF to UHF Band High-Frequency Switching, High-Frequency General-Purpose Amplifier Applications
	Sanyo Semicon Device

	15GN01SA 	NPN Epitaxial Planar Silicon Transistor VHF to UHF Band High-Frequency Switching, High-Frequency General-Purpose Amplifier Applications
	Sanyo Semicon Device

	CMB02070X2700GB200 	High Pulse Load, High Voltage (up to 0.5 kV) Carbon Film MELF Resistors
	Vishay Siliconix

	ISL81483 ISL81483IB ISL81483IP ISL81487IB ISL81487	1/8 UNIT LOAD, 5V, LOW POWER, HIGH SPEED OR SLEW RATE LIMITED, RS-485/RS-422 TRANSCEIVERS
1/8 Unit Load/ 5V/ Low Power/ High Speed or Slew Rate Limited/ RS-485/RS-422 Transceivers
7V; 1/8 unit load, 5V, low power, high speed or slew rate limited, RS-485/RS-422 transceiver. For high node count networks, automated utility meter reading systems, factory automation, security networks
	INTERSIL[Intersil Corporation]

	KSC945Y KSC945CG KSC945CL KSC945CO KSC945CR KSC945	NPN Epitaxial Silicon Transistor
Audio Frequency Amplifier & High Frequency OSC.
Audio Frequency Amplifier & High Frequency OSC.
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation

	2SK709 	Field Effect Transistor Silicon N Channel Junction Type High Frequency Amplifier Applications  AM High Frequency Amplifier Applications Audio Frequency Amplifier Applications
	TOSHIBA

	2SC1622 2SC1622A 2SC1622A-T2B 2SC1622A-L 2SC1622A-	Low-frequency high-gain amplification silicon Tr.
AUDIO FREQUENCY HIGH GAIN AMPLIFIER NPN SILICON EPITAXIAL TRANSISTOR MINI MOLD
	NEC[NEC]

	AQV202 AQV202A AQV103 AQV103A AQV101 AQV101A AQV20	PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 150 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 4/5/6-pin side..
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 500 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 180 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 300 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 600 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 700 mA. Tape and reel packing style. picked from the 1/2/3-pin side.
ER 17C 17#16 PIN RECP
ER 8C 8#16 PIN RECP WALL
ER 17C 17#16 SKT RECP
ER 14C 14#16 SKT RECP WALL
ER 2C 2#8 SKT RECP WALL
HF (High Function) Type [1-Channel (Form A) Type]
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 700 mA. Tape and reel packing style. picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 600 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 180 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 300 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 500 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 1/2/3-pin side..
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 200 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 200 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 150 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
	Nais(Matsushita Electri...
ETC[ETC]
NAIS[Nais(Matsushita Electric Works)]
Matsushita Electric Works(Nais)

	KSC2785 KSC2785GBU KSC2785GTA KSC2785LTA KSC2785OB	   Audio Frequency Amplifier & High Frequency OSC.
Audio Frequency Amplifier High
NPN Epitaxial Silicon Transistor
	FAIRCHILD[Fairchild Semiconductor]
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