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			 Related Part Number
	
					PART	Description	Maker
	ST-025BH 	Reflow Type (SMD)
	Soberton Inc.

	ST-A0936RP2-1 	Reflow Type (SMD)
	Soberton Inc.

	SLD323V-3 SLD323V SLD323V-1 SLD323V-2 SLD323V-21 S	Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:24-TSSOP; IC Generic Number:4270; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C 1W的高功率密度激光二极管
Stereo CODEC IC; IC Function:Stereo CODEC IC; Package/Case:28-TSSOP; Leaded Process Compatible:No; Operating Temp. Max:-40 C; Operating Temp. Min:85 C; Peak Reflow Compatible (260 C):No; Supply Voltage:3.1V RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:24-TSSOP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:64-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:6; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
24BIT CODEC AUDIO, 4271, TSSOP28; Resolution, Bits:24bit; Sample Rate:192kHz; DACs, No. of:2; Interface Type:Serial; Output Type:Differential; Voltage, Supply Min:2.37V; Voltage, Supply Max:5.25V; Termination Type:SMD;
A/D Converter (A-D) IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
High Power Density 1W Laser Diode
	Sony, Corp.
SONY[Sony Corporation]

	SMX-4S 	Miniature SMD Crystal Reflow soldering @ 260 °C
	http://

	SMX-2C 	Full ceramic SMD Crystal Reflow soldering @ 260 °C
	QUARTZCOM the communications company

	IDT70V5378S166BCI IDT70V5378S166BGI IDT70V5388S166	Ultrasonic Sensor; Sensing Range Max:500mm; Sensor Terminals:Quick Disconnect; Sensor Output Type:PNP; Frequency:300kHz; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Sensing Range Min:50mm; Supply Voltage:30VDC
Ultrasonic Sensor; Sensing Range Max:500mm; Sensor Terminals:Cable; Sensor Output Type:PNP; Frequency:300kHz; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Sensing Range Min:50mm; Supply Voltage:30VDC
Proximity Sensor; Sensor Input Type:Optical; Sensing Range Max:150mm; Leaded Process Compatible:No; Output Type:PNP; Peak Reflow Compatible (260 C):No
3.3V 64/32K X 18 SYNCHRONOUS FOURPORT STATIC RAM 32K X 18 FOUR-PORT SRAM, 3 ns, PBGA256
	Integrated Device Technology, Inc.
INTEGRATED DEVICE TECHNOLOGY INC

	CR32 CR43 CR5D11 CR54-4R4MC CR54-3R3MC CR54-5R6MC 	1 ELEMENT, 1 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 390 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 150 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 1.8 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR POWER 15UH 1.30A SMD 1 ELEMENT, 15 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR POWER 68UH 0.61A SMD 1 ELEMENT, 68 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR POWER 2.7UH 3.44A SMD 1 ELEMENT, 2.7 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR POWER 3.9UH 3.00A SMD 1 ELEMENT, 3.9 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR POWER 5.6UH 2.48A SMD 1 ELEMENT, 5.6 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR POWER 3.3UH 3.20A SMD 1 ELEMENT, 3.3 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR POWER 4.4UH 2.80A SMD 1 ELEMENT, 4.4 uH, GENERAL PURPOSE INDUCTOR, SMD
XCCCPOWER INDUCTORS 
XCCCPOWER INDUCTORS  Type
1 ELEMENT, 180 uH, GENERAL PURPOSE INDUCTOR, SMD
	Sumida, Corp.
SUMIDA CORPORATION.
SUMIDA[Sumida Corporation]

	HF201209 HF70ACC201209-X HF70ACC321611-X HF70ACC32	EMC Components Ferrite Beads SMD
RECOMMENDED PC BOARD PATTERNS REFLOW AND FLOW SOLDERINGS
	TDK Electronics

	STK12C68-IM STK12C68-L45IM STK12C68-L35IM STK12C68	NVRAM (EEPROM Based) NVRAM中（EEPROM的基础
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:3.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:1.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154
Fuse Holder; Mounting Type:PC Board Surface Mount; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:1.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Fuse Holder; Body Material:Thermoplastic; Current Rating:3A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154; Contact Material:Beryllium Copper; Contact Plating:Tin; Mounting Type:PC Board RoHS Compliant: Yes
Fuse Holder; Body Material:Thermoplastic; Current Rating:5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154; Contact Material:Beryllium Copper; Contact Plating:Tin; Mounting Type:PC Board RoHS Compliant: Yes
FUSE 5A LITTLEFUSE 154005
CMOS nvSRAM 8K x 8 AutoStore Nonvolatile Static RAM Industrial Temperature/Military Screen
	N.A.
ETC[ETC]
List of Unclassifed Manufacturers

	EEEFK1C102SV 	Aluminum Electrolytic Capacitors (Surface Mount Type) FKS-V (High temp. reflow)
	Panasonic

	EEETK1C222AM EEETK1C332AM EEETK1K471AM 	Aluminum Electrolytic Capacitors (Surface Mount Type) TK-V Medium-size (High temp. reflow)
	Panasonic
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