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			 Related Part Number
	
					PART	Description	Maker
	BR24C02-WDW6TP BR24C01-WDS6TP BR24C01-WDW6TP BR24C	Supply voltage 2.5V~5.5V/Operating temperature -40C~ 85C type
	ROHM[Rohm]

	DN6849TE 	Hall IC(Operating Temperature Range Topr = - 40 to -100C, Operating in Alternative Magnetic Field)
	Panasonic

	DN8897SE DN8897TE 	Hall IC(Operating Temperature Range Topr=-40 to  -100C, Operating in Alternative Magnetic Field)
	Panasonic

	NJM41030 	Operating Voltage Operating temperature range Small Package
	New Japan Radio

	HM1-65789F-5 HM1-65789H-5 HM1-65789K-5 HM1-65789K-	HID head lamp valve socket; HRS No: 765-0023-9 00; Operating Temperature Range (degrees C): -55 to 140; Generic Name: HID Lamp; General Description: Accessory; Shield clamp
ECU interface connectors; HRS No: 757-0016-9 00; Operating Temperature Range (degrees C): -30 to 105; General Description: Accessory; Retainer
ECU interface connectors; HRS No: 757-0011-5 00; Operating Temperature Range (degrees C): -30 to 105; General Description: Accessory; Retainer
JIS C 5432 standard connectors, Small and lightweight interface; HRS No: 114-0053-8 71; Shell Size (dia): 13; Operating Temperature Range (degrees C): -25 to 85; General Description: Accessory; Receptacle cap; Screw lock
x4 SRAM x4的SRAM
	Electronic Theatre Controls, Inc.

	AO4706 	): 250 (@8MHz); Operating Frequency / Supply Voltage: 1.8 to 5.5V; Operating Ambient Temperature (°C): -20 to 85; Package Code: PLSP0020JB-A
N-Channel Enhancement Mode Field Effect Transistor
	Alpha & Omega Semiconductors

	P1402AAL P1602ACL P3002AAL P0602ACL P2202AAL P2702	Execution Time (ns): 41.7 (@24MHz); Operating Frequency / Supply Voltage: 24MHz/3.0 to 5.5V, 10MHz/2.7 to 5.5V; Operating Ambient Temperature (°C): -20
	Littelfuse, Inc.

	NV23107 NV2312CSDC10VN NV2312CSDC10VS NV2312ASDC10	Withstands high temperature, operating under 105 ambient temperature
	DB Lectro Inc

	TC1047A TC1047VNB TC1047AVNB TC1047 TC1047AVNBTR 	   Precision Temperature-to-Voltage Converter
The TC1047A is a linear output temperature sensor whose output voltage is directly proportional to measured temperature. The TC1047A can accurately measure temperature from -40C to  125C. For the TC1047A, the output voltage range is typica
The TC1047 is a linear output temperature sensor whose output voltage is directly proportional to measured temperature. The TC1047 can accurately measure temperature from -40C to  125C. For the TC1047, the output voltage range is typically
The TC1047A is a linear output temperature sensor whose output voltage is directly proportional to measured temperature. The TC1047A ...
IC,TEMPERATURE SENSOR,TO-236,3PIN,PLASTI
Precision Temperature-to-Voltage Converter 精密温度至电压转换器
	MICROCHIP[Microchip Technology]
Microchip Technology Inc.
Microchip Technology, Inc.

	FMCE-0328 	Attenuation to 60 db at 500 kHz, typical Operating temperature -55掳 to  125掳C
Attenuation to 60 db at 500 kHz, typical Operating temperature -55° to  125°C
	Interpoint Corporation Company

	CBT3257AD112 CBT3257ADB112 	Quad 1-of-2 multiplexer/demultiplexer - # of Bits per Enable: 4 ; Description: Mux/Demux ; Multiplex rate: 1 of 2 ; Number of bits: 4 ; Operating temperature: -40~85 Cel; Operating voltage: 4.5~5.5 VDC; Package: SOT109-1 (SO16); Container: Tube
Quad 1-of-2 multiplexer/demultiplexer - # of Bits per Enable: 4 ; Description: Mux/Demux ; Multiplex rate: 1 of 2 ; Number of bits: 4 ; Operating temperature: -40~85 Cel; Operating voltage: 4.5~5.5 VDC; Package: SOT338-1 (SSOP16); Container: Tube
	NXP SEMICONDUCTORS

	TC1046VNB TC1046 TC1046VNBTR 	High Precision Temperature-to-Voltage Converter
The TC1046 is a linear output temperature sensor whose output voltage is directly proportional to measured temperature. The TC1046 ...
The TC1046 is a linear output temperature sensor whose output voltage is directly proportional to measured temperature. The TC1046 can accurately measure temperature from -40C to  125C. The output voltage range for this device is typically
	Microchip Technology Inc.
MICROCHIP[Microchip Technology]
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