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			0879170001 - 1.00mm (.039) Pitch Fully Buffered DIMM Socket, 28.5掳 Angle, Through Hole, 240 Circuits, with Beveled Metal Pins, with Off-White Latches 1.00mm (.039) Pitch Fully Buffered DIMM Socket, 28.5° Angle, Through Hole, 240 Circuits, with Beveled Metal Pins, with Off-White Latches 
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	Part No.	0879170001 87917-0001   

	Description	1.00mm (.039) Pitch Fully Buffered DIMM Socket, 28.5掳 Angle, Through Hole, 240 Circuits, with Beveled Metal Pins, with Off-White Latches 
 1.00mm (.039) Pitch Fully Buffered DIMM Socket, 28.5° Angle, Through Hole, 240 Circuits, with Beveled Metal Pins, with Off-White Latches
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						 Molex Electronics Ltd. 
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			 Related Part Number
	
					PART	Description	Maker
	0780610062 	1.00mm (.039) Pitch Fully Buffered DIMM Socket, Vertical, Through Hole, 0.76u (30u) Gold(Au) Selective Plating
	Molex Electronics Ltd.

	0479890142 47989-0142 	1.00mm (.039") by 1.00mm (.039") Pitch rPGA 989 Notebook PC CPU Socket, with Pick-and-Place Cover
1.00mm (.039) by 1.00mm (.039) Pitch rPGA 989 Notebook PC CPU Socket, with Pick-and-Place Cover
	Molex Electronics Ltd.

	0479890122 SD-47989-001 47989-0122 	1.00mm (.039") by 1.00mm (.039") Pitch rPGA 989 Notebook PC CPU Socket, with Mylar, Tape on Reel Packaging
1.00mm (.039) by 1.00mm (.039) Pitch rPGA 989 Notebook PC CPU Socket, with Mylar, Tape on Reel Packaging
	Molex Electronics Ltd.

	53395-6679 	1.00mm (.039) Pitch Plug, Surface Mount, Dual Row, Vertical, 8.00mm (.315) MatingHeight, Lead-free, 66 Circuits
	Molex Electronics Ltd.

	0533950279 	1.00mm (.039) Pitch Plug, Surface Mount, Dual Row, Vertical, 8.00mm (.315) Mating Height, Lead-free, 20 Circuits
	Molex Electronics Ltd.

	0534081079 53408-1079 	1.00mm (.039) Pitch Plug, Surface Mount, Dual Row, Vertical Stacking, 18.00mm(.709) Stack Height, Lead-free, 100 Circuits
	Molex Electronics Ltd.

	0877057023 87705-7023 	1.00mm (.039) Pitch DDR-II DIMM 240 Circuits Socket, Vertical, 1.8 Voltage, 3.00mm (.118) Tail Length, White Latches, Nylon 6/6 Glass-filled, Blue Housing
	Molex Electronics Ltd.

	0525846679 52584-6679 	1.00mm (.039") Pitch Receptacle, Dual Row Surface Mount, Vertical Stacking, 8.00,9.00, 10.00, and 18.00mm (.315, .354, .394 and .709") Stacking Heights, 66 Circ
1.00mm (.039) Pitch Receptacle, Dual Row Surface Mount, Vertical Stacking, 8.00,9.00, 10.00, and 18.00mm (.315, .354, .394 and .709) Stacking Heights, 66 CircuitsLead-free
	Molex Electronics Ltd.

	52584-3479 	1.00mm (.039) Pitch Receptacle, Dual Row Surface Mount, Vertical Stacking, 8.009.00, 10.00, and 18.00mm (.315, .354, .394 and .709) Stacking Heights, 34 CircuitsLead-free
	Molex Electronics Ltd.

	87715-3915 	1.00mm (.039) Pitch, PCI Express* Connector, 280 Circuits, Nylon 4/6 Glass-filledBlack Housing, Phosphor Bronze, 0.38μm (15μ) Gold (Au) Plating, with Plastic Pegs3.00mm (.118) Soldertail, Lead Free
	Molex Electronics Ltd.

	87715-9406 	1.00mm (.039) Pitch, PCI Express* Connector, 36 Circuits
	Molex Electronics Ltd.
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