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			MHF2815S - Only 0.33 inches (8.38 mm) high in a hermetically sealed case 1-OUTPUT 15 W DC-DC REG PWR SUPPLY MODULE 
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	Part No.	MHF2815S MHF2815D MHF285R2S MHF2805D MHF2805S MHF2812D MHF2812S MHF281R9S MHF2828S MHF283R3S MHF2828S/883 MHF285R3S   

	Description	Only 0.33 inches (8.38 mm) high in a hermetically sealed case 
 1-OUTPUT 15 W DC-DC REG PWR SUPPLY MODULE


	File Size	1,266.12K  / 
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						 Interpoint Corporation Company 
 CRANE ELECTRONICS INC
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: MHF2805SF
	Maker: N/A
	Pack: N/A
	Stock: 13
	Unit price 
									for :
	    
									50: $9,046.15
	  
									100: $8,593.85
	1000: 
									$8,141.54
	
									Email: oulindz@gmail.com
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			 Related Part Number
	
					PART	Description	Maker
	KT872N15 KT872N55 KT872P51 KT872P55 KT872T55 KT872	Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches. Electrical parameter A lead spacing .320 inches. Aperture width in front of sensor .010 inches. Aperture width in front of emitter .
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .320inches. Aperture in front of sensor .050inches. Aperture width in front of emitter
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .01
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320inches. Aperture in front of sensor .050inches. Aperture in front of emitter .050i
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .320inches. Aperture width in front of sensor .050inches. Aperture in front of emitter
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture  in front of sensor .010 inches. Aperture in front of emitter .0
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .01
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
	Optek Technology

	51ML72 	UNLESS OTHERWISE SPECIFIED DINENSIONS ARE IN INCHES
	List of Unclassifed Man...

	MP-15 	Dimensions in inches and
	YENYO TECHNOLOGY Co., Ltd

	KS11R27CQD 	UNLESS OTHERWISE SPECIFIED DIMENSIONS ARE IN INCHES
	List of Unclassifed Manufacturers
ETC

	KBJ 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	P600 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	PRESS-FIT 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	LLP75-6A06 	Package Dimensions in mm (Inches)
	Vishay Siliconix

	SS-73100-070 	HIGH PERFORMANCE UNSHIELDED STACK JACK 50MICRO INCHES GOLD, 12 PORTS (6 ON 6)
	Bel Fuse Inc.

	MTN3630-AHR MTN3630-AUR MTN3620-CHR MTN3620-CUR MT	High efficiency & ultra bright numeric. .53 inches digit size - R.H.D.P.. Emitted color red.
HIGH EFFICIENCY & ULTRA BRIGHT NUMERICS
RECTIFIER STANDARD SINGLE 1A 200V 200 30A-ifsm 5uA-ir 1V-vf A405 5K/REEL-13
HIGH EFFICIENCY & ULTRA BRIGHT NUMERICS 高效
High efficiency & ultra bright numeric. .56 inches digit size - R.H.D.P.. Emitted color red.
	Marktech Optoelectronics
MARKTECH[Marktech Corporate]
Atmel, Corp.

	SS-73100-015 	CATEGORY 3 SHIELDED STACK JACK EIGHT CONTACT, EIGHT POSITION 50 MICRO INCHES GOLD 12 PORTS (6 ON 6)
	BEL[Bel Fuse Inc.]

	SS-73100-035 	HIGH PERFORMANCE SHIELDED STACK JACK, 16 PORTS (8 ON 8) EIGHT CONTACT, EIGHT POSITION, 50 MICRO INCHES GOLD
	Bel Fuse Inc.
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