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			M393T5750BY0-CD5CC - 100 x 64 pixel format, TAB display SWITCH, DPDT, CTR OFF LOCKING; Thread size:1/4 x 40UNS; Switch function type:DPDT Centre Off; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, RoHS Compliant: Yes SWITCH, SPDT, CTR OFF; Thread size:1/4 x 40UNS; Switch function type:SPDT On-Off-Mom; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; RoHS Compliant: Yes TVS BIDIRECT 1500W 16V SMC DDR2 Registered SDRAM MODULE 240pin Registered Module based on 512Mb B-die 72-bit ECC 
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	Part No.	M393T5750BY0-CD5/CC M393T2950BZ0-CD5/CC M393T2953BZ0-CD5/CC M393T6553BZ0-CD5/CC M393T5750BS0-CD5/CC M393T6553BG0-CD5/CC M393T2953BG0-CD5/CC M393T2950BG0-CD5/CC M393T5750BY3-CD5/CC M393T2950BG3-CD5/CC M393T2953BG3-CD5/CC M393T6553BG3-CD5/CC M393T2950BZ3-CD5/CC M393T2953BZ3-CD5/CC M393T6553BZ3-CD5/CC M393T5750BS3-CD5/CC   

	Description	100 x 64 pixel format, TAB display 
 SWITCH, DPDT, CTR OFF LOCKING; Thread size:1/4 x 40UNS; Switch function type:DPDT Centre Off; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, RoHS Compliant: Yes
SWITCH, SPDT, CTR OFF; Thread size:1/4 x 40UNS; Switch function type:SPDT On-Off-Mom; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; RoHS Compliant: Yes
TVS BIDIRECT 1500W 16V SMC
DDR2 Registered SDRAM MODULE 240pin Registered Module based on 512Mb B-die 72-bit ECC


	File Size	468.59K  / 
						21 Page	 
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						 SAMSUNG SEMICONDUCTOR CO. LTD. 
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 			 Full text search : 100 x 64 pixel format, TAB display SWITCH, DPDT, CTR OFF LOCKING; Thread size:1/4 x 40UNS; Switch function type:DPDT Centre Off; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, RoHS Compliant: Yes SWITCH, SPDT, CTR OFF; Thread size:1/4 x 40UNS; Switch function type:SPDT On-Off-Mom; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; RoHS Compliant: Yes TVS BIDIRECT 1500W 16V SMC DDR2 Registered SDRAM MODULE 240pin Registered Module based on 512Mb B-die 72-bit ECC   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	A29L800UG-90U A29L800UV-90U A29L800TM-90 A29L800TM	240 x 128 pixel format, LED or EL Backlight 100万8 16位为512k ×电压的CMOS 3.0只，引导扇区闪存
1M X 8 Bit / 512K X 16 Bit CMOS 3.0 Volt-only, Boot Sector Flash Memory 100万8 16位为512k ×电压的CMOS 3.0只，引导扇区闪存
128 x 64 pixel format, LED Backlight available
Replaced by PT78ST133 : 3.3Vout 1.5A Wide Input Positive Step-Down ISR 3-SIP MODULE -40 to 85
Function Generator Carrying Case RoHS Compliant: NA
640 x 480 pixel format, CCFL Backlight
	http://
AMIC Technology, Corp.
AMIC Technology Corporation

	A29L320UG-90U A29L320UV-90U A29L320UV-90UF A29L320	240 x 128 pixel format, LED or EL Backlight 4米8 2米16位CMOS 3.3伏只，引导扇区闪
4M X 8 Bit / 2M X 16 Bit CMOS 3.3 Volt-only, Boot Sector Flash Memory 4米8 2米16位CMOS 3.3伏只，引导扇区闪
640 x 200 pixel format, TAB configuration, 2.8mm total thickness 4米8 2米16位CMOS 3.3伏只，引导扇区闪
ADAPTER DC/AC CURRENT CLAMP 4米8 2米16位CMOS 3.3伏只，引导扇区闪
480 x 320 pixel format, White LED Backlight 4米8 2米16位CMOS 3.3伏只，引导扇区闪
Lucasey Mounting Systems Mobile Equipment Carts, Platform Dimensions: (W x D) 24 x 18 , Load Capacity: 120 lbs, Finish: Black, Material: Welded Steel, Features: 4  heavy duty casters with locking brakes
CARRYING CASE FOR HV-44 PROBE
CRT UNIVERSAL TESTER ADAPTOR
Color HVGA display (640 x 240 pixels), CCFT Backlight with power harness
ADAPTORS FOR MODELS #490 AND 480, MANUFACTURER NUMBER: CR3
ACCESSORY POUCH FOR B&K PRECISION 1420/1422 SERIES TEST INSTRUMENTS RoHS Compliant: NA
ADAPTER 20PIN PAL FOR BK842/843
MODULE FOR PIC BK846/847
640 x 480 pixel format, CCFL Backlight
	http://
AMIC Technology, Corp.
AMIC Technology Corporation

	DS2760TA-025 DS2760T-025 DS2760EA-025 DS2760XA-025	High Precision Li-Ion Battery Monitor
1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO16
128 x 128 pixel format, LED or EL Backlight available
122 x 32 pixel format, LED or EL Backlight available
	http://
DALLAS SEMICONDUCTOR

	A29L160TG-120 A29L160UM-90 A29L160UV-90 A29L160UM-	122 x 32 pixel format, LED Backlight available
2M X 8 Bit / 1M X 16 Bit CMOS 3.0 Volt-only, Boot Sector Flash Memory
LOGIC PROBE 50MHZ
Bench Power Supply; Output Current:3.3A; Calibrated:No; Line Regulation Constant Voltage:50 mV; Load Regulation Constant Voltage:0.5%   200 mV; Ripple Voltage:25mV; Supply Voltage Max:265VAC; Supply Voltage Min:100VAC
128 x 64 pixel format, LED Backlight available
Replaced by PT78NR152,PT78ST153 : 5.25Vout 1.5A Wide Input Positive Step-Down ISR 3-SIP MODULE -40 to 85
240 x 128 pixel format, CFL Backlight with power harness
	AMIC Technology Corporation

	Z1SMA47 Z1SMA75 Z1SMA1 Z1SMA10 Z1SMA100 Z1SMA11 Z1	   Surface mount Silicon-Zener Diodes (non-planar technology)
320 x 240 pixel format, Mechanical drop in to AGM3224S 43 V, 1 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
320 x 240 pixel format, CFL backlight available with power harness 56 V, 1 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
240 x 64 pixel format, LED, or EL Backlight available 17.95 V, 1 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
320 x 240 pixel format, CFL backlight available with power harness 68 V, 1 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
	Diotec Semiconductor AG
DIOTEC[Diotec Semiconductor]
Diotec Elektronische

	MBM29LV651UE12TR MBM29LV651UE90TR MBM29LV651UE-12 	64M (4M x 16) BIT 4M X 16 FLASH 3V PROM, 90 ns, PDSO48
64M (4M x 16) BIT 64M号（4米16）位
AGM3224D equivalent, 320 x 240 pixel format 4M X 16 FLASH 3V PROM, 120 ns, PDSO48
DC-DC Converter; Supply Voltage:12V; Output Voltage:3.3V; Number of Outputs:1; Power Rating:20W; Mounting Type:PC Board; Series:WPN20R
320 x 240 pixel format, LED or CFL Backlight
	Fujitsu, Ltd.
Fujitsu Limited
Fujitsu Component Limited.
Fujitsu Component Limit...

	QR1210T30 	128 x 128 pixel format, LED or EL Backlight available 快速恢复二极管模块00 Amp/1200伏特
Fast Recovery Diode Module (100 Amp/1200 Volts)
	Powerex, Inc.
POWEREX[Powerex Power Semiconductors]

	29400 A29400UV-90 A29400TV-90 A29400UM-90 A29400TM	64K X 8 Bit CMOS 5.0 Volt-only/ Uniform Sector Flash Memory
1760A CALIBRATED BY NEWARK SERVICES 12k × 8 256 × 16位的CMOS 5.0伏只，引导扇区闪
512K X 8 Bit / 256K X 16 Bit CMOS 5.0 Volt-only, Boot Sector Flash Memory 12k × 8 256 × 16位的CMOS 5.0伏只，引导扇区闪
240 x 128 pixel format, CFL Backlight with power harness
128 x 64 pixel format, LED Backlight available
240 x 128 pixel format, LED or EL Backlight
LOGIC PROBE 20MHZ
512K X 8 Bit / 256K X 16 Bit CMOS 5.0 Volt-only / Boot Sector Flash Memory
	AMIC Technology, Corp.
AMIC Technology Corporation

	CM20TF-12H 	Six-IGBT IGBTMOD 20 Amperes/600 Volts
122 x 32 pixel format, LED Backlight available
	Powerex Power Semiconductors

	R8520-00-C12 R8520U-00-C12 	240 x 64 pixel format, CFL, LED, or EL Backlight available
POSITION SENSITIVE PHOTOMULTIPLIER TUBES
	Hamamatsu Photonics
HAMAMATSU[Hamamatsu Corporation]

	Z180 Z160 Z260 Z115 Z200 Z290 Z320 Z150 Z250 Z220 	   1WATT ZENER DIODE
Recalibration Service for 2160A B&K Oscilloscope
Recalibration Service for 2190B B&K Oscilloscope
24 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor
Linear Power Supply; Output Voltage:16V; Output Current:50A; Number of Outputs:1; Output Current Max:50A; Output Current Min:0A; Supply Voltage Min
150 x 32 pixel format, LED Backlight available
128 x 64 pixel format, LED Backlight available
128 x 64 pixel format, White and Yellow-Green backlight
240 x 128 pixel format, LED or EL Backlight
Test, Component; Inductance Measuring Range:200  H to 200 H; No. of Batteries:1; Resistance Measuring Range:2 Ohm to 20 MOhm; Accuracy:0.001; Battery
Bench Power Supply; Output Voltage:20V; Output Current:5A; Calibrated:No; Display Technology:LED; Load Regulation Constant Voltage:Less Than or Equal
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 50μA低电流操作，低反向漏，低噪声稳压二极管（250μA工作电流，小反向漏电流，低噪声，齐纳二极管）
240 x 128 pixel format, CFL Backlight with power harness 1瓦稳压二极管
Benchtop Digital Multimeter; DMM Type:Handheld; DMM Response Type:True RMS; Number of Digits/Alpha:4-1/2; Approval Categories:Meets IEC61010 1, CAT III 600V, Class 2; Calibrated:No; Current Measuring Range:20A 1瓦稳压二极管
Low Current Operation at 250?录A茂录?Low Reverse Leakage,Low Noise Zener Diode(250?录A氓路楼盲陆?莽?碌忙碌?茫??氓掳?氓??氓??忙录?莽?碌忙碌?茫??盲陆?氓?陋氓拢掳茫??茅陆?莽潞鲁盲潞?忙??莽庐隆)
	FORMOSA[Formosa MS]
美丽微半导体有限公司
Formosa Microsemi Co., Ltd.
缇?附寰??瀵间???????
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