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			HCPL-7611 - CMOS/TTL Compatible, Low Input Current, High Speed, High CMR Optocoupler 



		
			
					
						
						[image: HCPL-7611_28290.PDF Datasheet]
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	Maker: AGILENT
	Pack: DIP-8
	Stock: 66
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			 Related Part Number
	
					PART	Description	Maker
	VCUNCB-44.736 VDUNCB-44.736 VCLNCB-44.736 VDLNCB-4	VCXO, CLOCK, 3.686 MHz, CMOS/TTL OUTPUT
Voltage Controlled Crystal Oscillator
VCXO, CLOCK, 1.024 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 12.288 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 13 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 18.432 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 2 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 34.368 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 4 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 49.152 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 40.96 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 2.048 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 20.48 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 19.44 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 40 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 61.44 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 44.736 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 6.4 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 15.44 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 5 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 3.088 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 4.434 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 4.096 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 4.032 MHz, CMOS/TTL OUTPUT
VCXO, CLOCK, 1.544 MHz, CMOS/TTL OUTPUT
	Vectron International, Inc

	MC74VHC1GU04DFT2 M74VHC1GU04DFT1G MC74VHC1GT5007 M	2?Input Exclusive OR Gate / CMOS Logic Level Shifter with LSTTL?Compatible Inputs
SPST (NO) Normally Open Analog Switch
Noninverting Buffer / CMOS Logic Level Shifter TTL?Compatible Inputs
Single Unbuffered Inverter
	ONSEMI[ON Semiconductor]

	UT28F256 UT28F256T-45UPX 5962F9689103QXA 5962F9689	Radiation-hardenet 32K x 8 PROM: SMD. Class V. 45ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish optional. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class V. 45ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish solder. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class Q. 45ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish optional. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class Q. 45ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish solder. Total dose 3E5 rads(Si).
320 x 240 pixel format, LED or CFL Backlight
Recalibration Service for 2120B B&K Oscilloscope
Oscilloscope; Scope Type:Analog; Scope Bandwidth:30 MHz; Scope Channels:2 Scope; Calibrated:No; Rise Time:12ns; Sensitivity:5 mV/div to 5 V/div; Accuracy: /- 3 %; Resistance:1Mohm
Recalibration Service for 2125A B&K Oscilloscope
Radiation-Hardened 32K x 8 PROM 辐射加固32K的8胎膜早破
Recalibration Service for 2120B B&K Oscilloscope 辐射加固32K的8胎膜早破
Radiation-hardenet 32K x 8 PROM: SMD. Class Q. 40ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish solder. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class Q. 40ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish gold. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class Q. 40ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish optional. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class V. 40ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish solder. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class V. 40ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish gold. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class V. 40ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish optional. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class Q. 45ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish gold. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class V. 45ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish gold. Total dose 3E5 rads(Si).
   Radiation-Hardened 32K x 8 PROM
	AEROFLEX[Aeroflex Circuit Technology]
Aeroflex Inc.
Aeroflex, Inc.
NEC, Corp.
Aeroflex Circuit Techno...

	VCB1 	3.0 or 5.0 Vdc Option Low Cost 1 to 160 MHz Enable Disable Option TTL/CMOS Compatible
	Electronic Theatre Controls, Inc.
ETC[ETC]

	HS-460-10 	CMOS (TTL Compatible)
	Nel Frequency Controls,...

	BCA6000ETL 	High Performance biMOS TTL-ECL-CMOS Compatible
	MOTOROLA[Motorola, Inc]

	BCA6000ETL 	High Performance BiMOS TTL ECL CMOS Compatible
	Motorola

	54FCT244 54FCT244DM 54FCT244FM 54FCT244DMQB 54FCT2	Octal Buffer/Line Driver with TRI-STATE Outputs TTL input and output level compatible
	Rochester Electronics

	5962R9678601QWC 5962R9678601VWC HS1-3374RH-8 HS1-3	CMOS TO TTL TRANSCEIVER, TRUE OUTPUT, CDIP22
Radiation Hardened 8-Bit Bidirectional CMOS/TTL Level Converter
	Intersil Corporation

	MX7535JP-T MX7537JCWG-T MX7524UQ/883B MX7533LEPE M	Microprocessor-Compatible, 14-Bit DACs PARALLEL, WORD INPUT LOADING, 0.8 us SETTLING TIME, 14-BIT DAC, PQCC28
CMOS, Parallel Loading, Dual, 12-Bit Multiplying DAC DUAL, PARALLEL, WORD INPUT LOADING, 0.8 us SETTLING TIME, 12-BIT DAC, PDSO24
Improved MX7524 PARALLEL, 8 BITS INPUT LOADING, 8-BIT DAC, CDIP16
CMOS, Low-Cost, 10-Bit Multiplying D/A Converter PARALLEL, WORD INPUT LOADING, 10-BIT DAC, PQCC20
PARALLEL, WORD INPUT LOADING, 0.8 us SETTLING TIME, 14-BIT DAC, UUC27
	Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC
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