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			PSD301 - Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-21 Network Cable Assembly; Connector Type A:Modular T568B; Connector Type B:Stripped End Leads; Cable Length:35ft; Approval Categories:Augmented Category 6 standards; cord color per TIA/EIA-606 standard RoHS Compliant: Yes Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight Network Cable Assembly; Connector Type A:Modular T568B; Connector Type B:Stripped End Leads; Cable Length:25ft; Approval Categories:Augmented Category 6 standards; cord color per TIA/EIA-606 standard RoHS Compliant: Yes Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:20-24 Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-24 Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-24 Media Converter; Approval Categories:CISPR 22 class B certification (worldwide approval); Body Material:Metal RoHS Compliant: No Circular Connector; No. of Contacts:24; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Cable Receptacle; Insert Arrangement:20-24 Current-Mode PWM Controller 14-SOIC 0 to 70 Current-Mode PWM Controller 8-SOIC 0 to 70 Current-Mode PWM Controller 8-CDIP Current-Mode PWM Controller 8-PDIP 0 to 70 Single Output LDO, 3.0A, Fixed(1.5V), Fast Transient Response, Low Quiescent Current 5-TO-220 -40 to 100 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:19; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle CABLE ASSEMBLY; 75 OHM BNC MALE TO 75 OHM BNC FEMALE; 75 OHM, RG216/U COAX Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:14-19 Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-18 PT 5C 5#16 PIN RECP 5015 RR 4#16S PIN RECP 5015 RR 3#16S PIN RECPT 5015 RR 5#16S SKT RECP Current Mode PWM Controller 16-SOIC 0 to 70 Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:20-25 Buck Current/Voltage Fed Push-Pull PWM Controllers 24-SOIC 0 to 70 High Speed PWM Controller 16-CDIP 0 to 70 Buck Current/Voltage Fed Push-Pull PWM Controllers 24-PDIP 0 to 70 High Speed PWM Controller 16-PDIP 0 to 70 High Efficiency Linear Regulator 16-SOIC 0 to 70 CABLE ASSEMBLY; C MALE TO C MALE; 50 OHM, RG223/U COAX, DOUBLE SHIELDED PT 39C 2#16,37#20 PIN RECP Network Hub; For Use With:AX-8000 PowerSense Series Hubs; Leaded Process Compatible:Yes RoHS Compliant: Yes Circular Connector; No. of Contacts:27; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Cable Receptacle; Insert Arrangement:20-27 Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-39 Network Hub; For Use With:AX-8000 PowerSense Series Modules; Leaded Process Compatible:Yes RoHS Compliant: Yes Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-39 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:19; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-19 Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-5 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:14-18 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle Network Hub; Approval Categories:Meets IEEE 802.3af standards; Body Material:All metal chassis; Data Rate Max:100Mbps RoHS Compliant: Yes Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:27; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-27 PLCC Socket Network Hub; Features:Covers 1 module slot; For Use With:AX-6000  PowerSense Series Chassis; Leaded Process Compatible:Yes RoHS Compliant: Yes Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-41 Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:3 RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil; Shielding Coverage:100%; Number of Pairs:4 RoHS Compliant: Yes Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:34; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-34 低成本现场可编程微控制器外围设备 Low Cost Field Programmable Microcontroller Peripherals 低成本现场可编程微控制器外围设备 Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:22-36 低成本现场可编程微控制器外围设备 Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-36 低成本现场可编程微控制器外围设备 5015 RR 3#16S SKT RECPT 低成本现场可编程微控制器外围设备 Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:25; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-25 低成本现场可编程微控制器外围设备 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:34; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:22-34 低成本现场可编程微控制器外围设备 Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:White/Green; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes 低成本现场可编程微控制器外围设备 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:21; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-21 低成本现场可编程微控制器外围设备 Current Mode PWM Controller 14-SOIC 0 to 70 低成本现场可编程微控制器外围设备 Current Mode PWM Controller 8-PDIP 0 to 70 低成本现场可编程微控制器外围设备 High Speed PWM Controller 16-SOIC 0 to 70 低成本现场可编程微控制器外围设备 5015 RR 52C 52#16 PIN RECP 低成本现场可编程微控制器外围设备 Single Output LDO, 3.0A, Fixed(1.5V), Fast Transient Response, Low Quiescent Current 5-DDPAK/TO-263 0 to 70 低成本现场可编程微控制器外围设备 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight 低成本现场可编程微控制器外围设备 High Speed PWM Controller 20-PLCC 0 to 70 低成本现场可编程微控制器外围设备 Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:20-39 低成本现场可编程微控制器外围设备 Current Mode PWM Controller 8-SOIC 0 to 70 低成本现场可编程微控制器外围设备 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:32; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-32 
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	Description	Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-21 
 Network Cable Assembly; Connector Type A:Modular T568B; Connector Type B:Stripped End Leads; Cable Length:35ft; Approval Categories:Augmented Category 6 standards; cord color per TIA/EIA-606 standard RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Network Cable Assembly; Connector Type A:Modular T568B; Connector Type B:Stripped End Leads; Cable Length:25ft; Approval Categories:Augmented Category 6 standards; cord color per TIA/EIA-606 standard RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:20-24
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-24
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-24
Media Converter; Approval Categories:CISPR 22 class B certification (worldwide approval); Body Material:Metal RoHS Compliant: No
Circular Connector; No. of Contacts:24; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Cable Receptacle; Insert Arrangement:20-24
Current-Mode PWM Controller 14-SOIC 0 to 70
Current-Mode PWM Controller 8-SOIC 0 to 70
Current-Mode PWM Controller 8-CDIP
Current-Mode PWM Controller 8-PDIP 0 to 70
Single Output LDO, 3.0A, Fixed(1.5V), Fast Transient Response, Low Quiescent Current 5-TO-220 -40 to 100
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:19; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle
CABLE ASSEMBLY; 75 OHM BNC MALE TO 75 OHM BNC FEMALE; 75 OHM, RG216/U COAX
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:14-19
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-18
PT 5C 5#16 PIN RECP
5015 RR 4#16S PIN RECP
5015 RR 3#16S PIN RECPT
5015 RR 5#16S SKT RECP
Current Mode PWM Controller 16-SOIC 0 to 70
Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:20-25
Buck Current/Voltage Fed Push-Pull PWM Controllers 24-SOIC 0 to 70
High Speed PWM Controller 16-CDIP 0 to 70
Buck Current/Voltage Fed Push-Pull PWM Controllers 24-PDIP 0 to 70
High Speed PWM Controller 16-PDIP 0 to 70
High Efficiency Linear Regulator 16-SOIC 0 to 70
CABLE ASSEMBLY; C MALE TO C MALE; 50 OHM, RG223/U COAX, DOUBLE SHIELDED
PT 39C 2#16,37#20 PIN RECP
Network Hub; For Use With:AX-8000 PowerSense Series Hubs; Leaded Process Compatible:Yes RoHS Compliant: Yes
Circular Connector; No. of Contacts:27; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Cable Receptacle; Insert Arrangement:20-27
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-39
Network Hub; For Use With:AX-8000 PowerSense Series Modules; Leaded Process Compatible:Yes RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-39
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:19; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-19
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-5
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:14-18
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle
Network Hub; Approval Categories:Meets IEEE 802.3af standards; Body Material:All metal chassis; Data Rate Max:100Mbps RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:27; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-27
PLCC Socket
Network Hub; Features:Covers 1 module slot; For Use With:AX-6000  PowerSense Series Chassis; Leaded Process Compatible:Yes RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-41
Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:3 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil; Shielding Coverage:100%; Number of Pairs:4 RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:34; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-34 低成本现场可编程微控制器外围设备
Low Cost Field Programmable Microcontroller Peripherals 低成本现场可编程微控制器外围设备
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:22-36 低成本现场可编程微控制器外围设备
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-36 低成本现场可编程微控制器外围设备
5015 RR 3#16S SKT RECPT 低成本现场可编程微控制器外围设备
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:25; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-25 低成本现场可编程微控制器外围设备
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:34; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:22-34 低成本现场可编程微控制器外围设备
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:White/Green; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes 低成本现场可编程微控制器外围设备
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:21; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-21 低成本现场可编程微控制器外围设备
Current Mode PWM Controller 14-SOIC 0 to 70 低成本现场可编程微控制器外围设备
Current Mode PWM Controller 8-PDIP 0 to 70 低成本现场可编程微控制器外围设备
High Speed PWM Controller 16-SOIC 0 to 70 低成本现场可编程微控制器外围设备
5015 RR 52C 52#16 PIN RECP 低成本现场可编程微控制器外围设备
Single Output LDO, 3.0A, Fixed(1.5V), Fast Transient Response, Low Quiescent Current 5-DDPAK/TO-263 0 to 70 低成本现场可编程微控制器外围设备
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight 低成本现场可编程微控制器外围设备
High Speed PWM Controller 20-PLCC 0 to 70 低成本现场可编程微控制器外围设备
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:20-39 低成本现场可编程微控制器外围设备
Current Mode PWM Controller 8-SOIC 0 to 70 低成本现场可编程微控制器外围设备
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:32; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-32
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	Pack: N/A
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 			 Full text search : Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-21 Network Cable Assembly; Connector Type A:Modular T568B; Connector Type B:Stripped End Leads; Cable Length:35ft; Approval Categories:Augmented Category 6 standards; cord color per TIA/EIA-606 standard RoHS Compliant: Yes Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight Network Cable Assembly; Connector Type A:Modular T568B; Connector Type B:Stripped End Leads; Cable Length:25ft; Approval Categories:Augmented Category 6 standards; cord color per TIA/EIA-606 standard RoHS Compliant: Yes Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:20-24 Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-24 Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-24 Media Converter; Approval Categories:CISPR 22 class B certification (worldwide approval); Body Material:Metal RoHS Compliant: No Circular Connector; No. of Contacts:24; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Cable Receptacle; Insert Arrangement:20-24 Current-Mode PWM Controller 14-SOIC 0 to 70 Current-Mode PWM Controller 8-SOIC 0 to 70 Current-Mode PWM Controller 8-CDIP Current-Mode PWM Controller 8-PDIP 0 to 70 Single Output LDO, 3.0A, Fixed(1.5V), Fast Transient Response, Low Quiescent Current 5-TO-220 -40 to 100 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:19; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle CABLE ASSEMBLY; 75 OHM BNC MALE TO 75 OHM BNC FEMALE; 75 OHM, RG216/U COAX Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:14-19 Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-18 PT 5C 5#16 PIN RECP 5015 RR 4#16S PIN RECP 5015 RR 3#16S PIN RECPT 5015 RR 5#16S SKT RECP Current Mode PWM Controller 16-SOIC 0 to 70 Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:20-25 Buck Current/Voltage Fed Push-Pull PWM Controllers 24-SOIC 0 to 70 High Speed PWM Controller 16-CDIP 0 to 70 Buck Current/Voltage Fed Push-Pull PWM Controllers 24-PDIP 0 to 70 High Speed PWM Controller 16-PDIP 0 to 70 High Efficiency Linear Regulator 16-SOIC 0 to 70 CABLE ASSEMBLY; C MALE TO C MALE; 50 OHM, RG223/U COAX, DOUBLE SHIELDED PT 39C 2#16,37#20 PIN RECP Network Hub; For Use With:AX-8000 PowerSense Series Hubs; Leaded Process Compatible:Yes RoHS Compliant: Yes Circular Connector; No. of Contacts:27; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Cable Receptacle; Insert Arrangement:20-27 Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-39 Network Hub; For Use With:AX-8000 PowerSense Series Modules; Leaded Process Compatible:Yes RoHS Compliant: Yes Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-39 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:19; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-19 Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-5 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:14-18 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle Network Hub; Approval Categories:Meets IEEE 802.3af standards; Body Material:All metal chassis; Data Rate Max:100Mbps RoHS Compliant: Yes Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:27; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-27 PLCC Socket Network Hub; Features:Covers 1 module slot; For Use With:AX-6000  PowerSense Series Chassis; Leaded Process Compatible:Yes RoHS Compliant: Yes Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-41 Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:3 RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil; Shielding Coverage:100%; Number of Pairs:4 RoHS Compliant: Yes Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:34; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-34 低成本现场可编程微控制器外围设备 Low Cost Field Programmable Microcontroller Peripherals 低成本现场可编程微控制器外围设备 Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:22-36 低成本现场可编程微控制器外围设备 Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-36 低成本现场可编程微控制器外围设备 5015 RR 3#16S SKT RECPT 低成本现场可编程微控制器外围设备 Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:25; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-25 低成本现场可编程微控制器外围设备 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:34; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:22-34 低成本现场可编程微控制器外围设备 Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:White/Green; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes 低成本现场可编程微控制器外围设备 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:21; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-21 低成本现场可编程微控制器外围设备 Current Mode PWM Controller 14-SOIC 0 to 70 低成本现场可编程微控制器外围设备 Current Mode PWM Controller 8-PDIP 0 to 70 低成本现场可编程微控制器外围设备 High Speed PWM Controller 16-SOIC 0 to 70 低成本现场可编程微控制器外围设备 5015 RR 52C 52#16 PIN RECP 低成本现场可编程微控制器外围设备 Single Output LDO, 3.0A, Fixed(1.5V), Fast Transient Response, Low Quiescent Current 5-DDPAK/TO-263 0 to 70 低成本现场可编程微控制器外围设备 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight 低成本现场可编程微控制器外围设备 High Speed PWM Controller 20-PLCC 0 to 70 低成本现场可编程微控制器外围设备 Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:20-39 低成本现场可编程微控制器外围设备 Current Mode PWM Controller 8-SOIC 0 to 70 低成本现场可编程微控制器外围设备 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:32; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-32   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AND-C-106 	Circular Connector; No. of Contacts:55; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
	Tyco Electronics

	MH8V7245BWZTJ-5 	Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:14-5
	Mitsubishi Electric Corporation

	C67076-A1005-A2 BUZ34 	Circular Connector; No. of Contacts:15; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:14; Circular Contact Gender:Pin; Circular Shell Style:Right Angle Plug; Insert Arrangement:14-15 主要评级
main ratings
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	LNJ906W5BRW 	Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:23; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket
Blue S-GW Type
	Panasonic Corporation
PANASONIC[Panasonic Semiconductor]

	AK5366 AK5366VQ 	Circular Connector; No. of Contacts:6; Series:MS27484; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:16-6 RoHS Compliant: No
	Asahi Kasei Microsystems Co.,Ltd

	PSMN009-100W 	Circular Connector; Body Material:Aluminum Alloy; Series:MS3111; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket
N-channel TrenchMOS transistor
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	2MBI200N-0 2MBI200N-060-03 	600V / 200A 2 in one-package
Circular Connector; Body Material:Aluminum Alloy; Series:MS3116; Number of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin
	http://
FUJI[Fuji Electric]
FUJI ELECTRIC HOLDINGS CO., LTD.

	MB40730 	Circular Connector; No. of Contacts:7; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:22-96
1 CHANNEL 10-BIT D/A CONVERTER
	Fujitsu Limited
FUJITSU[Fujitsu Media Devices Limited]

	AM-146PIN 	Circular Connector; No. of Contacts:12; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:14; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:14-97 RoHS Compliant: No
	Tyco Electronics

	1MBI400N-120 	Circular Connector; Body Material:Aluminum Alloy; Series:MS3116; No. of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:20-41 RoHS Compliant: No
	FUJI ELECTRIC HOLDINGS CO., LTD.

	CHA3092 CHA3092-99F_00 CHA3092-99F/00 	Circular Connector; No. of Contacts:6; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:23; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:23-6
20-33GHz Medium Power Amplifier
	UMS[United Monolithic Semiconductors]
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