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			12C671 - EPROM Memory Programming Specification EPROM存储器编程规 Test Prod Wire; Conductor Size AWG:18; No. Strands x Strand Size:65 x 36; Jacket Color:White; Conductor Material:Copper; Jacket Material:Rubber; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:25pF/ft; Conductor Material:Copper RoHS Compliant: Yes SWITCH SPDT BASIC 40GF NON-SHORT 
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	Part: 12C201
	Maker: N/A
	Pack: N/A
	Stock: 74
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			 Related Part Number
	
					PART	Description	Maker
	AN620 	On Board Programming of OTP EPROM
	Thomson

	TSC80251G1 TSCEP_G1 	EPROM Programming
From old datasheet system
	Atmel

	SL74HC652 HC652 SL74HC652N SL74HC652D 	EPROM IC; Memory Size:128Kbit; Memory Configuration:16K x 8; Access Time, Tacc:250ns; Package/Case:28-DIP; EPROM Type:Parallel UV Erasable; Supply Voltage Nom, Vcc:5V; Mounting Type:Through Hole; Voltage Rating:5V
Octal 3-State Bus Transceivers and D Flip-Flops(High-Performance Silicon-Gate CMOS)
	System Logic Semiconductor Co., Ltd.
SLS[System Logic Semiconductor]

	PIC16F688 	Memory Programming Specification
	MICROCHIP

	PIC16F721 PIC16F72 	FLASH Memory Programming Specification
	Microchip Technology

	PIC16F874 PIC16F876 	EEPROM Memory Programming Specification
	Microchip Technology

	RX100 	Flash memory programming software
	Renesas Electronics Corporation

	LTC1262-15 	12V, 30mA Flash Memory Programming Supply
	Linear Technology

	ST662A_04 ST662A ST662A04 	DC-DC CONVERTER FROM 5V TO 12V, 0.03A FOR FLASH MEMORY PROGRAMMING SUPPLY
	STMICROELECTRONICS[STMicroelectronics]

	SX48BD SX52BD_PQ SX52BD SX48BD_TQ 	Configurable Communications Controllers with EE/Flash Program Memory, In-System Programming Capability, and On-Chip Debug
	N.A.
ETC[ETC]

	SX52BD SX48BD/TQ SX52BD/PQ SX48BD 	Configurable Communications Controllers with EE/Flash Program Memory, In-System Programming Capability, and On-Chip Debug
	UBICOM
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers

	SDA3526-5 	Nonvolatile Memory 2K-Bit EPROM
Nonvolatile Memory 2-Kbit E 2 PROM with I 2 C Bus and 2 K Write Protection
	Siemens
Infineon
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