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			1600 -    T-1 Lamps, Visible-Infrared T-1 Lamps, Visible-Infrared 的T 1灯，可见光，红外 TV 22C 22#22D PIN RECP 的T 1灯，可见光，红外 Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Number of Pairs:5; Leaded Process Compatible:Yes; Drop Ship:Yes RoHS Compliant: Yes 的T 1灯，可见光，红外 Coaxial Cable; Coaxial RG/U Type:174; Impedance:50ohm; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:1400V RoHS Compliant: Yes of Pairs:5; Drop Ship:Yes; Features:Alumunium Foil Polyester/Tinned Copper Braid RoHS Compliant: Yes IGBT MODULE, 1200V, 167A; Transistor type:3-phase bridge invertor; Current, Ic continuous a max:169A; Voltage, Vce sat max:2.05V; Case style:miniSKiiP-3; Current, Ic continuous b max:137A; Temperature, current:25(degree C); Time, RoHS Compliant: Yes T-1 Lamps/ Visible-Infrared 
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	Part No.	1600 1600-9A 1045 1045-9A 1088 1150 1088-9A 1089 1089-9 1150-9A   

	Description	   T-1 Lamps, Visible-Infrared 
 T-1 Lamps, Visible-Infrared 的T 1灯，可见光，红外
TV 22C 22#22D PIN RECP 的T 1灯，可见光，红外
Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Number of Pairs:5; Leaded Process Compatible:Yes; Drop Ship:Yes RoHS Compliant: Yes 的T 1灯，可见光，红外
Coaxial Cable; Coaxial RG/U Type:174; Impedance:50ohm; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:1400V RoHS Compliant: Yes
of Pairs:5; Drop Ship:Yes; Features:Alumunium Foil Polyester/Tinned Copper Braid RoHS Compliant: Yes
IGBT MODULE, 1200V, 167A; Transistor type:3-phase bridge invertor; Current, Ic continuous a max:169A; Voltage, Vce sat max:2.05V; Case style:miniSKiiP-3; Current, Ic continuous b max:137A; Temperature, current:25(degree C); Time, RoHS Compliant: Yes
T-1 Lamps/ Visible-Infrared


	File Size	79.99K  / 
						1 Page	 
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						 International Light Technologies, Inc. 
 International Light Technologies Inc.
Gilway Technical Lamp
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: 16045980
	Maker: N/A
	Pack: ZIP
	Stock: 2043
	Unit price 
									for :
	    
									50: $2.66
	  
									100: $2.53
	1000: 
									$2.39
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 			 Full text search :    T-1 Lamps, Visible-Infrared T-1 Lamps, Visible-Infrared 的T 1灯，可见光，红外 TV 22C 22#22D PIN RECP 的T 1灯，可见光，红外 Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Number of Pairs:5; Leaded Process Compatible:Yes; Drop Ship:Yes RoHS Compliant: Yes 的T 1灯，可见光，红外 Coaxial Cable; Coaxial RG/U Type:174; Impedance:50ohm; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:1400V RoHS Compliant: Yes of Pairs:5; Drop Ship:Yes; Features:Alumunium Foil Polyester/Tinned Copper Braid RoHS Compliant: Yes IGBT MODULE, 1200V, 167A; Transistor type:3-phase bridge invertor; Current, Ic continuous a max:169A; Voltage, Vce sat max:2.05V; Case style:miniSKiiP-3; Current, Ic continuous b max:137A; Temperature, current:25(degree C); Time, RoHS Compliant: Yes T-1 Lamps/ Visible-Infrared   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MT208-HRG MT208-OG MT208-YG MT208-HR MT208-O MT208	TRI-STATE LAMPS
2x5mm RECTANGULAR HEAD LED LAMPS
	Marktech Corporate

	HLMP-V500 HLMA-QL00 HLMA-VH00 HLMA-VL00 HLMP-V100 	T-13/4 (5 mm), Wide Viewing Angle, High Intensity LED Lamps
Subminiature High Performance AlInGaP LED Lamps
2.5 X 7.4 mm RECTANGULAR SOLID STATE LAMPS
T-13/4 (5 mm)/ Wide Viewing Angle/ High Intensity LED Lamps
	http://
Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]
Fairchild Semiconductor

	SPR-39MVW 	LED Lamps > Conventional LED Lamps > Dual-color LED lamps
	ROHM

	JAN-60 1600-1 1600-19A JAN-75 4115-1B 1150-19A 456	   T- Lens-End Lamps, T-1 Lens-End Lamps
External Plug-In Power Supply; Series:; Output Voltage:24V; Output Power Max:65W; Output Current:2.7A; No. of Outputs:1; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 的T透镜完灯公司，T - 1透镜完灯
TV 6C 6#22D PIN PLUG
TV 8C 8#8(TWIN) SKT PLUG RECP
T- Lens-End Lamps/ T-1 Lens-End Lamps
	International Light Technologies, Inc.
International Light Technologies Inc.
Gilway Technical Lamp

	58941 	Product Information Bulletin Medical Overhead Halogen Lamps Tungsten Halogen Low to Medium Voltage Lamps
	OSRAM GmbH

	SML-212 SML-212YT SML-212DT SML-212VT 	LED Lamps > Surface Mount LED Lamps
Ultra high brightness chip LEDs
	ROHM[Rohm]
Rohm CO.,LTD.

	HLMP-SD11 HLMP-SM11-LP000 HLMP-RB11 HLMP-RB11-EH00	HLMP-SL11-LPVDD · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SL11-LPRDD · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SL11-LPR00 · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SL11-HLRDD · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SD11-LPTDD · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SD11-MNTDD · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SD11-MN0DD · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SD11-MN000 · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SD11-LPT00 · 4mm Oval Precision Optical Performance LED Lamps
HLMP-RL11-LPVDD · 4mm Oval Precision Optical Performance LED Lamps
HLMP-RL11-LPRDD · 4mm Oval Precision Optical Performance LED Lamps
HLMP-RL11-LP0DD · 4 mm Oval Precision Optical  Performance LED Lamps
HLMP-RL11-LP000 · 4 mm Oval Precision Optical  Performance LED Lamps
HLMP-RD11-LPTDD · 4mm Oval Precision Optical Performance LED Lamps
HLMP-RD11-LPT00 · 4mm Oval Precision Optical Performance LED Lamps
HLMP-RD11-LP0DD · 4 mm Oval Precision Optical  Performance LED Lamps
HLMP-RD11-LP000 · 4 mm Oval Precision Optical  Performance LED Lamps
HLMP-SL10-EH0ZZ · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SL10-EH0YY · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SL10-KN0ZZ · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SL10-KN0YY · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SL11-LPV00 · 4mm Oval Precision Optical Performance LED Lamps
HLMP-RL11-LPV00 · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SL11-HLR00 · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SL10-LP0DD · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SL10-LP000 · 4mm Oval Precision Optical Performance LED Lamps
HLMP-RL10-LP0DD · 4mm Oval Precision Optical Performance LED Lamps
HLMP-RL10-LP000 · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SL10-HL000 · 4mm Oval Precision Optical Performance LED Lamps
HLMP-RL10-HL000 · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SG10-EH0YY · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SG10-JM000 · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SG10-EH0ZZ · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SD11-LP0DD · 4 mm Oval Precision Optical  Performance LED Lamps
HLMP-SD11-KN0YY · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SD11-KNTYY · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SD11-KN0ZZ · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SD11-LP000 · 4 mm Oval Precision Optical  Performance LED Lamps
HLMP-SD11-KNTZZ · 4mm Oval Precision Optical Performance LED Lamps
HLMP-RG10-JM000 · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SG10-GK0DD · 4 mm Oval Precision Optical  Performance LED Lamps
HLMP-SG10-GK000 · 4 mm Oval Precision Optical  Performance LED Lamps
HLMP-RG10-GK0DD · 4 mm Oval Precision Optical  Performance LED Lamps
HLMP-RG10-GK000 · 4 mm Oval Precision Optical  Performance LED Lamps
HLMP-SL10-FJ0DD · 4 mm Oval Precision Optical  Performance LED Lamps
HLMP-SL10-FJ000 · 4 mm Oval Precision Optical  Performance LED Lamps
HLMP-RL10-FJ0DD · 4 mm Oval Precision Optical  Performance LED Lamps
HLMP-RL10-FJ000 · 4 mm Oval Precision Optical  Performance LED Lamps
HLMP-RL11-LPR00 · 4mm Oval Precision Optical Performance LED Lamps
HLMP-SD11-MNT00 · 4mm Oval Precision Optical Performance LED Lamps
4 mm Oval Precision Optical Performance LED Lamps
Board-to-board stacking height of 5-11mm(SMT 6-11mm), Two-piece connector; HRS No: 574-0237-7 98; Stack Height (mm): 8.00,9.00,10.00,11.00; Contact Mating Area Plating: Gold
Board-to-board stacking height of 5-11mm(SMT 6-11mm), Two-piece connector; HRS No: 574-0202-2 98; Stack Height (mm): 6; Contact Mating Area Plating: Gold
4 mm Oval Precision OpticalBRPerformance LED Lamps
SINGLE COLOR LED, RED, 4 mm PLASTIC PACKAGE-2
4mm Oval Precision Optical Performance LED Lamps 4mm的椭圆形精密光学性能的LED
4 mm Oval Precision Optical＜BRPerformance LED Lamps 4毫米椭圆形精密光学性能的LED灯具\u0026lt;BR\u0026gt;
	http://
Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]
Agilent Technologies, Inc.
Avago Technologies, Ltd.

	GL3EG43 GL3UR43 GL3HD43 GL3HS43 GL3HY43 GL3KG43 GL	?3mmT-1, CylinderThin Type, Colored Transparency, Highluminosity LED Lamps for Backlight
3 MM(T-l) CYLINDER LAMPS 3毫米（铊）气缸灯
3mmT-1/ CylinderThin Type/ Colored Transparency/ Highluminosity LED Lamps for Backlight
mmT-1, CylinderThin Type, Colored Transparency, Highluminosity LED Lamps for Backlight mmT - 1，CylinderThin类型，彩色透明，Highluminosity发光二极管的背光
┆3mmT-1, CylinderThin Type, Colored Transparency, Highluminosity LED Lamps for Backlight
mm(T-1), Cylinder(Thin Type), Colored Transparency LED Lamps for Backlight
3mm (T-1) Cylinder Lamps
	Sharp, Corp.
Sharp Corporation
SHARP[Sharp Electrionic Components]

	HLMP-0504 HLMP-0300 HLMP-0301 HLMP-0400 HLMP-0401 	2.5 X 7.4 mm RECTANGULAR SOLID STATE LAMPS SINGLE COLOR LED, GREEN, 7.4 mm
High Efficiency Red Rectangular Solid State Lamp
Yellow Rectangular Solid State Lamps
High Efficiency Green Rectangular Solid State Lamps
2.5 X 7.4 mm RECTANGULAR SOLID STATE LAMPS RED
2.5 X 7.4 mm RECTANGULAR SOLID STATE LAMPS YELLOW
2.5 X 7.4 mm RECTANGULAR SOLID STATE LAMPS GREEN
	http://
Fairchild Semiconductor, Corp.
Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]

	SLR-322MC SLR-322MG SLR-322VC SLR-322VR SLR-322DC 	Reflecting small LEDs/ wide viewing angle and directly mountable (3.2 mm)
Reflecting small LEDs, directly mountable (3.1 mm * 2 mm)
LED Lamps > Conventional LED Lamps > Standard LED lamps
	ROHM[Rohm]

	MV5021A MV502XA MV5022A MV5023A MV5024A MV5025A MV	TAPERED PACKAGE T-1? SOLID STATE LAMPS
TAPERED PACKAGE T-1-3/4 SOLID STATE LAMPS
TAPERED PACKAGE T-1? SOLID STATE LAMPS
From old datasheet system
TAPERED PACKAGE T-1SOLID STATE LAMPS
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation
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