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			XDMR14C4-A - Material (Color) = Gaalas (Red) Lens = Peak Wave Length = 660 Iv(ucd) If@10mA Min.= 8000 Iv(ucd) If@10mA Typ.= 23990 
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			 Related Part Number
	
					PART	Description	Maker
	XDMR20A-A 	Material (Color) = Gaalas (Red) Lens = Peak Wave Length = 660 Iv(ucd) If@10mA Min.= 8000 Iv(ucd) If@10mA Typ.= 23990
	SunLED Company Limited

	XDMR06A4 	Material (Color) = Gaalas (Red) Lens = Peak Wave Length = 660 Iv(ucd) If@10mA Min.= 12000 Iv(ucd) If@10mA Typ.= 18490
	SunLED Company Limited

	XDMR06C 	Material (Color) = Gaalas (Red) Lens = Peak Wave Length = 660 Iv(ucd) If@10mA Min.= 12000 Iv(ucd) If@10mA Typ.= 20795
	SunLED Company Limited

	LA2351-42BEWRN 	Emitting Color: Red Material: Gap Wavelength(nm): 700
	Ledtech Electronics Corp.

	72921 72921-2 	2mm SAFETY Sheathed Jack
Sheathed Jack; Current Rating:10A; Body Material:Polyamide; Color:Red; Contact Material:Brass; Features:Mates to 2mm shrouded plugs; For Use With:Shrouded Plugs RoHS Compliant: Yes INTERCONNECTION DEVICE
	Pomona Electronics

	BCD250-1 	Fuse Holder; Fuse Size/Group:1/4 x 1-1/4 &quot;; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Series:348; Bezel Cap Color:Red; Bezel Color:Black; Mounting Type:Panel Mount; Terminal Type:Quick Connect RoHS Compliant: Yes
	

	383URC-3 	RED GaAlAs LED
	Roithner LaserTechnik GmbH

	597-3111-402F 597-3311-407F 	LED Lamp; LED Color:Red; Luminous Intensity:17ucd; Viewing Angle:70 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-30 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes SINGLE COLOR LED, RED, 2 mm
; Color:Green; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes SINGLE COLOR LED, GREEN, 2 mm
	Dialight PLC

	126-93-964-41-003 126-93-210-41-001 126-93-210-41-	Test Prod Wire; Conductor Size AWG:24; No. Strands x Strand Size:45 x 40; Jacket Color:Red; Conductor Material:Copper; Jacket Material:Rubber; Leaded Process Compatible:Yes; Number of Conductors:1; Outer Diameter:0.066" RoHS Compliant: Yes
Test Prod Wire; Conductor Size AWG:24; No. Strands x Strand Size:45 x 40; Jacket Color:Black; Conductor Material:Copper; Jacket Material:Rubber; Leaded Process Compatible:Yes; Number of Conductors:1; Outer Diameter:0.066" RoHS Compliant: Yes
Dual-in-line sockets Open frame Wire-wrap posts with solder tails 双列直插式插座开放帧线与焊尾包职
HookUp/Lead Wire; Conductor Size AWG:18; No. Strands x Strand Size:65 x 36; Jacket Color:Red; Conductor Material:Copper; Jacket Material:Rubber; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:42ohm; Temperature Max:200 C RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:42ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
18 AWG (19X30) TINNED COPPER, THREE CONDUCTORS, FEP INSULATED RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Jacket Material:FEP; Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:3 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes
Test Prod Wire; Conductor Size AWG:18; No. Strands x Strand Size:65 x 36; Jacket Color:Red; Cable/Wire MIL SPEC:MIL-W-13169B; Conductor Material:Copper; Jacket Material:Rubber; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:6 RoHS Compliant: Yes
	PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]

	LN145 LN145W 	GaAlAs Red Light Emitting Diode
	Panasonic Corporation
Panasonic Semiconductor
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