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			 Related Part Number
	
					PART	Description	Maker
	0708289 	HDFK 25I
	Phoenix Contact

	0707840 	HDFK 10I
	Phoenix Contact

	0709877 	Feed-through terminal block, with internal and external screw connection, for 1 - 6 mm thick housing panels - HDFK 16 GNYE
	Phoenix Contact

	AA110-85 	HDFK 95A 砷化镓集成电位数字衰减器的驱动器1分贝LSB的积极控制的DC - 2吉赫
GaAs IC 5 Bit Digital Attenuator with Driver 1 dB LSB Positive Control DC-2 GHz
	Alpha Industries, Inc.
ALPHA[Alpha Industries]

	0707785 	Ground feed-through terminal block, contacts with the housing wall, for 1-6 mm housing walls - HDFK 25-PE
	Phoenix Contact

	110-90-308-41-105161 110-90-314-41-105161 110-90-3	   Dual-in-line sockets and headers / open frame / surface mount pick and place
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:18.5pF/ft; Conductor Material:Copper RoHS Compliant: Yes
CAT 6A BLADE SERVER      PATCH CABLE 5 WHT
CAT 6A BLADE SERVER      PATCH CABLE 10 WHT
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:30.7pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:19 x 36; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:21.9pF/ft; Conductor Material:Copper RoHS Compliant: Yes
CAT 6A BLADE SERVER      PATCH CABLE 7 WHT
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:27.4pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:27.4pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E; Capacitance:30.7pF/ft RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:31pF/ft; Conductor Material:Copper RoHS Compliant: Yes
OTTA 25 M6 PH3
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:31.7pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Dual-in-line sockets and headers / open frame / surface mount pick and place 双列直插式插座和开架式/表面贴装贴装
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 双列直插式插座和开架式/表面贴装贴装
CONNECTOR ACCESSORY 双列直插式插座和开架式/表面贴装贴装
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:NPN; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 双列直插式插座和开架式/表面贴装贴装
HDFK 25 MIT,SCHRAUBE SIX LOBE 双列直插式插座和开架式/表面贴装贴装
OSC 3.3V SMT 7X5 PECL 双列直插式插座和开架式/表面贴装贴装
CAT 6A BLADE SERVER PATCH CABLE 5 WHT 双列直插式插座和开架式/表面贴装贴装
HDFK 95-VP 双列直插式插座和开架式/表面贴装贴装
	PREDIP[Precid-Dip Durtal SA]
PRECI-DIP SA
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