

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						SMRR1			MAX816C			033240			CPS150			FS50VS3			ZM2CY60W			CZRU24VB			SG6846A			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]
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			 Related Part Number
	
					PART	Description	Maker
	CA-254CS 	Cable / 4 conductor / 2.5mm plug to stripped/ tinned / with ring / 6 feet / shielded / 26AWG
	Tensility International

	CA-254S-M_M CA-254S-MM CA-254S-M/M 	Cable, 4 conductor, 2.5mm plug to 2.5 mm plug, no ring, 6 feet, shielded, 26 AWG
	Tensility International Corp.

	BYW32 BYW36 BYW35 BYW33 BYW34 	Fast Silicon Mesa Rectifiers
From old datasheet system
Composite Data, Audio, Video, Security & Control Cable; Composite Conductor Types:2 Coaxial   8 Pairs   2 Fibers; Number of Conductors:18; Conductor
Composite Cable; Composite Conductor Types:2 Coaxial  8 Pairs; Number of Conductors:18; Conductor Size AWG:24-18; No. Strands x Strand Size:Solid
Composite Data, Audio, Video, Security & Control Cable; Composite Conductor Types:2 Coaxial   8 Pairs; Number of Conductors:18; Conductor Size AWG
ECONOLINE: RQS & RQD - 1kVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 80%
	VISAY[Vishay Siliconix]
Vishay Intertechnology,Inc.
Vishay Telefunken

	BYW95A BYW95B BYW95C 	AVALANCHE FAST SOFT-RECOVERY RECTIFIER DIODES
Belden Shielded Plenum Multi-Conductor Cable, Wire Size: 18 AWG, Number of Conductors: 2, Length: 1000 feet, Conductor Material: Bare Copper, Shielding: Beldfoil, Jacket: Natural Flamarrest
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:30pF/ft; Conductor Material:Copper RoHS Compliant: Yes
	EIC discrete Semiconduc...
EIC[EIC discrete Semiconductors]
Electronics Industry Public Company Limited

	BYX82 BYX83 BYX84 BYX85 BYX86 	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black RoHS Compliant: Yes
Silicon Mesa Rectifiers
From old datasheet system
	Vishay Intertechnology,Inc.
Vishay Siliconix

	BYW97 BYW97F BYW97G BYW97_3 	Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:30pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Fast soft-recovery controlled avalanche rectifiers
From old datasheet system
Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material
	NXP Semiconductors
Philips Semiconductors

	AI-302 	SMA Straight Connectors, Direct Solder(Cable Conductor used as Center Contact) Type for semi-rigid cable
	ITT Corporation
ITT[ITT Industries]

	R65C02P2 R65C02P4M R65C102P4M R65C02P1 R65C02P1E R	MICROPROCESSORS(CPU) 微处理器（CPU）的
Twinaxial Cable; Impedance:150ohm; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Conductor Plating:Tin; Jacket Color:Black RoHS Compliant: Yes 微处理器（CPU）的
	List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.
List of Unclassifed Manufac...

	BYT1300 BYT86-1300 BYT86 BYT86/1300 	Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Leaded Process Compatible:Yes; Features:Individual Beldfoil Shield RoHS Compliant: Yes
CABLE 9537, 7CORE,  PER M; Cores, No. of:7; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:5.31mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Approval Bodies:CSA, SRPVC, UL RoHS Compliant: Yes
Very low drop voltage regulators with inhibit
FAST RECOVERY SILICON POWER RECTIFIER
	Vishay Intertechnology,Inc.
Vishay Telefunken
VISAY[Vishay Siliconix]
STMicroelectronics

	GT11-1822PCF GT11-1822SCF GT11-2428PCF GT11-2428SC	RECTANGULAR CONNECTOR
RESISTOR, MF, 10.0M, 1%, 1/4W
Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines 在天线，传感器和通信中继同轴电缆连接
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:10 x 30; Jacket Color:Blue; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Coaxial cable connection of Antennas/ Sensors/ and Communication Trunk Lines
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	HLMP-AM86 HLMP-AM8X-XX0ZZ HLMP-AB86 HLMP-AB86-MQ0X	HLMP-AM87-TW0ZZ · Agilent 5mm Mini Oval Precision Optical Performance for Green
HLMP-AM87-TW0DD · Agilent 5mm Mini Oval Precision Optical Performance for Green
HLMP-AM87-TW000 · Agilent 5mm Mini Oval Precision Optical Performance for Green
HLMP-AM86-TW0ZZ · Agilent 5mm Mini Oval Precision Optical Performance for Green
HLMP-AB87-MQ0ZZ · Agilent 5mm Mini Oval Precision Optical Performance for Blue
HLMP-AB87-MQ0DD · Agilent 5mm Mini Oval Precision Optical Performance for Blue
HLMP-AB87-MQ000 · Agilent 5mm Mini Oval Precision Optical Performance for Blue
HLMP-AB86-MQ0ZZ · Agilent 5mm Mini Oval Precision Optical Performance for Blue
; Number of Conductors:48; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyolefin; Number of Pairs:24; Approval Bodies:NEC; Conductor Material:Copper; Impedance:50ohm; Leaded Process Compatible:No RoHS Compliant: Yes
5mm Mini Oval Precision Optical Performance Red, Blue and Green LEDs. 5毫米迷你椭圆形精密光学性能红色，蓝色和绿色发光二极管
	http://
Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]
Avago Technologies, Ltd.

	CYWM6935 	Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:56pF/ft; Conductor Material:Copper RoHS Compliant: Yes
WirelessUSB LR Radio Module
	Cypress Semiconductor Corp.
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