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			BL-XA1361-F8 - Silver Mica Capacitor; Capacitance:36pF; Capacitance Tolerance: /- 2%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No Film Capacitor; Capacitor Type:Motor Start/Motor Run; Voltage Rating:370VAC; Capacitor Dielectric Material:Polypropylene; Capacitance:2uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.6mm; Leaded Process Compatible:No RoHS Compliant: No DSUB CONN 9POS (DB9) 轴向LED节能灯与轭铅 AXIAL LED LAMPS WITH YOKE LEAD 轴向LED节能灯与轭铅 
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	Part No.	BL-XA1361-F8 BL-XF0361-F8 BL-XJB361-F8 BL-XJD361-F8 BL-XJF361-F8 BL-XUB361-F8 BL-XY0361-F8 BL-XG0361-F8 BL-XB3361-F8 BL-XD0316-F8 BL-XE1361-F8 BL-XW1361-F8 BL-XG4361-F8 BL-XG6361-F8 BL-XGE361-F8 BL-XKB361-F8 BL-XKD361-F8 BL-XS1361-F8 BL-XB5361-F8 BL-XX1361-F8 BL-XXX61-F8   

	Description	Silver Mica Capacitor; Capacitance:36pF; Capacitance Tolerance: /- 2%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No 
 Film Capacitor; Capacitor Type:Motor Start/Motor Run; Voltage Rating:370VAC; Capacitor Dielectric Material:Polypropylene; Capacitance:2uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.6mm; Leaded Process Compatible:No RoHS Compliant: No
DSUB CONN 9POS (DB9) 轴向LED节能灯与轭铅
AXIAL LED LAMPS WITH YOKE LEAD 轴向LED节能灯与轭铅
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 			 Full text search : Silver Mica Capacitor; Capacitance:36pF; Capacitance Tolerance: /- 2%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No Film Capacitor; Capacitor Type:Motor Start/Motor Run; Voltage Rating:370VAC; Capacitor Dielectric Material:Polypropylene; Capacitance:2uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.6mm; Leaded Process Compatible:No RoHS Compliant: No DSUB CONN 9POS (DB9) 轴向LED节能灯与轭铅 AXIAL LED LAMPS WITH YOKE LEAD 轴向LED节能灯与轭铅   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	CA176.8PF/-1PF500V CA186.8PF/-0.5PF1000V CA184.7PF	CAPACITOR, MICA, 500 V, 0.0000068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0000068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0000047 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 5000 V, 0.000068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.000015 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.00068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.00047 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 300 V, 0.001 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0012 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0039 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.000012 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 500 V, 0.0068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0027 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.00056 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0018 uF, THROUGH HOLE MOUNT AXIAL LEADED
	Lattice Semiconductor, Corp.
SPC Technology
IRC Advanced Film
Hokuriku Electric Industry Co., Ltd.
TE Connectivity, Ltd.
ITT Interconnect Solutions

	CS42L50 CDB42L50 CS42L50-KN 	Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 5%; Series:CDS; Voltage Rating:100VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:100pF; Capacitance Tolerance: /- 5%; Series:CDS; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:120pF; Capacitance Tolerance: /- 5%; Series:CDS; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:No RoHS Compliant: No
	Cirrus Logic, Inc.

	27230B272JO0 27230B302JO0 27230B332JO0 27230B362JO	   High-Voltage Mica Capacitors Rectangular Case, High-Current and High-Voltage Circuits
CAPACITOR, MICA, 0.0075 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.00075 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.000075 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.75 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.075 uF, CHASSIS MOUNT
	Cornell Dubilier Electronics, Inc.
http://
Cornell Dubilier Electr...

	SM5002LDS SM5002LFS CF5002LA CF5002LB CF5002LC CF5	Datamate L-Tek DIL Female Crimp Hood Kit, for 5 5-way connector
Crystal Oscillator Module ICs 晶体振荡器模块集成电
Silver Mica Capacitor; Capacitance:1000pF; Capacitance Tolerance: 5%; Series:CDV30; Voltage Rating:1500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No 晶体振荡器模块集成电
	Nippon Precision Circuits I...
NPC[Nippon Precision Circuits Inc]
Seiko NPC Corporation
Seiko NPC, Corp.
Nippon Precision Circui...

	DDTBLO-R1U DDTB122TU-7 DDTB142JU-7 DDTB122LU-7 DDT	From old datasheet system
PNP PRE-BIASED 500 mA SOT-323 SURFACE MOUNT TRANSISTOR
Silver Mica Capacitor; Capacitance:62pF; Capacitance Tolerance: /- 5%; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:75VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:27000uF RoHS Compliant: Yes
	DIODES[Diodes Incorporated]
Diodes Inc.

	93AA46BT-I_MSG 93LC46BT-E/MS 93LC46BT-E/MSG 93LC46	1K Microwire Compatible Serial EEPROM 一千微丝兼容串EEPROM
IGBT Module; Transistor Polarity:N Channel; Collector Emitter Voltage, Vceo:600V; Collector Emitter Saturation Voltage, Vce(sat):1.7V; Power Dissipation, Pd:255W; Package/Case:Module; C-E Breakdown Voltage:600V 一千微丝兼容串行EEPROM
Film Capacitor; Voltage Rating:250VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.068uF; Capacitance Tolerance: /- 5%; Lead Pitch:10mm; Package/Case:C; Series:160; Termination:Radial Leaded RoHS Compliant: Yes 一千微丝兼容串行EEPROM
1K Microwire Compatible Serial EEPROM 一千微丝兼容串行EEPROM
RES,MF,1K,OHMS,1/4W,1% 一千微丝兼容串行EEPROM
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.56uF; Capacitance Tolerance: /- 10%; Lead Pitch:22.5mm; Leaded Process Compatible:No; Package/Case:O; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:4pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:4pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
RES 100K MF 1/4W F 0500LS 250V  T&R
93AA46A/B/C/ 93LC46A/B/C/ 93C46A/B/C Datasheet
IGBT Module; Continuous Collector Current, Ic:50A; Collector Emitter Saturation Voltage, Vce(sat):1.7V; Power Dissipation, Pd:125W; C-E Breakdown Voltage:600V; Collector Current:50A; Collector Emitter Voltage, Vceo:600V RoHS Compliant: Yes
Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.56uF; Capacitance Tolerance: 10%; Lead Pitch:22.5mm; Leaded Process Compatible:Yes; Package/Case:O; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:2pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:5pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:680pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:No RoHS Compliant: No
Special Function IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	Microchip Technology, Inc.
Microchip Technology Inc.
http://

	MCM01 MCM01-001CC090A-T MCM01-001CC090A-TF MCM01-0	SMT Clad RF Capacitors Multilayer High Power, High Temperature Mica and PTFE Capacitors
Mica Film Capacitor; Capacitance:3.3pF; Capacitance Tolerance: /- 0.5 pF; Working Voltage, DC:300V CAPACITOR, MICA, 500 V, 0.0000033 uF, SURFACE MOUNT
	Cornell Dubilier Electr...
Cornell Dubilier Electronics, Inc.

	MF25.6PF/-1PF250V MF28.2PF/-1PF250V MF44.7PF/-1PF5	CAPACITOR, MICA, 250 V, 0.0000056 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 250 V, 0.0000082 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 500 V, 0.0000047 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 500 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 63 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED
	Ironwood Electronics
Lattice Semiconductor, Corp.
Japan Aviation Electronics Industry, Ltd.

	CAT1022LE-30TE13 CAT1022LE-45TE13 CAT1022LE-42TE13	   Supervisory Circuits with I2C Serial 2k-bit CMOS EEPROM, Manual Reset and Watchdog Timer
1-CHANNEL POWER SUPPLY MANAGEMENT CKT, DSO8
Style A Potting Box Enclosure; Enclosure Material:ABS Plastic; External Height:1"; External Width:1.5"; External Depth:2"; Enclosure Color:Black 监控电路，带有I2C串行K位CMOS EEPROM中，手动复位和看门狗定时
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each CAT24FC02是一 KB的EEPROM的国56位每字举办的串行CMOS
Cable Gland (Clamp); Cable Bundle Diameter Max:0.315"; Thread Size:PG 9 监控电路，带有I2C串行K位CMOS EEPROM中，手动复位和看门狗定时
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国568位每字举办的串行CMOS
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一2 KB的EEPROM的国256位每字举办的串行CMOS
1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8 LEAD AND HALOGEN FREE, MSOP-8
1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8 LEAD AND HALOGEN FREE, TSSOP-8
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国56位每字举办的串行CMOS
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:30VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:78000uF RoHS Compliant: Yes
HARDWARE
Silver Mica Capacitor; Capacitance:24pF; Capacitance Tolerance: /- 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:24pF; Capacitance Tolerance: 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Surround-Sound CODEC IC; IC Function:Surround-Sound CODEC IC; Package/Case:64-LQFP; IC Generic Number:42428; Leaded Process Compatible
Audio CODEC IC; IC Function:Audio Codec; Package/Case:64-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:8; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:64-LQFP; IC Generic Number:42418; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:8; Operating Temp. Max:70 C; Operating Temp. Min:-10 C
DC37PF179C
0.094 IN  (2.39 MM) DIAMETER
Silver Mica Capacitor; Capacitance:750pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2000VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:64-LQFP; IC Generic Number:42426; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:6; Operating Temp. Max:70 C; Operating Temp. Min:-10 C
Silver Mica Capacitor; Capacitance:1000pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:110pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:100pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
	YEONHO Electronics Co., Ltd.
Vicor, Corp.
STMicroelectronics N.V.
Omron Electronics, LLC
TE Connectivity, Ltd.
Square D by Schneider Electric
Bourns, Inc.
BRILLIANCE SEMICONDUCTOR, Inc.
Atmel, Corp.
3M Company
Infineon Technologies AG
Cypress Semiconductor, Corp.
HIROSE ELECTRIC Co., Ltd.
ON Semiconductor
EEPROM
Catalyst Semiconductor

	DF14-3030SCF DF14-3030SCFA DF14-3031SCF DF14-3031S	8 CONTACT(S), MALE, RIGHT ANGLE TWO PART BOARD CONNECTOR, SURFACE MOUNT
Silver Mica Capacitor; Capacitance:43pF; Capacitance Tolerance: 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No
Single/Dual/Quad, 10MHz Single-Supply Op Amps
1.25mm Pitch Super Low profile Crimping Connector 1.25mm间距超低配置压着连接
7 CONTACT(S), MALE, RIGHT ANGLE TWO PART BOARD CONNECTOR, SURFACE MOUNT
4 CONTACT(S), MALE, RIGHT ANGLE TWO PART BOARD CONNECTOR, SURFACE MOUNT
5 CONTACT(S), MALE, RIGHT ANGLE TWO PART BOARD CONNECTOR, SURFACE MOUNT
	http://
HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	CAS1A4.7PF/-0.5PF300V CAS1B6.8PF/-0.5PF300V CAS1B4	CAPACITOR, MICA, 300 V, 0.0000047 uF, SURFACE MOUNT CHIP
CAPACITOR, MICA, 300 V, 0.0000068 uF, SURFACE MOUNT CHIP
	SPC Technology
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