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			PALCE22V10H-7JC5 - 24-Pin EE CMOS (Zero Power) Versatile PAL Device EE PLD, 20 ns, PQCC28 24-Pin EE CMOS (Zero Power) Versatile PAL Device EE PLD, 10 ns, PDIP24 Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Yellow; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes KPTC 8C 8#20 SKT PLUG Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:White; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Gray; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes 
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	Part No.	PALCE22V10H-7JC/5 PALCE22V10H-7PC/5 PALCE22V10H-5JC/5 PALCE22V10H-25PC/4 PALCE22V10H-15PC/4 PALCE22V10H-15SC/4 PALCE22V10Q-15PC/5 PALCE22V10H-15JC/4 PALCE22V10H-15JI/4 PALCE22V10Q-25PC/4 PALCE22V10Q-15JC/5 PALCE22V10Q-10JC/5 PALCE22V10Q-25JC/4 PALCE22V10H-15PI/4 PALCE22V10Q-10PC/5 PALCE22V10H-25SC/4 PALCE22V10H-20JI/4 PALCE22V10H-20PI/4 PALCE22V10Z-15JI PALCE22V10Z-15PI PALCE22V10H-25JI/4 PALCE22V10H-25JC/4 PALCE22V10H-25PI/4 PALCE22V10H-10JC/5 PALCE22V10Z-25JC PALCE22V10Z-25JI PALCE22V10Z-25PC PALCE22V10Z-25PI PALCE22V10Z-25SC PALCE22V10Z-25SI PALCE22V10H-10PC/5  

	Description	24-Pin EE CMOS (Zero Power) Versatile PAL Device EE PLD, 20 ns, PQCC28 
 24-Pin EE CMOS (Zero Power) Versatile PAL Device EE PLD, 10 ns, PDIP24
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Yellow; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
KPTC 8C 8#20 SKT PLUG
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:White; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Gray; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
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	Part: PALCE22V10H-7JC
	Maker: AMD(先进)
	Pack: PLCC
	Stock: 630
	Unit price 
									for :
	    
									50: $7.75
	  
									100: $7.37
	1000: 
									$6.98
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 			 Full text search : 24-Pin EE CMOS (Zero Power) Versatile PAL Device EE PLD, 20 ns, PQCC28 24-Pin EE CMOS (Zero Power) Versatile PAL Device EE PLD, 10 ns, PDIP24 Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Yellow; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes KPTC 8C 8#20 SKT PLUG Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:White; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Gray; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	ASM809TEUR-T ASM810TEUR ASM810SEUR ASM810REUR ASM8	4.00 V,  3 pin microcontroller power supply supervisor
4 V,  3 pin microcontroller power supply supervisor
2.93 V,  3 pin microcontroller power supply supervisor
3.08 V,  3 pin microcontroller power supply supervisor
2.63 V,  3 pin microcontroller power supply supervisor
4.38 V,  3 pin microcontroller power supply supervisor
4.63 V,  3 pin microcontroller power supply supervisor
3 Pin Microcontroller Power Supply Supervisor 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Low Power CPU Supervisors
	Alliance Semiconductor, Corp.
ALSC
Alliance Semiconductor Corporation
Alliance Semiconductor Corp...

	PIC12CE518-04/SN PIC12CE518-04E/SM PIC12CE518-04I/	8-Pin/ 8-Bit CMOS Microcontroller with EEPROM Data Memory
GIGABASE 350 CAT5E PATCH 6 FT, NON BOOT, PURPLE
HDMI (F) TO DVI (M)      24 PIN SWIVEL ADAPTER
Fuse; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
8-Pin, 8-Bit CMOS Microcontroller with EEPROM Data Memory 8引脚8位微控制器的CMOS EEPROM数据存储
IC-SM-8-BIT MCU 集成电路位微控制
	Microchip Technology Inc.
Microchip Technology, Inc.
Cinch Connectors

	PALCE16V8 P16V8 	EE CMOS (Zero-Power) 20-Pin Universal Programmable Array Logic
From old datasheet system
	Lattice

	ADM8660ARZ 	CMOS Switched-Capacitor Voltage Converter w/ Low Power Shutdown Pin
	Analog Devices

	PALLV16V8-10PC PALLV16V8Z-20JI PALLV16V8Z-20PI 	Low Voltage, Zero Power 20-Pin EE CMOS Universal Programmable Array Logic
	Lattice Semiconductor Corporation

	MAX821-MAX822 MAX822LUS-T MAX822MUS-T MAX822RUS-T 	4-Pin レP Voltage Monitors with Pin-Selectable Power-On Reset Timeout Delay 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
SCR Thyristor; Thyristor Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:400V; On State RMS Current, IT(rms):16A; Peak Non Repetitive Surge Current, Itsm:200A; Gate Trigger Current Max, Igt:25mA RoHS Compliant: Yes
4-PIN ヌP VOLTAGE MONITORS WITH PIN-SELECTABLE POWER-ON RESET TIMEOUT DELAY
4-Pin P Voltage Monitors with Pin-Selectable Power-On Reset Timeout Delay
4-Pin ?? Voltage Monitors with Pin-Selectable Power-On Reset Timeout Delay
4-Pin μP Voltage Monitors with Pin-Selectable Power-On Reset Timeout Delay
Microprocessor Voltage Monitors with Programmable Voltage Detection
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	SCI7700YAA SCI7700YNA SCI7701YPA SCI7700YAS SCI770	1-CHANNEL POWER SUPPLY SUPPORT CKT, PSSO3 PLASTIC, SOT-89, 3 PIN
CMOS VOLTAGE DETECTOR
	Integrated Device Technology, Inc.
Electronic Theatre Controls, Inc.
Maxim Integrated Products, Inc.
ETC
List of Unclassifed Manufacturers

	MAX1603 MAX1603EAI MAX159BMJA MAX159BEPA MAX159AEU	 2.7V, Low-Power, 2-Channel, 108ksps, Serial 10-Bit ADCs in 8-Pin MAX
 2.7V, Low-Power, 2-Channel, 108ksps, Serial 10-Bit ADCs in 8-Pin µMAX
Dual-Channel CardBus and PCMCIA VCC/VPP Power-Switching Networks
 2.7V, Low-Power, 2-Channel, 108ksps, Serial 10-Bit ADCs in 8-Pin ?MAX
 2.7V Low-Power 2-Channel 108ksps Serial 10-Bit ADCs in 8-Pin ?MAX
KPSE 12C 8#20 4#16 PIN RECP
 2.7V, Low-Power, 2-Channel, 108ksps, Serial 10-Bit ADCs in 8-Pin UMAX  2.7V、低功耗通道108ksps、串0位ADC引脚&micro;MAX封装
CAP 33UF 100V ELECT TG SMD
	Maxim Integrated Produc...
MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.
ADC
MAXIM INTEGRATED PRODUCTS INC

	TC1411EOA TC1411COA713 TC1411CPA TC1411EOA713 TC14	The TC1411/1411N are 1A CMOS buffer/drivers. They will not latch up under any conditions within their power and voltage ratings. ...
The TC1411/1411N are 1A CMOS buffer/drivers. They will not latch up under any conditions within their power and voltage ratings. They are not subject to damage when up to 5V of noise spiking of either polarity occurs on the ground pin. The
	Microchip

	7D5U5 7D12U5 7A12U5 7A12U15-15 7D5U15-15 7A5U15-15	8/14-Pin, Flash-Based 8-Bit CMOS Microcontrollers with nanoWatt Technology, -40C to  125C, 8-DFN, TUBE
MCU CMOS 8 LD 1K FLASH, -40C to  85C, 8-SOIC 150mil, T/R
MCU CMOS 8 LD 1K FLASH, -40C to  85C, 8-PDIP, TUBE
8-Pin Flash-Based 8-Bit CMOS Microcontrollers, -40C to  85C, 8-SOIC 150mil, T/R
Analog IC 模拟IC
	Glenair, Inc.

	P22-040I PA22-040 CM22-040 PA22-040I P22-040N P23-	MCU CMOS 40 LD 16MHZ 8K EPRM, 0C to  70C, 40-PDIP, TUBE
MCU CMOS 44 LD 16MHZ 8K EPRM, -40C to  85C, 44-TQFP, TRAY
MCU CMOS 44 LD 25MHZ 8K EPRM, -40C to  85C, 44-PLCC, TUBE
MCU CMOS 44 LD 33MHZ 8K EPRM, 0C to  70C, 44-TQFP, TRAY
14 pin PIC with falsh, comparator, midrange core, 1K words flash & 128 bytes, -40C to  85C, 14-TSSOP, TUBE
FLASH-Based 8-Bit CMOS Microcontroller, -40C to  85C, 20-SSOP 208mil, T/R
16-pin, 1.75KB, Flash, 72B RAM, 2x Comparator, 8MHz internal osc, HiVolt support, -40C to  85C, 14-TSSOP, T/R
MCU CMOS 44 LD 25MHZ 2K EPRM, 0C to  70C, 44-PLCC, TUBE
MCU CMOS 44LD 16MHz 8K EPRM, 0C to  70C, 44-TQFP, T/R
MCU CMOS 44 LD LOW PWR, 0C to  70C, 44-TQFP, TRAY
MCU CMOS 44 LD 25MHZ 2K EPRM, -40C to  85C, 44-MQFP, TRAY 模拟IC
MCU CMOS 44 LD 16MHZ 2K EPRM, 0C to  70C, 44-MQFP, TRAY 模拟IC
Analog IC 模拟IC
	Golledge Electronics, Ltd.

	TC1410N C1410COA C1410COA713 C1410CPA C1410CUA C14	The TC1410/1410N are 0.5V CMOS buffer/drivers. They will not latch up under any conditions within their power and voltage ratings. ...
The TC1410/1410N are 0.5V CMOS buffer/drivers. They will not latch up under any conditions within their power and voltage ratings. They are not subject to damage when up to 5V of noise spiking of either polarity occurs on the ground pin. T
   0.5A High-Speed MOSFET Drivers
	http://
MICROCHIP[Microchip Technology]
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