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			 Related Part Number
	
					PART	Description	Maker
	SGB-4333 	IC AMP AUDIO STER AB 8DIP
	Electronic Theatre Controls, Inc.

	SAA1099 	Microprocessor Controlled Stereo Sound Generator for Sound Effect and Music Synthesis
	Philips

	LTC1325 LTC1325CN LTC1325CSW LT1325 	From old datasheet system
Microprocessor-Controlled Battery Management System
	LINER[Linear Technology]

	Z8S18033VEC Z8S18006VEC Z8S18020VEC Z8S18010PEC Z8	   ENHANCED Z180 MICROPROCESSOR
CONN HDR INVERSE 30POS 5ROW R/A
ENHANCED Z180 MICROPROCESSOR 强化Z180微处理器
CONN POWER HEADER 4ROW 8POS P-F 8-BIT, MICROPROCESSOR, PQCC68
Moldable Putty Stick; Pack Quantity:1 RoHS Compliant: Yes 8-BIT, 10 MHz, MICROPROCESSOR, PDIP64
	ZiLOG, Inc.

	79RC32364 79RC32V364100DA 79RC32V364100DAI 79RC32V	RISController Embedded 32-bit Microprocessor, based on RISCore32300
RISControllerTM Embedded 32-bit Microprocessor
RC32364 Advanced 32-Bit RISC Embedded Microprocessor
	http://
IDT[Integrated Device Technology]

	ADM8694 ADM8692ARU ADM8693AN 	   Microprocessor Supervisory Circuits
bqTINY(TM) Linear 1-cell Li-Ion Charger w/ 1-A FET, Charge Enable & Term Enable in QFN-10 10-SON -40 to 85
0.3-6V; 400-600mW; microprocessor supervisory circuit. For microprocessor systems, computers, controlles, intelligent instruments, automotive systems
	Analog Devices, Inc.

	R80C188XL-25 SB80C188XL-25 TN80C188XL-25 TS80C188X	16-BIT, 25 MHz, MICROPROCESSOR, CQCC68 CERAMIC, LCC-68
16-BIT, 25 MHz, MICROPROCESSOR, PQFP80 SHRINK, QFP-80
16-BIT, 25 MHz, MICROPROCESSOR, PQCC68 PLASTIC, LCC-68
16-BIT, 25 MHz, MICROPROCESSOR, PQFP80 EIAJ, QFP-80
16-BIT, 12 MHz, MICROPROCESSOR, PQFP80 SHRINK, QFP-80
16-BIT, 12 MHz, MICROPROCESSOR, CPGA68 CERAMIC, PGA-68
16-BIT, 25 MHz, MICROPROCESSOR, CPGA68 CERAMIC, PGA-68
	Intel, Corp.

	80C88/883 80C88 	Microprocessor, 8/16 Bit, CMOS, 883 Compliant, Process Speed 8MHz
Microprocessor, 8/16 Bit, CMOS, Process Speed 5 and 8MHz
Microprocessor 3.08V Reset Monitor, -40C to  125C, 3-SC-70, T/R 16位产品的CMOS微处理器
	Intersil

	ADM1818-10AKS-REEL ADM1818-20AKS-REEL ADM1818-10AK	Microprocessor Supervisory in SOT-23 with Manual Push Button Option
Microprocessor Supervisory in SOT-23 with Open Drain Output Choices
Microprocessor Supervisory in SOT-23 with Active High Push-Pull Output
	Analog Devices

	LT3439EFE LT3439 LT3439EFEPBF LT3439EFETRPBF 	Slew Rate Controlled Ultralow Noise 1A Isolated DC/DC Transformer Driver; Package: TSSOP; No of Pins: 16; Temperature Range: -40&deg;C to  125&deg;C 1.65 A SWITCHING REGULATOR, 250 kHz SWITCHING FREQ-MAX, PDSO16
Slew Rate Controlled Ultralow Noise1A Isolated DC/DC Transformer Driver
Microprocessor Crystal; Frequency:27MHz; Frequency Tolerance:20ppm; Load Capacitance:18pF; Crystal Terminals:Radial Leaded; ESR:25ohm; Leaded Process Compatible:Yes; Mounting Type:Through Hole; No. of Pins:2 RoHS Compliant: Yes
	Linear Technology, Corp.
Linear Technology Corporation

	MCF5251 MCF5251CVM140 MCF5251VM140 	ColdFire庐 Microprocessor
ColdFire? Microprocessor
	Freescale Semiconductor, Inc
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