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			 Related Part Number
	
					PART	Description	Maker
	FNQ-4 	Cartridge Fuse; Current Rating:4A; Voltage Rating:500V; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Body Material:Fiber; Diameter:0.406mm; Fuse Terminals:Ferrule; Length:38.1mm; Series:FNQ RoHS Compliant: Yes
	COOPER INDUSTRIES

	215200 215025 217040 217040P 215800 215400 215250 	5 x 20 mm Time Lag Fuse (Slo-Blo Fuse)
5 x 20 mm Fast-Acting Fuse
	LITTELFUSE[Littelfuse]

	Z80C30-10CME Z85C3008CME Z85C3008/CMB Z85C3010CMB 	FUSEHOLDR 2AG PNL MNT SOLDER QC
Cartridge Fuse; Current Rating:80mA; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:5 x 20 mm; Body Material:Glass; Diameter:5mm; Fuse Terminals:Ferrule; Length:20mm; Series:218XE 通信控制
Communications Controller 通信控制
	ZiLOG, Inc.

	Z86B0712PEC 	Leaded Cartridge Fuse; Current Rating:250mA; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Time Delay; Voltage Rating:250V; Body Material:Ceramic; Diameter:6.985mm; Fuse Size/Group:1/4 x 1-1/4 &quot; RoHS Compliant: Yes 8位微控制
	Pasternack Enterprises, Inc.

	ABC-20-R ABC-1-12-R ABC-1-R ABC-10-R ABC-10A ABC-1	Cartridge Fuse; Current Rating:20A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:1/4 x 1-1/4 "; Body Material:Ceramic; Diameter:6.35mm; Fuse Terminals:Ferrule; Length:31.75mm; Packaging:Bulk; Series:ABC RoHS Compliant: Yes
1/4 x 1 1/4 Fast-Acting Ceramic Tube Fuses
	COOPER INDUSTRIES
Cooper Bussmann, Inc.

	CC1051CPGRB20X127/12D100GRB012VI CC1051CPGRB20X127	ELECTRIC FUSE, 12A, 1000VDC, INLINE/HOLDER
ELECTRIC FUSE, 8A, 1000VDC, INLINE/HOLDER
ELECTRIC FUSE, 32A, 1000VDC, INLINE/HOLDER
ELECTRIC FUSE, 25A, 1000VDC, INLINE/HOLDER
ELECTRIC FUSE, 16A, 1000VDC, INLINE/HOLDER
ELECTRIC FUSE, 10A, 1000VDC, INLINE/HOLDER
ELECTRIC FUSE, 63A, 1000VDC, INLINE/HOLDER
ELECTRIC FUSE, 20A, 1000VDC, INLINE/HOLDER
ELECTRIC FUSE, 6A, 1000VDC, INLINE/HOLDER
ELECTRIC FUSE, 40A, 1000VDC, INLINE/HOLDER
	Mersen

	3404.0044.XX 3404.0019.XX 3404.0014.XX 3404.0043.X	FAST BLOW ELECTRIC FUSE, 6.3A, 125VAC, 125VDC, 100A (IR), SURFACE MOUNT
FUSE, SMD, 125V, 8A; Current, fuse rating:8A; Voltage rating, AC:125V; Fuse type, blowing characteristic:Quick Acting F RoHS Compliant: Yes FAST BLOW ELECTRIC FUSE, 8A, 125VAC, 125VDC, 100A (IR), SURFACE MOUNT
Surface Mount Fuse, 7.4 x 3.1 mm, Quick-Acting F, 125 VAC, 125 VDC
	SCHURTER AG
Schurter Inc.

	KLPC3500 KLPC6000 KLPC650 KLPC700 KLPC5000 KLPC100	KLPC series POWR-PRO class L fuse. Time-delay. 3500A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 350A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 6000A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 650A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 700A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 5000A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1000A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1200A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1100A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1300A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1350A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1400A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1500A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1800A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1600A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1900A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 200A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 2000A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 900A, 600VAC, 480VDC.
	Littelfuse

	0154003.DR 0154.062DRL 0154.062DRTL 0154.080DRTL 0	NANO2? > 154 OMNI-BLOK? Fuse and Holder Combination
154/154T/154L/154TL Series OMNI-BLOK? Fuse and Holder Assembly
Easy fuse replacement Miniature size Wide operating temperature range
	Littelfuse

	LP-CC-2-1/2 LP-CC-25 LP-CC-9 LP-CC-10 	Cartridge Fuse; Current Rating:2.5A; Voltage Rating:600VAC; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Series:LP-CC TIME DELAY BLOW ELECTRIC FUSE, 2.5A, 600VAC, 300VDC, 200000A (IR), INLINE/HOLDER
Cartridge Fuse; Current Rating:25A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:10.31 x 38.1mm; Diameter:10.3124mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:38.1mm RoHS Compliant: No
Cartridge Fuse; Current Rating:9A; Voltage Rating:600VAC; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:LP-CC RoHS Compliant: No
Cartridge Fuse; Current Rating:10A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:10.31 x 38.1mm; Diameter:10.3124mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:38.1mm RoHS Compliant: No
	Cooper Bussmann, Inc.
COOPER INDUSTRIES

	0FHA0001 0FHA0002 0FHA0001ZXJ 	INLINE FUSE HOLDER FOR ATO STYLE BLADE FUSE
	Littelfuse

	01520001TXN941 	Fuse Holder for MAXI? Style Blade Fuse
	Littelfuse
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