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			JQC-4 - Small size, heavy contact load, capable of standing strong current of 40A at 14VDC. 体积小，重接触载荷，能够强有力的地位40A的电4VDC 
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	Part: JQ1A-12V
	Maker: NAIS
	Pack: 新
	Stock: Reserved
	Unit price 
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			 Related Part Number
	
					PART	Description	Maker
	JQC-407 	Small size, heavy contact load, capable of standing strong current of 40A at 14VDC
	DB Lectro Inc.

	NV23K-C NV23K-A 	Heavy contact load switching current up to 30A
Heavy contact load switching current up to 30A.
	HuaXinAn Electronics CO...

	REL-F104 	KAMMRELAIS ?, contact F 104, size 2, heavy-duty contact, 2 PDTs, input voltage 24 V DC
	PHOENIX CONTACT

	8048-000-01 8048-000-02 	Heavy Load DORT Acoustic Release Transponder
	Sonardyne sound in depth

	LDTS14 LDTS14A LDTS141 LDTS30 LDTS30A LDTS24A LDTS	HEAVY DUTY (LOAD DUMP) TRANSIENT VOLTAGE SUPPRESSOR
	http://
Microsemi Corporation

	WU400 WU100 WU101 WU102 WU103 WU104 WU105 WU106 WU	DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -12.0 VDC. Output current  -400 mA. Input current 10 mA(no load), 2520 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -15.0 VDC. Output current  -333 mA. Input current 10 mA(no load), 2510 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 15.0 VDC. Output current 667 mA. Input current 10 mA(no load), 2510 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 3.3 VDC. Output current 3000 mA. Input current 10 mA(no load), 2470 mA(full load).
10/15 Watts WU Series 10/15瓦吴系列
Nickel Cadmium Battery; Voltage Rating:1.2V; Battery Size Code:Sub C; Battery Capacity:2100mAh
Nickel Cadmium Battery; Voltage Rating:1.2V; Battery Size Code:Sub C; Battery Capacity:1900mAh; Battery Terminals:Pressure Contact
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 5.0 VDC. Output current 2000 mA. Input current 10 mA(no load), 2620 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 12.0 VDC. Output current 800 mA. Input current 10 mA(no load), 2520 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -5.0 VDC. Output current  -1000 mA. Input current 10 mA(no load), 2620 mA(full load).
	XPiQ
Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers
International Power Sources

	BL2450K08054T 	Surface mount ceramic balun with a small size of 2.00 x 1.25 x 0.95 mm (0805 size)..
	Frontier Electronics.

	02-08-1201 	Crimp Socket Contact; Wire Size (AWG):18-24; Contact Material:Brass; Contact Plating:Gold; Contact Termination:Crimp PHOSPHOR BRONZE, TIN (35) OVER COPPER FINISH, WIRE TERMINAL
	Molex, Inc.

	M393T5750BY0-CD5/CC M393T2950BZ0-CD5/CC M393T2953B	100 x 64 pixel format, TAB display
SWITCH, DPDT, CTR OFF LOCKING; Thread size:1/4 x 40UNS; Switch function type:DPDT Centre Off; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, RoHS Compliant: Yes
SWITCH, SPDT, CTR OFF; Thread size:1/4 x 40UNS; Switch function type:SPDT On-Off-Mom; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; RoHS Compliant: Yes
TVS BIDIRECT 1500W 16V SMC
DDR2 Registered SDRAM MODULE 240pin Registered Module based on 512Mb B-die 72-bit ECC
	SAMSUNG SEMICONDUCTOR CO. LTD.

	REL-B104 	KAMMRELAIS ?, contact B 104, size 1, low-level contact, 2 PDTs, input voltage 120 V AC
	PHOENIX CONTACT

	VE13P00251KED VE13P00461K VE17P00461K VE24P00461K 	VARISTOR METAL-OXIDE 320V 70J 645V-CV 230PF RAD.3 10MM-DIA T&R RESISTOR, VOLTAGE DEPENDENT, 320 V, 70 J, THROUGH HOLE MOUNT
Zinc Oxide Varistors VE/VF Types for Heavy Duty Applications (“P Series?
VE/VF Types for Heavy Duty Applications (P Series)
   VE/VF Types for Heavy Duty Applications (P Series)
   Zinc Oxide Varistors VE/VF Types for Heavy Duty Applications (“P Series?
	ITT Interconnect Solutions
AVX Corporation
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