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			EP9430-800 - Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: -40°C to 85°C; Package: 14-TSSOP Dual Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 20-PDIP Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP Dual Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 20-PDIP Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: -40°C to 85°C; Package DELAY LINE|FIXED TAPS|1-LINE|1-TAP|HYBRID|DIP|14PIN|PLASTIC 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料 Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料 Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料 Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料 



		
			
					
						
						[image: EP9430-800_367592.PDF Datasheet]



					
				
					 		
	Part No.	EP9430-800 EP9430-13 EP9430-95 EP9430-45 EP9430-40 EP9430-30 EP9430-55 EP9430-35 EP9430-15 EP9430-175 EP9430-20 EP9430-1000   

	Description	Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: -40°C to 85°C; Package: 14-TSSOP 
 Dual Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 20-PDIP
Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP
Dual Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 20-PDIP
Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: -40°C to 85°C; Package
DELAY LINE|FIXED TAPS|1-LINE|1-TAP|HYBRID|DIP|14PIN|PLASTIC 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料
Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料
Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料
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						 Fairchild Semiconductor, Corp. 
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 			 Full text search : Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: -40°C to 85°C; Package: 14-TSSOP Dual Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 20-PDIP Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP Dual Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 20-PDIP Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: -40°C to 85°C; Package DELAY LINE|FIXED TAPS|1-LINE|1-TAP|HYBRID|DIP|14PIN|PLASTIC 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料 Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料 Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料 Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	EPA209-30 EPA209-10 EPA209-100 EPA209-15 EPA209-2 	14 Pin DIP TTL Square-Wave Generator With Complimentary Output
Analog IC
Single Digitally-Controlled (XDCP™) Potentiometer (Push Button Controlled); Temperature Range: -40°C to 85°C; Package: 8-SOIC
Single Digitally-Controlled (XDCP™) Potentiometer (Push Button Controlled); Temperature Range: -40°C to 85°C; Package: 8-PDIP
	PCA ELECTRONICS INC.

	X93156UM8I-2.7 X93156UM8IZ-2.7 X93156WM8IZ-2.7T1 X	Single Digitally Controlled Potentiometer (XDCP?
Low Noise, Low Power, 3 wire Up/Down, 32 Taps
   Single Digitally Controlled Potentiometer (XDCP?
	Intersil Corporation

	X9119 X9119TB15 X9119TB15I-2.7 	Single Digitally-Controlled Potentiometer
	XICOR[Xicor Inc.]

	X9428YP X9428YP-2.7 X9428YPI X9428YPI-2.7 X9428YS 	Single Digitally Controlled Potentiometer
	INTERSIL[Intersil Corporation]

	ISL22316UFU10Z ISL22316 ISL22316UFRT10Z ISL22316WF	Single Digitally Controlled Potentiometer XDCP
	Intersil Corporation

	X9271 X9271TB X9271TB-2.7 X9271TBI X9271TBI-2.7 X9	Single Digitally-Controlled (XDCP) Potentiometer
	XICOR[Xicor Inc.]

	X9110TV14 X9110TV14Z-2.7 X9110 X9110TV14-2.7 X9110	Single Digitally-Controlled (XDCP) Potentiometer
	http://
INTERSIL[Intersil Corporation]

	X9420 X9420WP X9420WP-2.7 X9420WPI X9420WPI-2.7 X9	Single Digitally Controlled (XDCP) Potentiometer
	XICOR[Xicor Inc.]

	X9421 X9421WS X9421WS-2.7 X9421WSI X9421WSI-2.7 X9	Single Digitally Controlled (XDCP) Potentiometer
	XICOR[Xicor Inc.]

	X9421WS-2.7 X9421WV-2.7 	Single Digitally Controlled (XDCP) Potentiometer
	http://

	ISL23315TFRUZ-T7A ISL23315TFRUZ-TK 	Single, Low Voltage Digitally Controlled Potentiometer(XDCP?
	Intersil Corporation
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