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	Maker: AD
	Pack: SOP-8
	Stock: 33
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			 Related Part Number
	
					PART	Description	Maker
	AD830 5962-9313001MPA 	High Speed/ Video Difference Amplifier
	Analog Devices

	PEEL22LV10AZTI-35 22LV10AZ-25 PEEL22LV10AZJ-25 PEE	Video Difference Amplifier; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C 专用集成电路
Low Power, High Speed Operational Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 电可擦除可编程逻辑器件
ASIC 专用集成电路
EE PLD, 35 ns, PDIP24 0.300 INCH, PLASTIC, DIP-24
EE PLD, 35 ns, PDSO24 0.170 INCH, TSSOP-24
Video Difference Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Video Difference Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Electrically-Erasable PLD
Video Difference Amplifier; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
CMOS Programmable Electrically Erasable Logic Device
	Diodes, Inc.
Integrated Circuit Technology Corp
ETC[ETC]
List of Unclassifed Manufacturers

	AD829JCHIPS AD829JN AD829JR AD829JR-REEL AD829JR-R	High-Speed Low-Noise Video Op Amp
High-Speed/ Low-Noise Video Op Amp
High-Speed, Low-Noise Video Op Amp 1 CHANNEL, VIDEO AMPLIFIER, PDSO8
	AD[Analog Devices]
Analog Devices, Inc.

	ADV7123KSTZ140 ADV7123JSTZ240 ADV7123KSTZ50 ADV712	330 MHz Triple 10-Bit High Speed Video DAC; Package: LQFP; No of Pins: 48; Temperature Range: Commercial PARALLEL, WORD INPUT LOADING, 10-BIT DAC, PQFP48
CMOS, 330 MHz Triple 10-Bit High Speed Video DAC
   CMOS, 330 MHz Triple 10-Bit High Speed Video DAC
	Analog Devices, Inc.

	FSA203 	Multimedia High-Speed USB, Video, and Negative Swing Audio Switch with Video Amp/Filter
	Fairchild Semiconductor Corporation

	HI5735KCP FN4133 HI5735 HI5735KCB 	12-Bit, 80 MSPS, High Speed Video D/A Converter
From old datasheet system
12-Bit 80 MSPS High Speed Video D/A Converter
	INTERSIL[Intersil Corporation]

	5962F9467602VPA 5962F9467602VPC HS7B-1100RH-Q HS7-	Radiation Hardened/ Ultra High Speed Current Feedback Amplifier with Offset Adjust
Radiation Hardened, Ultra High Speed
Current Feedback Amplifier(抗辐射超高速电流反馈放大器)
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Radiation Hardened, Ultra High Speed Current Feedback Amplifier VIDEO AMPLIFIER, CDIP8
Radiation Hardened, Ultra High Speed Current Feedback Amplifier 1 CHANNEL, VIDEO AMPLIFIER, CDIP8
   Radiation Hardened, Ultra High Speed Current Feedback Amplifier
	Intersil Corporation
Intersil, Corp.

	2SC4605 E000965 	From old datasheet system
NPN EPITAXIAL TYPE (VIDEO OUTPUT FOR SUPER HIGH RESOLUTION DISPLAY HIGH SPEED SWITCHING APPLICATIONS)
	TOSHIBA[Toshiba Semiconductor]

	2SC4439 	TRANSISTOR SILICON NPN EPITAXIAL TYPE  VIDEO OUTPUT STAGE IN HIGH RESOLUTION DISPLAY. HIGH SPEED SWITCHING APPLICATIONS
	TOSHIBA

	VPH05 	FBET Hybrid IC Video Pack (VPH Series) Video Output Amplifiers For High-Definition TV
High Defintion Television, Projector Video Output Amplifier
	Sanyo Semicon Device
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