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			 Related Part Number
	
					PART	Description	Maker
	MAX127-MAX128 MAX128 MAX128ACAI MAX128ACNG MAX128A	Multirange,  5V, 12-Bit DAS with 2-Wire Serial Interface
Multirange  5V 12-Bit DAS with 2-Wire Serial Interface
Multirange. 5V.12-Bit DAS with 2-Wire Serial Interface
Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:15-15 RoHS Compliant: No
多量程，5V的，12位DAS线串行接
	Maxim Integrated Produc...
MAXIM - Dallas Semiconductor
Maixm
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	AD5325BRMZ-REEL7 AD5340 AD5341 AD5342 AD5300 AD533	2.5 V to 5.5 V, 500 &#181;A, 2-Wire Interface Quad Voltage Output 12-Bit DAC in a 10-Lead MicroSOIC Package; Package: MSOP; No of Pins: 10; Temperature Range: Industrial SERIAL INPUT LOADING, 8 us SETTLING TIME, 12-BIT DAC, PDSO10
2.5 V to 5.5 V, 500 μA, 2-Wire Interface Interface
2.5 V to 5.5 V, 500 muA, 2-Wire Interface Quad Voltage Output, 8-/10-/12-Bit DACs
2.5 V to 5.5 V, 500 A, 2-Wire Interface Quad Voltage Output, 8-/10-/12-Bit DACs
   2.5 V to 5.5 V, 500 μA, 2-Wire Interface Interface
	Analog Devices, Inc.

	ISL96017UIRT8Z 	128-Tap DCP, 16kbit EEPROM, and I2C Serial Interface 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 128 POSITIONS, PDSO8
	Intersil, Corp.

	X9221AYPI X9221AYSZ X9221AYS X9221AYSIZ X9221A X92	Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SOIC DUAL 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO20
64 Taps, 2-Wire Serial Bus DUAL 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO20
	INTERSIL[Intersil Corporation]
Intersil, Corp.

	MAX5363 MAX5363EUT-T MAX5364 MAX5364EUT-T MAX5365 	Low-Cost, Low-Power, 6-Bit DACs with 3-Wire Serial Interface in SOT23 SERIAL INPUT LOADING, 20 us SETTLING TIME, 6-BIT DAC, PDSO6
Low-Cost Low-Power 6-Bit DACs with 3-Wire Serial Interface in SOT23
" Low-Cost, Low- Power, 6-Bit DACs with 3-Wire Serial Interface in SOT23"
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	CAT5259YI-50TE13 CAT5259 CAT5259JI-00TE13 CAT5259J	Quad DPP with 256 Taps and 2-wire Interface
Replaced by DSD1794A : 132dB SNR Highest Performance Stereo Audio DAC (H/W Control) 28-SSOP
QUAD 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24 LEAD-FREE, TSSOP-24
QUAD 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24 LEAD-FREE, TSSOP-24
Quad Digitally Programmable Potentiometers (DPP) with 256 Taps and 2-wire Interface 四数字可编程电位计（民进党）256丝锥2线接
Quad Digitally Programmable Potentiometers (DPP) with 256 Taps and 2-wire Interface 四数字可编程电位计（民进党）56丝锥线接
	CATALYST[Catalyst Semiconductor]
ON Semiconductor

	R1EX24256BTAS0G R1EX24256BSAS0G R1EX24256BSAS0G-15	Two-wire serial interface 256k EEPROM
Two-wire serial interface 256k EEPROM (32-kword ?8-bit)
	Renesas Electronics Corporation

	X9408YP24-2.7 X9408WP24-2.7 	QUAD 2.5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDIP24 PLASTIC, DIP-24
10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDIP24
	Intersil, Corp.

	CAT5411_07 CAT5411WI-00 CAT5411WI-00-T1 CAT5411WI-	DUAL 50K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 ROHS COMPLIANT, MO-153, TSSOP-24
DUAL 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 ROHS COMPLIANT, MO-153, TSSOP-24
Dual Digitally Programmable Potentiometers (DPP TM) with 64 Taps and SPI Interface
	ON Semiconductor
CATALYST[Catalyst Semiconductor]
http://

	X9438WP24-2.7 X9438WP24I-2.7 X9438WS24I-2.7 X9438W	VGA VIDEO CABLE 25 FT MM DUAL 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDIP24
VGA VIDEO CABLE 75 FT MM DUAL 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDIP24
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:19 x 36; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Dual Digitally Controlled Potentiometer (XDCP) with Operational Amplifier
	Intersil, Corp.
数字电位
INTERSIL[Intersil Corporation]

	AD5233BRU10 AD5233BRU50-REEL7 AD5231 AD5231BRU10 A	32-Tap. Nonvolatile. Linear-Taper Digital Potentiometers in SOT23 QUAD 50K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
32-Tap. Nonvolatile. Linear-Taper Digital Potentiometers in SOT23 QUAD 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
32-Tap. Nonvolatile. Linear-Taper Digital Potentiometers in SOT23 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 1024 POSITIONS, PDSO16
Ceramic Disc Capacitor; Capacitance:0.1uF; Capacitance Tolerance: 20%; Series:UK; Termination:Radial Leaded; Dielectric Characteristic:Y5P; Features:Low-Voltage
Nonvolatile Memory Digital Potentiometers
	ANALOG DEVICES INC
Analog Devices, Inc.
AD[Analog Devices]

	AD5242-EVAL AD5242BR10 AD5242BR100-REEL7 AD5242BRU	Dual-Channel, I2C® Compatible, 256 Position, Digital Potentiometer
Audio digital potentiometers 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO14
Audio digital potentiometers 1000K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO14
Audio digital potentiometers DUAL 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO16
	Analog Devices, Inc.
ANALOG DEVICES INC
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