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			0259375TX832 - Dual, Temperature-Controlled Resistors with Internally Calibrated Monitors and Password Protection KLEINSTSICHERUNG 160MA 8-/4-Channel, ±VREF Multirange Inputs, Serial 16-Bit ADCs 8-/4-/2-Channel, 12-Bit, Simultaneous-Sampling ADCs with ±10V, ±5V, and 0 to  5V Analog Input Ranges KLEINSTSICHERUNG 80MA KLEINSTSICHERUNG FLINK 500M KLEINSTSICHERUNG 50MA KLEINSTSICHERUNG 200MA KLEINSTSICHERUNG FLINK 750M KLEINSTSICHERUNG FLINK 125M KLEINSTSICHERUNG 100MA KLEINSTSICHERUNG 250MA Fuse KLEINSTSICHERUNG FLINK 375M KLEINSTSICHERUNG FLINK 3.75 KLEINSTSICHERUNG FLINK 62MA KLEINSTSICHERUNG FLINK 62MA KLEINSTSICHERUNG FLINK 250M KLEINSTSICHERUNG FLINK 2.5 High interrupting rating 
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	Part No.	0259.375TX832 242.1 0259.062TX832 0242.160TX832A 259.25 259.75 0242.080TX832A 0259.500TX832 0259.250TX832 0242.050TX832A 0242.200TX832A 0259.750TX832 0259.125TX832 0242.100TX832A 0242.250TX832A 0242.100UA1 2590.125 0259001.   

	Description	Dual, Temperature-Controlled Resistors with Internally Calibrated Monitors and Password Protection 
 KLEINSTSICHERUNG 160MA
8-/4-Channel, ±VREF Multirange Inputs, Serial 16-Bit ADCs
8-/4-/2-Channel, 12-Bit, Simultaneous-Sampling ADCs with ±10V, ±5V, and 0 to  5V Analog Input Ranges
KLEINSTSICHERUNG 80MA
KLEINSTSICHERUNG FLINK 500M
KLEINSTSICHERUNG 50MA
KLEINSTSICHERUNG 200MA
KLEINSTSICHERUNG FLINK 750M
KLEINSTSICHERUNG FLINK 125M
KLEINSTSICHERUNG 100MA
KLEINSTSICHERUNG 250MA
Fuse
KLEINSTSICHERUNG FLINK 375M KLEINSTSICHERUNG FLINK 3.75
KLEINSTSICHERUNG FLINK 62MA KLEINSTSICHERUNG FLINK 62MA
KLEINSTSICHERUNG FLINK 250M KLEINSTSICHERUNG FLINK 2.5
High interrupting rating
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			 Related Part Number
	
					PART	Description	Maker
	254990 254991 254983 254978 254995 241303 241301 2	16-Bit ADCs, 150ksps, 3.3V Single Supply
SIGN DRINKING WATER
SIGN INFORMATION
Dual Temperature-Controlled NV Variable Resistor & Memory
SIGN TEL.FOR DISABLED
SIGN TOILET FOR DISABLED
SIGN MEETING POINT
Dual Temperature-Controlled NV Variable Resistor &amp; Memory 标志饮用
SIGN ENTRANCE FOR DISABLED 入口标志，残疾人
SIGN ELEVATOR 标志电梯
	Maxim Integrated Products, Inc.

	DS1847B-050 	Dual Temperature-Controlled NV Variable Resistor DUAL 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PBGA16
	Maxim Integrated Products, Inc.

	DS1859 	Dual, Temperature-Controlled Resistors with Internally Calibrated Monitors
	MAXIM - Dallas Semiconductor

	DS1859E-015TAMPR DS1859E-050TAMPR 	Dual, Temperature-Controlled Resistors with Internally Calibrated Monitors DUAL DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO16
Dual, Temperature-Controlled Resistors with Internally Calibrated Monitors DUAL 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO16
	Maxim Integrated Products, Inc.

	EP9430-65 EP9430-80 EP9430-11 EP9430-85 EP9430-75 	Dual Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 20-PDIP
Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70°C; Package: 20-PDIP
Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP
Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: -40°C to 85°C; Package: 20-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP T&R
Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SOIC 抽头延迟
Tapped Delay Line 抽头延迟
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP 抽头延迟
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 抽头延迟
	Belden, Inc.

	EP8203-HL EP8200-HL EP8214-HL EP8209-HL EPA073HL-3	CPU Supervisor with 4k SPI EEPROM; Temperature Range: -40°C to 85°C; Package: 8-PDIP
CPU Supervisor with 4k SPI EEPROM; Temperature Range: -40°C to 85°C; Package: 8-MSOP
CPU Supervisor with 4k SPI EEPROM; Temperature Range: -40°C to 85°C; Package: 14-TSSOP
CPU Supervisor with 4k SPI EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Tapped Delay Line
Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-TSSOP
Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: 0&degC to 70°C; Package: 24-SOIC
CPU Supervisor with 4k SPI EEPROM; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
CPU Supervisor with 4k SPI EEPROM; Temperature Range: 0&degC to 70°C; Package: 8-PDIP
Dual Digitally Controlled Potentiometers (XDCPs™); Temperature Range: -40°C to 85°C; Package: 14-TSSOP
RTC Module With CPU Supervisor 时钟模块CPU监控
	3M Company

	X9261TS24I-2.7T1 X9261TS24IZ-2.7T1 X9261TS24Z-2.7T	Dual Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC T&amp;R DUAL 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
Dual Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R DUAL 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
	Intersil, Corp.

	EP9810M-600 EP9810M-1000 EP9810M-25 EP9810M-150 EP	Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Tapped Delay Line
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-PDIP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-MSOP
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP 抽头延迟
	Ecliptek, Corp.

	TC620CVOA TC620 TC621 TC621XEPA TC620XCOA TC620XCP	5V, dual trip point temperature sensors, low true control output
(TC620 / TC621) Dual Trip Point Temperature Sensors
The TC620 and TC621 are programmable logic output temperature detectors designed for use in thermal management applications. The TC620 features an on-board temperature sensor, while the TC621 connects to an external NTC thermistor for remo
	MICROCHIP[Microchip Technology]

	EPA1825-10 EPA1825-100 EPA1825-11 EPA1825-12 EPA18	Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP
DELAY LINE|FIXED TAPS|3-LINE|1-TAP|HYBRID|DIP|14PIN|PLASTIC 延迟线|定额丝锥| 3线| 1 -技术咨询|混合|双酯| 14PIN |塑料
Tapped Delay Line 抽头延迟
Single Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 14-TSSOP
Single Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 16-SOIC
14 Pin DIP High Precision Triple Output TTL Compatible Active Delay Lines
	Analog Devices, Inc.
NXP Semiconductors N.V.
PCA ELECTRONICS INC.

	EPA073-100 EPA073-1000 EPA073-900 EPA073-700 EPA07	Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-PDIP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Tapped Delay Line 抽头延迟
	Air Cost Control
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