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			R3111Q231C - Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes PHOTODIODE 850NM 5MM CLEAR TO-92 PHOTODIODE 900NM 3MM W/FILTER Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Thick Film Chip Resistor  - RMC 1/2 2.2 5% R Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:White; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Purple; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes PHOTODIODE 900NM 5MM W/FILTER Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes LOW VOLTAGE DETECTOR 低电压检 Analog IC 模拟IC SCREW, #12-24 X 1/2 低电压检 Thick Film Chip Resistor - RMC 1/2 36K 5% R 模拟IC Thick Film Chip Resistor - RMC 1/2 383 1% R 模拟IC Thick Film Chip Resistor - RMC 1/2 37.4 1% R 模拟IC ER 14C 14#16 PIN RECP BOX 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBCY3 LOW VOLTAGE DETECTOR 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBCY3 LOW VOLTAGE DETECTOR 1-CHANNEL POWER SUPPLY SUPPORT CKT, PSSO3 Time-Delay Relay; Contacts:SPDT; Time Range:2 to 60 Sec; Mounting Type:Plug In; Timing Function:On-Delay; Contact Carry Current:5A; Contact Carrying Power:3VA; Relay Mounting:Plug-In; Relay Terminals:8-Pin Octal; Supply Voltage:120V 低电压检    LOW VOLTAGE DETECTOR 
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	Part No.	R3111Q231C R3111Q191A R3111Q191C R3111N521A R3111N521C R3111A1.01A- R3111A1.01C- R3111A1.01C-TR R3111A1.01A-TR R3111A2.01A- R3111A2.01C- R3111A2.01A-TR R3111A2.01C-TR R3111A2.11C- R3111A2.11A-TR R3111A2.11C-TR R3111E271A-TZ R3111H541A-TZ R3111E541A-TZ R3111H361A-TZ R3111E091A-TZ R3111H361C-TZ R3111E091C-TZ R3111H541C-TZ R3111H271C-TZ R3111N181C-T1 R3111N361A-TZ R3111N361C-TZ R3111N361C-T1 R3111E181A-TZ R3111H451A-TZ  

	Description	Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 
 PHOTODIODE 850NM 5MM CLEAR TO-92
PHOTODIODE 900NM 3MM W/FILTER
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Thick Film Chip Resistor  - RMC 1/2 2.2 5% R
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:White; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Purple; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
PHOTODIODE 900NM 5MM W/FILTER
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
LOW VOLTAGE DETECTOR 低电压检
Analog IC 模拟IC
SCREW, #12-24 X 1/2 低电压检
Thick Film Chip Resistor - RMC 1/2 36K 5% R 模拟IC
Thick Film Chip Resistor - RMC 1/2 383 1% R 模拟IC
Thick Film Chip Resistor - RMC 1/2 37.4 1% R 模拟IC
ER 14C 14#16 PIN RECP BOX 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBCY3
LOW VOLTAGE DETECTOR 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBCY3
LOW VOLTAGE DETECTOR 1-CHANNEL POWER SUPPLY SUPPORT CKT, PSSO3
Time-Delay Relay; Contacts:SPDT; Time Range:2 to 60 Sec; Mounting Type:Plug In; Timing Function:On-Delay; Contact Carry Current:5A; Contact Carrying Power:3VA; Relay Mounting:Plug-In; Relay Terminals:8-Pin Octal; Supply Voltage:120V 低电压检
   LOW VOLTAGE DETECTOR
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						 Mitsubishi Electric, Corp. 
 RICOH electronics devices division
http://
Ricoh Co., Ltd.
Infineon Technologies AG
Cooper Bussmann, Inc.
Yageo, Corp.
ZETTLER electronics GmbH
ITT, Corp.
Jameco Electronics
Kingbright, Corp.
California Eastern Laboratories, Inc.
Electronic Theatre Controls, Inc.
Marktech Optoelectronics
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 			 Full text search : Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes PHOTODIODE 850NM 5MM CLEAR TO-92 PHOTODIODE 900NM 3MM W/FILTER Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Thick Film Chip Resistor  - RMC 1/2 2.2 5% R Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:White; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Purple; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes PHOTODIODE 900NM 5MM W/FILTER Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes LOW VOLTAGE DETECTOR 低电压检 Analog IC 模拟IC SCREW, #12-24 X 1/2 低电压检 Thick Film Chip Resistor - RMC 1/2 36K 5% R 模拟IC Thick Film Chip Resistor - RMC 1/2 383 1% R 模拟IC Thick Film Chip Resistor - RMC 1/2 37.4 1% R 模拟IC ER 14C 14#16 PIN RECP BOX 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBCY3 LOW VOLTAGE DETECTOR 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBCY3 LOW VOLTAGE DETECTOR 1-CHANNEL POWER SUPPLY SUPPORT CKT, PSSO3 Time-Delay Relay; Contacts:SPDT; Time Range:2 to 60 Sec; Mounting Type:Plug In; Timing Function:On-Delay; Contact Carry Current:5A; Contact Carrying Power:3VA; Relay Mounting:Plug-In; Relay Terminals:8-Pin Octal; Supply Voltage:120V 低电压检    LOW VOLTAGE DETECTOR   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	ASM1811R-5F_T ASM1811 ASM1811-10 ASM1811-10_T ASM1	Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:White/Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
From old datasheet system
Low Power 5V uP Reset Active LOW, Open - Drain Output 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBCY3
Hook-Up Wire; Conductor Size AWG:14; No. Strands x Strand Size:41 x 30; Jacket Color:Red; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:14; No. Strands x Strand Size:41 x 30; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
	ALSC[Alliance Semiconductor Corporation]
Alliance Semiconductor, Corp.

	110-97-610-41-001 110-97-624-41-001 110-97-628-41-	Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Green; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Purple; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Black; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Dual-in-line sockets Open frame Solder tail 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Yellow; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Color:Green; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Gray; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
MC 1,5/19-ST-3,5
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Shielded Paired Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:5; Features:Aluminium Foil/Tinned Copper Braid; Impedance:70ohm RoHS Compliant: Yes
	Amphenol, Corp.
TE Connectivity, Ltd.
PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]

	MHV12-180S15N MHV12-180S15P SHV12-1.0K2000P SHV12-	HV-Power Supplies 高压，电源供应器
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Purple; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:White; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
	ETI Systems
TRACO ELECTRONIC AG.
TRACO[Traco Electronic AG]
TRACOPOWER[TRACO Electronic AG]

	PS9851-1-V-F4 PS9851-2-V-F4-A PS9851-1 PS9851-1-A 	Power Resistor; Series:MK; Resistance:10kohm; Resistance Tolerance: /- 1 %; Power Rating:0.75W; Voltage Rating:400V; Temperature Coefficient: /-50 ppm; Mounting Type:Through Hole; Operating Temp. Min:0 C 高噪音减少，15 Mbps的CMOS输出引脚SSOP光耦合
HIGH NOISE REDUCTION, 15 Mbps CMOS OUTPUT TYPE 8-PIN SSOP PHOTOCOUPLER 高噪音减少，15 Mbps的CMOS输出引脚SSOP光耦合
Power Resistor; Series:MK; Resistance:100ohm; Resistance Tolerance: /- 1 %; Power Rating:0.75W; Voltage Rating:400V; Temperature Coefficient: /-50 ppm; Mounting Type:Through Hole; Operating Temp. Min:0 C 高噪音减少，15 Mbps的CMOS输出引脚SSOP光耦合
Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:Red; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:Yellow; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
RESISTOR, 100K OHM, 1%
Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:Purple; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:Blue; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
	NEC, Corp.
NEC Corp.
NEC[NEC]

	SK10EL11WDT SK10EL11WD SK100EL11W SK100EL11WD SK10	Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:10 x 30; Jacket Color:White; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
1:2 Differential Fanout Buffer
	Semtech Corporation

	2SC1318A 1318 2SA720A 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061, CSA Type AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
Silicon NPN epitaxial planer type(For low-frequency driver amplification)
	Panasonic Corporation
PANASONIC[Panasonic Semiconductor]

	PALCE22V10H-7JC/5 PALCE22V10H-7PC/5 PALCE22V10H-5J	24-Pin EE CMOS (Zero Power) Versatile PAL Device EE PLD, 20 ns, PQCC28
24-Pin EE CMOS (Zero Power) Versatile PAL Device EE PLD, 10 ns, PDIP24
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Yellow; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
KPTC 8C 8#20 SKT PLUG
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:White; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Gray; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	DTC12G-N DTC12C-N DTC12E-N DTC12-N 	Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
12A Bidirectional Thyristor
	Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]

	VN02AN VN02AN011Y VN02AN012Y 6066 VN02AN_012Y VN02	Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Voltage Nom.:600V RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Pink; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
HIGH SIDE SMART POWER SOLID STATE RELAY
From old datasheet system
	意法半导
STMICROELECTRONICS[STMicroelectronics]

	R3111Q231C R3111Q191A R3111Q191C R3111N521A R3111N	Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
PHOTODIODE 850NM 5MM CLEAR TO-92
PHOTODIODE 900NM 3MM W/FILTER
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Thick Film Chip Resistor  - RMC 1/2 2.2 5% R
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:White; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Purple; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
PHOTODIODE 900NM 5MM W/FILTER
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
LOW VOLTAGE DETECTOR 低电压检
Analog IC 模拟IC
SCREW, #12-24 X 1/2 低电压检
Thick Film Chip Resistor - RMC 1/2 36K 5% R 模拟IC
Thick Film Chip Resistor - RMC 1/2 383 1% R 模拟IC
Thick Film Chip Resistor - RMC 1/2 37.4 1% R 模拟IC
ER 14C 14#16 PIN RECP BOX 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBCY3
LOW VOLTAGE DETECTOR 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBCY3
LOW VOLTAGE DETECTOR 1-CHANNEL POWER SUPPLY SUPPORT CKT, PSSO3
Time-Delay Relay; Contacts:SPDT; Time Range:2 to 60 Sec; Mounting Type:Plug In; Timing Function:On-Delay; Contact Carry Current:5A; Contact Carrying Power:3VA; Relay Mounting:Plug-In; Relay Terminals:8-Pin Octal; Supply Voltage:120V 低电压检
   LOW VOLTAGE DETECTOR
	Mitsubishi Electric, Corp.
RICOH electronics devices division
http://
Ricoh Co., Ltd.
Infineon Technologies AG
Cooper Bussmann, Inc.
Yageo, Corp.
ZETTLER electronics GmbH
ITT, Corp.
Jameco Electronics
Kingbright, Corp.
California Eastern Laboratories, Inc.
Electronic Theatre Controls, Inc.
Marktech Optoelectronics
RICOH electronics devices d...
RICOH electronics devic...

	C2016.21.19 C20162119 	Hook-Up Wire, UL 1007, UL 1569, CSA TR-64, Gauge Size (AWG): 22, Conductor/Strands: 7/30
	General Cable Technologies Corporation
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