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			 Related Part Number
	
					PART	Description	Maker
	ACS704ELC-005 	Fully Integrated, Hall Effect-Based Linear Current Sensor with Voltage Isolation and a Low-Resistance Current Conductor
	Allegro MicroSystems, Inc.

	KMZ10 KMZ10A 	Speaker; Current Rating:14A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Magnetic field sensor
	PHILIPS[Philips Semiconductors]
NXP Semiconductors

	AM1S-0505S AM1S AM1S-1209S AM1S-0503S AM1S-1224S A	From old datasheet system
Voltage Regulator IC; Output Current:300mA; Output Voltage:1.8V; Package/Case:8-MSOP; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:1.8V
Voltage Regulator IC; Output Current:300mA; Output Voltage:3.3V; Package/Case:8-MSOP; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:3.3V
1 watt dc-dc converters 1瓦的DC - DC转换
Linear Voltage Regulator IC; Output Current Max:300mA; Supply Voltage Max:6V; Package/Case:8-MSOP; Current Rating:300mA; Leaded Process Compatible:No; Output Voltage Max:2.8V; Peak Reflow Compatible (260 C):No
Voltage Regulator IC; Package/Case:8-MSOP; Output Current:300mA; Output Voltage:2.5V; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:2.5V RoHS Compliant: No
	Aimtec
ETC
Electronic Theatre Controls, Inc.

	MDT2010 	Function Compatible With PIC16C56
8-bit micro-controller uses a fully static CMOS design technology
	Micon Design Technology
ETC
List of Unclassifed Manufacturers

	ISPPAC-CLK5510V-01T48C ISPPAC-CLK5510V-01T48I ISPP	LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Red; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:470nm
Backlight LED; Color:Infrared; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No
LED Area Light; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:150mA; Supply Voltage:24VDC; Wavelength:940nm
Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:530nm
Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:470nm 5500 SERIES, PLL BASED CLOCK DRIVER, 20 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP100
In-System Programmable Clock Generator with Universal Fan-Out Buffer 5500 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48
	Lattice Semiconductor Corporation
Lattice Semiconductor, Corp.

	AD394 AD394JM AD394SM AD394KM AD394TM AD395 AD395J	& 2kVDC Isolation; UL94V-0 Package Material; Optional Continuous Short Circuit Protected; Fully Encapsulated; Custom Solutions Available; Efficiency
ECONOLINE: RO & RE - Industry Standard Pinout- 1kVDC & 2kVDC Isolation- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Custom
uP Compatible Multiplying Quad 12-Bit D/A Converter
	Analog Devices, Inc.
AD[Analog Devices]

	ACS712 ACS71207 	   Fully Integrated, Hall Effect-Based Linear Current Sensor with 2.1 kVRMS Voltage Isolation and a Low-Resistance Current Conductor
	Allegro MicroSystems

	OPB370 OPB360 OPB365T55 	INDUCTOR SERIES:PM2110; INDUCTANCE:1.2UH; INDUCTANCEPROCESS COMPATIBLE:YES; CURRENT RATING:2.3A; EXTERNAE:SURFACE MOUNT; PEAK REFLOW COMPATIBLE (260 C):YES;
Slotted Op ti cal Switches
8K, 1K X 8 2.5V SERIAL EE, IND, -40C to  125C, 8-TSSOP, T/R OPTOKOPPLER晶体管AUSGANG
	OPTEK[OPTEK Technologies]
ETC
TT electronics OPTEK Technology

	STK12C68-IM STK12C68-L45IM STK12C68-L35IM STK12C68	NVRAM (EEPROM Based) NVRAM中（EEPROM的基础
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:3.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:1.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154
Fuse Holder; Mounting Type:PC Board Surface Mount; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:1.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Fuse Holder; Body Material:Thermoplastic; Current Rating:3A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154; Contact Material:Beryllium Copper; Contact Plating:Tin; Mounting Type:PC Board RoHS Compliant: Yes
Fuse Holder; Body Material:Thermoplastic; Current Rating:5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154; Contact Material:Beryllium Copper; Contact Plating:Tin; Mounting Type:PC Board RoHS Compliant: Yes
FUSE 5A LITTLEFUSE 154005
CMOS nvSRAM 8K x 8 AutoStore Nonvolatile Static RAM Industrial Temperature/Military Screen
	N.A.
ETC[ETC]
List of Unclassifed Manufacturers

	ACS713-16 	Fully Integrated, Hall Effect-Based Linear Current Sensor IC
	Allegro MicroSystems

	2302.25 229 229.250 229.350 229.375 229.500 229.60	Axial Lead and Cartridge Fuses - Subminiature Glass Body 轴向引线和墨盒保险丝-微型玻璃
Rocker Switch; Circuitry:SPST; Switch Operation:On-Off; Contact Current Max:10A; Leaded Process Compatible:Yes; Mounting Type:Panel; Switch Features:Rocker Actuator 轴向引线和墨盒保险丝-微型玻璃
Compatible:No; Mounting Type:Low Profile Jackscrew RoHS Compliant: No
Pushwheel Switch
SWITCH PUSHWHEEL HEX W/END 0-15
Geartooth Hall Effect Sensor; Supply Voltage Max:24VDC; Supply Voltage Min:4.75VDC; Supply Current Max:20mA; Sensor Terminals:Connector; Leaded Process Compatible:No; Output Type:Sink; Peak Reflow Compatible (260 C):No
Round SPDT,blank, white/white, unlighted
	Littelfuse, Inc.
LITTELFUSE[Littelfuse]
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