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			TSSOPSP3220ECYTR -  3.0V to  5.5V RS-232 Driver/Receiver Pair Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C 
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	Part No.	TSSOPSP3220ECY/TR WSOICSP3220ECT/TR SSOPSP3220ECA/TR SOICSP3220EBET/TR SSOPSP3220EBCA/TR SOICSP3220EBCT/TR TSSOPSP3220EBEY/TR SSOPSP3220EBEA/TR TSSOPSP3220EBCY/TR TYPESP3220EBCA   

	Description	 3.0V to  5.5V RS-232 Driver/Receiver Pair 
 Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C
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			 Related Part Number
	
					PART	Description	Maker
	MC145583DW ML145583 ML145583-7P 	3.3 Volt Only Driver/Receiver with an Integrated Standby Mode RS 232/EIA-232-E and CCITT V.28
	http://
LANSDALE Semiconductor Inc.

	TMS4063NL UA798HC UA711DM UA711MJB UA7307TC UA304 	Non-Muxed Address DRAM
3 band car audio processor
 /- 15 kV ESD protected 5 V RS-232 transceiver
5 V powered multi-channel RS-232 drivers and receivers
CMOS quad 3-state differential line driver
0.5A high-side driver industrial intelligent power switch
电压反馈运算放大
Rail-to-rail input/output 8 MHz operational amplifiers 模拟比较
x1 SRAM x1的SRAM
	STMicroelectronics N.V.

	ADM222 ADM242 ADM232A ADM222AARN ADM222AARW 	Nominal:5V; high-speed; 400mW; CMOS RS-232 driver/receiver. For computers, peripherals, modems, printers, instruments
Part of a family of high speed RS-232 line drivers/receivers offering transmission rates up to 200 kB/s
High Speed,  5V, 0.1 F CMOS RS-232 200kBPS Transceiver with 2 Drivers, 2 Receivers, Shutdown and Enable Pins
High Speed,  5V, 0.1 F CMOS RS-232 Transceiver with 2 Drivers, 2 Receivers, 200kBPS Data Rate and a Shutdown Pin
	Analog Devices

	MAX3188 MAX3188EUT-T MAX3188-MAX3189 MAX3189EUT-T 	1Mbps, 1µA RS-232 Transmitters in SOT23-6
1Mbps, 1μA RS-232 Transmitters in SOT23-6
1Mbps, 1A RS-232 Transmitters in SOT23-6
1Mbps 1A RS-232 Transmitters in SOT23-6
1Mbps, 1レA RS-232 Transmitters in SOT23-6
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	5962-9214701QSA 5962-9214701QRA 5962-9214701Q2A 	3.0V to 5.5V, Low-Power, up to 1Mbps, True RS-232 Transceivers Using Four 0.1µF External Capacitors
Dual 4-Bit Non-Inverting Buffer/Driver 位非反向缓冲驱动
&#177;15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers 位非反向缓冲驱动
	HIROSE ELECTRIC Co., Ltd.
Intersil, Corp.

	SP385E-1 SP385E-1CA SP385E-1CT SP385E-1EA SP385E-1	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
True  3V or  5V RS-232 Line Driver/Receiver
	SIPEX[Sipex Corporation]

	SP3220EB SP3220EBCA SP3220EBCT SP3220EBCY SP3220EB	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
High Speed  3.0V to  5.5V RS-232 Driver/Receiver Pair
	SIPEX[Sipex Corporation]

	MC145406 MC145406D MC145406N 145406 	EIA-232-D/V.28 driver/receiver
	NXP Semiconductors
PHILIPS[Philips Semiconductors]

	UPD4711B UPD4711BCX UPD4711BGS 	RS-232 LINE DRIVER/RECEIVER
	NEC[NEC]

	UPD4723GS-GJG-E1 UPD4723GS-GJG-E2 	3.3V applicability RS-232 line driver/receiver
	NEC

	CA82C50A-ID CA82C50A-IJ CA82C50A-IP CA82C50A-CD CA	UART
VERY LOW QUIESCENT CURRENT DUAL VOLTAGE REGULATOR
 /- 15 kV ESD protected 5 V RS-232 transceiver
5 V powered multi-channel RS-232 drivers and receivers
3 to 3.6 V, low power, up to 400 kbps RS-232 drivers and receivers 异步
	Advanced Analogic Technologies, Inc.

	MAX3311 MAX3311CUB MAX3311EUB MAX3311-MAX3313 MAX3	5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容
460kbps, 1&#181;A Supply Current, RS-232-Compatible Transceivers in &#181;MAX LINE TRANSCEIVER, PDSO10
Quad LVDS Receiver with -4 to 5V Common-mode Range 16-TSSOP -40 to 85
Dual LVDS Receiver with -4 to 5V Common-mode Range 8-SOIC -40 to 85
460kbps, 1μA Supply Current, RS-232-Compatible Transceivers in μMAX
460kbps, 1A Supply Current, RS-232-Compatible Transceivers in MAX
" 460kbps, 1?A Supply Current, RS-232-Compatible Transceivers in ?MAX"
460kbps 1A Supply Current RS-232-Compatible Transceivers in MAX
460KBPS, 1ヌA SUPPLY CURRENT, RS-232-COMPATIBLE TRANSCEIVERS IN ヌMAX
460kbps, 1レA Supply Current, RS-232-Compatible Transceivers in レMAX
460kbps, 1µA Supply Current, RS-232-Compatible Transceivers in µMAX
460kbps / 1A Supply Current / RS-232-Compatible Transceivers in MAX
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor
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