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			M295V100B - 8-Bit, 5 us Quad DAC, Parallel Input, Single / Dual Supply 20-PDIP -40 to 85 Hex 2-Input OR Drivers 20-SOIC 0 to 70 16-bit ES-PWM with 7-bit Device Level Brightness Control 32-QFN -40 to 85 16-Channel LED Driver w/DOT Correction &amp; Grayscale PWM Control &amp; No Delay 28-HTSSOP -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪 8-Bit, 5 us Quad DAC, Parallel Input, Single / Dual Supply 20-PDIP 0 to 70 1兆位28KB x84Kb的x16插槽，启动座单电源闪 16-Bit Constant-Current LED Sink Driver 24-SSOP/QSOP 1兆位28KB x84Kb的x16插槽，启动座单电源闪 Synchronous 8-Bit Up/Down Counters 24-SOIC 0 to 70 1兆位28KB x84Kb的x16插槽，启动座单电源闪 8-Bit, 5 us Quad DAC, Parallel Input, Single / Dual Supply 20-SOIC -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪 1 Mbit 128Kb x8 or 64Kb x16, Boot Block Single Supply Flash Memory 1兆位128KBx84Kbx16，有启动区域的单电源闪存 1 Mbit 128Kb x8 or 64Kb x16, Boot Block Single Supply Flash Memory 1兆位28KBx84Kbx16，有启动区域的单电源闪存 8-Bit, 5 us Quad DAC, Parallel Input, Simultaneous Update, Binary Input Coding 24-SOIC -25 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪 8-Bit, 5 us Quad DAC, Parallel Input, Simultaneous Update, Binary Input Coding 24-SOIC 0 to 70 1兆位28KB x84Kb的x16插槽，启动座单电源闪 16 Channel LED Driver with Dot Correction and Grayscale PWM Control 28-HTSSOP 1兆位28KB x84Kb的x16插槽，启动座单电源闪 16-Channel LED Driver w/EEprom DOT Correction &amp; Grayscale PWM Control 28-PDIP -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪 16-Channel LED Driver w/EEprom DOT Correction &amp; Grayscale PWM Control 28-HTSSOP -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪 8-Bit, 5 us Quad DAC, Parallel Input, Single / Dual Supply 20-SOIC 0 to 70 1兆位28KB x84Kb的x16插槽，启动座单电源闪 9-Bit Bus-Interface Flip-Flops With 3-State Outputs 24-SOIC 0 to 70 1兆位28KB x84Kb的x16插槽，启动座单电源闪 16-Channel LED Driver w/DOT Correction &amp; Grayscale PWM Control &amp; No Delay 32-QFN -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪 16-bit ES-PWM with 7-bit Device Level Brightness Control 28-HTSSOP -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪 Hex 2-Input AND Drivers 20-PDIP 0 to 70 16-Channel 12-bit PWM with 7-bit Dot Correction  28-HTSSOP -40 to 85 16-Channel, 12-Bit PWM LED Driver with 6-Bit Dot Correction and Pre-Charge FET 28-HTSSOP -40 to 85 16-Channel 12-bit PWM with 7-bit Dot Correction  32-QFN -40 to 85 4.5-Bits, 0.003 kSPS ADC, Muxed BCD Output, True Differential Input, 1 Ch. 28-SOIC 0 to 70 16-Channel LED Driver w/DOT Correction 32-HTSSOP -20 to 85 Synchronous 8-Bit Up/Down Counters 24-PDIP 0 to 70 16-Channel LED Driver w/EEprom DOT Correction & Grayscale PWM Control 28-PDIP -40 to 85 KK 156 Hdr Assy RtAn Bkwy 5 ckt Tin 9-Bit Bus-Interface Flip-Flops With 3-State Outputs 24-PDIP 0 to 70 16-Channel LED Driver w/EEprom DOT Correction & Grayscale PWM Control 32-QFN -40 to 85 16-Channel LED Driver w/EEprom DOT Correction & Grayscale PWM Control 28-HTSSOP -40 to 85 16-Channel LED Driver w/DOT Correction & Grayscale PWM Control & No Delay 32-QFN -40 to 85 10-Bit Bus-Interface Flip-Flops With 3-State Outputs 24-SOIC 0 to 70 Hex 2-Input AND Drivers 20-SOIC 0 to 70 1 Mbit 128Kb x8 or 64Kb x16 / Boot Block Single Supply Flash Memory 
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	Part No.	M295V100B M29F100-B70M1R M29F100-B70M6R M29F100-B70M3R M295V100-B70M6R M29F100-B70N1R M29F100-B70N3R M295V100-B70N3R M29F100-B70M3TR M295V100-B70N1R M29F100-B70M1TR M295V100-B70M1R M29F100-B70N6R M295V100-B70M3R M295V100-B70N6R M29F100-T70N6R M295V100-T70M1R M29F100-T70N3R M295V100-T70N6R M29F100-T70N1R M295V100-T70M6R M29F100-B90M3R M295V100-B90M6R M295V100-B90N6R M29F100-B90N1TR M29F100-B90N1R M29F100-B90XM1R M29F100-T70M6R M295V100-B90M3R M29F100-T70M3R M295V100-T70M3R  

	Description	8-Bit, 5 us Quad DAC, Parallel Input, Single / Dual Supply 20-PDIP -40 to 85 
 Hex 2-Input OR Drivers 20-SOIC 0 to 70
16-bit ES-PWM with 7-bit Device Level Brightness Control 32-QFN -40 to 85
16-Channel LED Driver w/DOT Correction &amp; Grayscale PWM Control &amp; No Delay 28-HTSSOP -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪
8-Bit, 5 us Quad DAC, Parallel Input, Single / Dual Supply 20-PDIP 0 to 70 1兆位28KB x84Kb的x16插槽，启动座单电源闪
16-Bit Constant-Current LED Sink Driver 24-SSOP/QSOP 1兆位28KB x84Kb的x16插槽，启动座单电源闪
Synchronous 8-Bit Up/Down Counters 24-SOIC 0 to 70 1兆位28KB x84Kb的x16插槽，启动座单电源闪
8-Bit, 5 us Quad DAC, Parallel Input, Single / Dual Supply 20-SOIC -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪
1 Mbit 128Kb x8 or 64Kb x16, Boot Block Single Supply Flash Memory 1兆位128KBx84Kbx16，有启动区域的单电源闪存
1 Mbit 128Kb x8 or 64Kb x16, Boot Block Single Supply Flash Memory 1兆位28KBx84Kbx16，有启动区域的单电源闪存
8-Bit, 5 us Quad DAC, Parallel Input, Simultaneous Update, Binary Input Coding 24-SOIC -25 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪
8-Bit, 5 us Quad DAC, Parallel Input, Simultaneous Update, Binary Input Coding 24-SOIC 0 to 70 1兆位28KB x84Kb的x16插槽，启动座单电源闪
16 Channel LED Driver with Dot Correction and Grayscale PWM Control 28-HTSSOP 1兆位28KB x84Kb的x16插槽，启动座单电源闪
16-Channel LED Driver w/EEprom DOT Correction &amp; Grayscale PWM Control 28-PDIP -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪
16-Channel LED Driver w/EEprom DOT Correction &amp; Grayscale PWM Control 28-HTSSOP -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪
8-Bit, 5 us Quad DAC, Parallel Input, Single / Dual Supply 20-SOIC 0 to 70 1兆位28KB x84Kb的x16插槽，启动座单电源闪
9-Bit Bus-Interface Flip-Flops With 3-State Outputs 24-SOIC 0 to 70 1兆位28KB x84Kb的x16插槽，启动座单电源闪
16-Channel LED Driver w/DOT Correction &amp; Grayscale PWM Control &amp; No Delay 32-QFN -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪
16-bit ES-PWM with 7-bit Device Level Brightness Control 28-HTSSOP -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪
Hex 2-Input AND Drivers 20-PDIP 0 to 70
16-Channel 12-bit PWM with 7-bit Dot Correction  28-HTSSOP -40 to 85
16-Channel, 12-Bit PWM LED Driver with 6-Bit Dot Correction and Pre-Charge FET 28-HTSSOP -40 to 85
16-Channel 12-bit PWM with 7-bit Dot Correction  32-QFN -40 to 85
4.5-Bits, 0.003 kSPS ADC, Muxed BCD Output, True Differential Input, 1 Ch. 28-SOIC 0 to 70
16-Channel LED Driver w/DOT Correction 32-HTSSOP -20 to 85
Synchronous 8-Bit Up/Down Counters 24-PDIP 0 to 70
16-Channel LED Driver w/EEprom DOT Correction & Grayscale PWM Control 28-PDIP -40 to 85
KK 156 Hdr Assy RtAn Bkwy 5 ckt Tin
9-Bit Bus-Interface Flip-Flops With 3-State Outputs 24-PDIP 0 to 70
16-Channel LED Driver w/EEprom DOT Correction & Grayscale PWM Control 32-QFN -40 to 85
16-Channel LED Driver w/EEprom DOT Correction & Grayscale PWM Control 28-HTSSOP -40 to 85
16-Channel LED Driver w/DOT Correction & Grayscale PWM Control & No Delay 32-QFN -40 to 85
10-Bit Bus-Interface Flip-Flops With 3-State Outputs 24-SOIC 0 to 70
Hex 2-Input AND Drivers 20-SOIC 0 to 70
1 Mbit 128Kb x8 or 64Kb x16 / Boot Block Single Supply Flash Memory
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 			 Full text search : 8-Bit, 5 us Quad DAC, Parallel Input, Single / Dual Supply 20-PDIP -40 to 85 Hex 2-Input OR Drivers 20-SOIC 0 to 70 16-bit ES-PWM with 7-bit Device Level Brightness Control 32-QFN -40 to 85 16-Channel LED Driver w/DOT Correction &amp; Grayscale PWM Control &amp; No Delay 28-HTSSOP -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪 8-Bit, 5 us Quad DAC, Parallel Input, Single / Dual Supply 20-PDIP 0 to 70 1兆位28KB x84Kb的x16插槽，启动座单电源闪 16-Bit Constant-Current LED Sink Driver 24-SSOP/QSOP 1兆位28KB x84Kb的x16插槽，启动座单电源闪 Synchronous 8-Bit Up/Down Counters 24-SOIC 0 to 70 1兆位28KB x84Kb的x16插槽，启动座单电源闪 8-Bit, 5 us Quad DAC, Parallel Input, Single / Dual Supply 20-SOIC -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪 1 Mbit 128Kb x8 or 64Kb x16, Boot Block Single Supply Flash Memory 1兆位128KBx84Kbx16，有启动区域的单电源闪存 1 Mbit 128Kb x8 or 64Kb x16, Boot Block Single Supply Flash Memory 1兆位28KBx84Kbx16，有启动区域的单电源闪存 8-Bit, 5 us Quad DAC, Parallel Input, Simultaneous Update, Binary Input Coding 24-SOIC -25 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪 8-Bit, 5 us Quad DAC, Parallel Input, Simultaneous Update, Binary Input Coding 24-SOIC 0 to 70 1兆位28KB x84Kb的x16插槽，启动座单电源闪 16 Channel LED Driver with Dot Correction and Grayscale PWM Control 28-HTSSOP 1兆位28KB x84Kb的x16插槽，启动座单电源闪 16-Channel LED Driver w/EEprom DOT Correction &amp; Grayscale PWM Control 28-PDIP -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪 16-Channel LED Driver w/EEprom DOT Correction &amp; Grayscale PWM Control 28-HTSSOP -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪 8-Bit, 5 us Quad DAC, Parallel Input, Single / Dual Supply 20-SOIC 0 to 70 1兆位28KB x84Kb的x16插槽，启动座单电源闪 9-Bit Bus-Interface Flip-Flops With 3-State Outputs 24-SOIC 0 to 70 1兆位28KB x84Kb的x16插槽，启动座单电源闪 16-Channel LED Driver w/DOT Correction &amp; Grayscale PWM Control &amp; No Delay 32-QFN -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪 16-bit ES-PWM with 7-bit Device Level Brightness Control 28-HTSSOP -40 to 85 1兆位28KB x84Kb的x16插槽，启动座单电源闪 Hex 2-Input AND Drivers 20-PDIP 0 to 70 16-Channel 12-bit PWM with 7-bit Dot Correction  28-HTSSOP -40 to 85 16-Channel, 12-Bit PWM LED Driver with 6-Bit Dot Correction and Pre-Charge FET 28-HTSSOP -40 to 85 16-Channel 12-bit PWM with 7-bit Dot Correction  32-QFN -40 to 85 4.5-Bits, 0.003 kSPS ADC, Muxed BCD Output, True Differential Input, 1 Ch. 28-SOIC 0 to 70 16-Channel LED Driver w/DOT Correction 32-HTSSOP -20 to 85 Synchronous 8-Bit Up/Down Counters 24-PDIP 0 to 70 16-Channel LED Driver w/EEprom DOT Correction & Grayscale PWM Control 28-PDIP -40 to 85 KK 156 Hdr Assy RtAn Bkwy 5 ckt Tin 9-Bit Bus-Interface Flip-Flops With 3-State Outputs 24-PDIP 0 to 70 16-Channel LED Driver w/EEprom DOT Correction & Grayscale PWM Control 32-QFN -40 to 85 16-Channel LED Driver w/EEprom DOT Correction & Grayscale PWM Control 28-HTSSOP -40 to 85 16-Channel LED Driver w/DOT Correction & Grayscale PWM Control & No Delay 32-QFN -40 to 85 10-Bit Bus-Interface Flip-Flops With 3-State Outputs 24-SOIC 0 to 70 Hex 2-Input AND Drivers 20-SOIC 0 to 70 1 Mbit 128Kb x8 or 64Kb x16 / Boot Block Single Supply Flash Memory   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AD7225 AD7225LN AD7225LR AD7225LP AD7225KN AD7225K	ECONOLINE: REC2.2-S_DR/H1 - 2.2W DIP Package- 1kVDC Isolation- Regulated Output- UL94V-0 Package Material- Continuous Short Circiut Protection
LC2MOS Quad 8-Bit DAC with Separate Reference Inputs PARALLEL, 8 BITS INPUT LOADING, 5 us SETTLING TIME, 8-BIT DAC, PDIP24
LC2MOS Quad 8-Bit DAC with Separate Reference Inputs PARALLEL, 8 BITS INPUT LOADING, 8-BIT DAC, PQCC28
LC2MOS Quad 8-Bit DAC with Separate Reference Inputs PARALLEL, 8 BITS INPUT LOADING, 8-BIT DAC, PDSO24
	Analog Devices, Inc.

	5962-9176402M3A 	Quad, 12-Bit DAC Voltage Output with Readback; Package: LCC:CER LEADLESS CHIP CARR; No of Pins: 28; Temperature Range: Industrial QUAD, PARALLEL, WORD INPUT LOADING, 6 us SETTLING TIME, 12-BIT DAC, CQCC28
	Analog Devices, Inc.

	MX566AKCWG MX565AJC/D-T MX565AKN MX566AJCWG MAX571	PARALLEL, WORD INPUT LOADING, 0.25 us SETTLING TIME, 12-BIT DAC, PDSO24
PARALLEL, WORD INPUT LOADING, 0.15 us SETTLING TIME, 12-BIT DAC, UUC24
PARALLEL, WORD INPUT LOADING, 0.15 us SETTLING TIME, 12-BIT DAC, PDIP24
Ultra-Small, Quad-Channel, 8-/10-/12-Bit Buffered Output DACs with Internal Reference and SPI Interface
	MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.

	AD7548 AD7548AQ AD7548BQ AD7548JN AD7548JP AD7548J	LC2MOS 8-BIT uP COMPATIBLE 12-BIT DAC PARALLEL, WORD INPUT LOADING, 1.5 us SETTLING TIME, 8-BIT DAC, PDIP20
12-Bit, Multiplying, I&ltSUB&gtOUT</SUB> DAC, 8-Bit Bus
	Analog Devices, Inc.

	AD7564BRS AD7564AR-B AD7564AR-BREEL AD7564 	LC2MOS  3.3 V/ 5 V/ Low Power/ Quad 12-Bit DAC
LC2MOS  3.3 V/ 5 V, Low Power, Quad 12-Bit DAC QUAD, SERIAL INPUT LOADING, 3.5 us SETTLING TIME, 12-BIT DAC, PDSO28
 3.3 V/ 5 V, Low Power, Quad 12-Bit CMOS DAC
	Analog Devices, Inc.

	MAX547 MAX547ACMH MAX547ACQH MAX547AEMH MAX547AEQH	Octal / 13-Bit Voltage-Output DAC with Parallel Interface
Octal, 13-Bit Voltage-Output DAC with Parallel Interface OCTAL, PARALLEL, WORD INPUT LOADING, 5 us SETTLING TIME, 13-BIT DAC, PQCC44
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.
Maxim Integrated Produc...

	AD7542JN AD7542TQ AD7542SQ AD7542AQ AD7542KP AD754	Precision 12-Bit CMOS Multiplying I-OUT DAC, 4-Bit Bus
CMOS P-Compatible 12-Bit DAC
CMOS uP-COMPATIBLE 12-BIT DAC PARALLEL, 4 BITS INPUT LOADING, 0.25 us SETTLING TIME, 12-BIT DAC, CDIP16
	AD[Analog Devices]
Analog Devices, Inc.

	DAC8420FSZ-REEL DAC8420FS-REEL DAC8420EPZ DAC8420F	QUAD, SERIAL INPUT LOADING, 8 us SETTLING TIME, 12-BIT DAC, PDSO16 ROHS COMPLIANT, MS-013AA, SOIC-16
Quad 12-Bit Serial Voltage Output DAC QUAD, SERIAL INPUT LOADING, 8 us SETTLING TIME, 12-BIT DAC, PDSO16
Quad 12-Bit Serial Voltage Output DAC; Package: PDIP; No of Pins: 16; Temperature Range: TBD QUAD, SERIAL INPUT LOADING, 8 us SETTLING TIME, 12-BIT DAC, PDIP16
	Analog Devices, Inc.

	AD5334BRUZ AD5344BRUZ 	 2.5V to 5.5V, 500&#181;A Quad Rail-to-Rail Voltage Output 8-Bit DAC with Parallel Interface in 24-lead TSSOP
2.5 V to 5.5 V, 500 A, Parallel Interface Quad Voltage-Output 8-/10-/12-Bit DACs
	ANALOG DEVICES INC

	AD8582 AD8582AN AD8582AR AD8582CHIPS 	 5 Volt, Parallel Input Complete Dual 12-Bit DAC DUAL, PARALLEL, WORD INPUT LOADING, 16 us SETTLING TIME, 12-BIT DAC, UUC24
 5 Volt/ Parallel Input Complete Dual 12-Bit DAC
	Analog Devices, Inc.
AD[Analog Devices]

	AD7536 AD7536AD AD7536AQ AD7536BD AD7536BQ AD7536J	14-Bit, Multiplying Iout, 8-bit bus
Low-Power, Serial 12-Bit Sampling Analog-To-Digital Converter 16-SOIC -40 to 85
LC2MOS 14-BIT uP-COMPATIBLE DAC PARALLEL, WORD INPUT LOADING, 0.8 us SETTLING TIME, 14-BIT DAC, PQCC28
	AD[Analog Devices]
Analog Devices, Inc.

	28C64AX-20/K 28C64AX-25/K 28C64AX-15I/K 28C64AX-15	Evaluation Kit for the MAX5883, MAX5884, MAX5885
Quad, 12-Bit, Low-Power, 2-Wire, Serial Voltage-Output DAC
128Kx8 EEPROM
16-Bit DACs with 16-Channel Sample-and-Hold Outputs
Buffered, Fast-Settling, Quad, 12-/10-/8-Bit, Voltage-Output DACs
12-Bit, 250Msps, High-Dynamic-Performance, Dual DAC with LVDS Inputs
12-Bit, Low-Power, Quad, Voltage-Output DAC with Serial Interface
3.3V Transceiver with Two EIA TIA 562 Receivers Active in Shutdown x8的EEPROM
	Microchip Technology, Inc.
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