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			 Related Part Number
	
					PART	Description	Maker
	SMAJ30A-13 SMAJXXXCA-13-F 	400W SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
	Diodes Incorporated

	P4SMAJ_06 P4SMAJ10 P4SMAJ100 P4SMAJ100A P4SMAJ100C	400W SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
	http://
WTE[Won-Top Electronics]

	P4SMAJ190C-T3 P4SMAJ200C-T3 P4SMAJ210C-T3 P4SMAJ22	400W SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 400W表面贴装瞬态电压抑制器
	Won-Top Electronics Co., Ltd.

	P4SMAJ100 P4SMAJ6.0 P4SMAJ26A P4SMAJ300 P4SMAJ300A	400W SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
   400W SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
	Frontier Electronics.

	SMCJ120 SMCJ36A SMCJ110 SMCJ9.0 SMCJ30A SMCJ18A SM	Surface Mount TRANSZORB㈢ Transient Voltage Suppressors
Surface Mount TRANSZORB垄莽 Transient Voltage Suppressors
Surface Mount TRANSZORB庐 Transient Voltage Suppressors
Surface Mount TRANSZORB? Transient Voltage Suppressors
	Vishay Siliconix

	SMBG40 SMBG100 SMBG5.0 SMBG5.0A SMBG5.0A-E3_52 SMB	Surface Mount TRANSZORB㈢ Transient Voltage Suppressors
Surface Mount TRANSZORB垄莽 Transient Voltage Suppressors
Surface Mount TRANSZORB庐 Transient Voltage Suppressors
Surface Mount TRANSZORB? Transient Voltage Suppressors
	Vishay Siliconix

	15FMCJ91A 15FMCJ 15FMCJ10 15FMCJ100 15FMCJ100A 15F	   SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 143V(min), 158V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 108V(min), 132V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 90.0V(min), 110V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 99.0V(min), 121V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 117V(min), 143V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 171V(min), 189V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 237V(min), 263V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 332V(min), 368V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 198V(min), 242V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 198V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 124V(min), 137V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 225V(min), 275V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 285V(min), 315V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 270V(min), 330V(max). For bidirectional use C or CA suffix.
10 GIG OPTIMIZED         FIBER PATCH LC/LC
Fiber Optic Cable Assembly; Cable Length:49.2ft; Connector Type A:ST; Connector Type B:ST
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 10M
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 5M
Fiber Optic Cable Assembly; Cable Length:32.8ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
Fiber Optic Cable Assembly; Cable Length:16.4ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
10 GIG OPTIMIZED         FIBER PATCH ST/ST
SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 表面贴装瞬态电压抑制器
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 152V(min), 168V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 380V(min), 420V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 153V(min), 187V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 180V(min), 220V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 190V(min), 210V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 360V(min), 440V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 179V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 144V(min), 176V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 114V(min), 126V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 105V(min), 116V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 315V(min), 385V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 95.0V(min), 105V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 135V(min), 165V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 209V(min), 231V(max). For bidirectional use C or CA suffix.
	RECTRON[Rectron Semiconductor]

	SMAJ40A SMAJ22 SMAJ9.0DC SMAJ9.0ADC SMAJ100 SMAJ8.	1.2 mA surface mount transient voltage suppressor
1.5 mA surface mount transient voltage suppressor
1.6 mA surface mount transient voltage suppressor
1.7 mA surface mount transient voltage suppressor
Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:24-29 RoHS Compliant: No
Dual 2-to-4 Line Decoder/Demultiplexer 16-SOIC -55 to 125
Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-35 RoHS Compliant: No
Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:20-35 RoHS Compliant: No
Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:12-35 RoHS Compliant: No
Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:16-35 RoHS Compliant: No
TECHNICAL SPECIFICATIONS OF SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 技术参数表面贴装瞬态电压抑制器
Circular Connector; No. of Contacts:61; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:24-61 RoHS Compliant: No
1.9 mA surface mount transient voltage suppressor
1.3 mA surface mount transient voltage suppressor
1.1 mA surface mount transient voltage suppressor
1.0 mA surface mount transient voltage suppressor
	DC Components Co., Ltd.

	SM15T68A SM15T10A-E3_57T SM15T10A-E3_9AT SM15T10AH	Surface Mount TRANSZORB㈢ Transient Voltage Suppressors
Surface Mount TRANSZORB? Transient Voltage Suppressors
Surface Mount TRANSZORB垄莽 Transient Voltage Suppressors
	Vishay Siliconix

	STK22C48-P45 STK22C48-P45I STK22C48-N20 STK22C48-N	DIODE TVS 170V 400W UNI 5% SMA
DIODE TVS 17V 400W BIDIR 5% SMA
SCR Thyristor; Thyristor Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:1000V; On-State RMS Current, IT(rms):65A; Peak Non Repetitive Surge Current, Itsm:950A; Gate Trigger Current Max, Igt:50uA RoHS Compliant: Yes
DIODE TVS 100V 400W UNI 5% SMA
DIODE TVS 10V 400W UNI 5% SMA
DIODE TVS 30V 400W BIDIR 5% SMA
NVRAM (EEPROM Based)
DIODE TVS 120V 400W BIDIR 5% SMA
DIODE TVS 300V 400W UNI 5% SMA
DIODE TVS 36V 400W UNI 5% SMA
DIODE TVS 130V 400W UNI 5% SMA
DIODE TVS 180V 400W UNI 5% SMA
DIODE TVS 18V 400W BIDIR 5% SMA
DIODE TVS 200V 400W UNI 5% SMA
DIODE TVS 150V 400W BIDIR 5% SMA NVRAM中（EEPROM的基础
DIODE TVS 20V 400W BIDIR 5% SMA NVRAM中（EEPROM的基础
DIODE TVS 400V 400W UNI 5% SMA NVRAM中（EEPROM的基础
	ZETTLER electronics GmbH
Electronic Theatre Controls, Inc.

	DFLT12A-7 DFLT22A-7 DFLT10A-7 DFLT30A-7 DFLT40A-7 	225W SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 225 W, UNIDIRECTIONAL, SILICON, TVS DIODE
225W SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 225W表面贴装瞬态电压抑制器
	Diodes Inc.
Diodes, Inc.
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