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			 Related Part Number
	
					PART	Description	Maker
	TC1030 TC1030EQR TC1030EQRTR 	The TC1030 is a quad CMOS operational amplifier designed for low power applications. It has a typical operating supply current of ...
Linear Building Block . Quad Low Power Op Amp with Shutdown Modes
	MICROCHIP[Microchip Technology]
Microchip Technology Inc.

	MAX417CPA MAX4166ELAT MAX4128EUA MAX4266ESA MAX441	Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 5000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDIP8
High-Output-Drive, Precision, Low-Power, Single-Supply, Rail-to-Rail I/O Op Amps with Shutdown OP-AMP, 4900 uV OFFSET-MAX, 5 MHz BAND WIDTH, DSO8
Single/Dual/Quad, Wide-Bandwidth, Low-Power, Single-Supply Rail-to-Rail I/O Op Amps DUAL OP-AMP, 4700 uV OFFSET-MAX, 25 MHz BAND WIDTH, PDSO8
Ultra-Low-Distortion, Single-Supply, 300MHz Op Amps with Enable OP-AMP, 9000 uV OFFSET-MAX, 700 MHz BAND WIDTH, PDSO8
Low-Power,  3V/ 5V, 400MHz Single-Supply Op Amps with Rail-to-Rail Outputs OP-AMP, 6000 uV OFFSET-MAX, PDSO8
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 25000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDIP14
Single/Dual/Triple/Quad Operational Amplifiers DUAL OP-AMP, 3000 uV OFFSET-MAX, 0.48 MHz BAND WIDTH, PDSO8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 5000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
740MHz, Low-Noise, Low-Distortion Op Amps in SOT23-5 OP-AMP, 6000 uV OFFSET-MAX, 740 MHz BAND WIDTH, PDSO8
UCSP, Single-Supply, Low-Noise, Low-Distortion, Rail-to-Rail Op Amps OP-AMP, 750 uV OFFSET-MAX, 3 MHz BAND WIDTH, PDSO5
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 3000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
Single/Dual/Quad, General-Purpose, Low-Voltage, Rail-to-Rail Output Op Amps OP-AMP, 6000 uV OFFSET-MAX, 1.3 MHz BAND WIDTH, PDSO5
SOT23, Low-Noise, Low-Distortion, Wide-Band, Rail-to-Rail Op Amps QUAD OP-AMP, 750 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO14
SOT23, Low-Noise, Low-Distortion, Wide-Band, Rail-to-Rail Op Amps QUAD OP-AMP, 750000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO14
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 950 uV OFFSET-MAX, 0.04 MHz BAND WIDTH, PDSO8
500MHz, Low-Power Op Amps OP-AMP, 8000 uV OFFSET-MAX, 500 MHz BAND WIDTH, PDSO8
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 7000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDSO16
Micropower, SOT23, Rail-to-Rail, Fixed-Gain GainAmp Open-Loop GainAmps Op Amps DUAL OP-AMP, 3500 uV OFFSET-MAX, 4 MHz BAND WIDTH, PDSO8
Single/Dual/Quad, 270MHz, 1mA, SOT23, Current-Feedback Amplifiers with Shutdown OP-AMP, 7000 uV OFFSET-MAX, 245 MHz BAND WIDTH, PDSO8
SOT23, Rail-to-Rail, Fixed-Gain, Gain Amps/Open-Loop Op Amps
	Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	5962-9458101MCA 	Quad Low Power, High Speed JFET Operational Amplifier; Package: CERDIP GLASS SEAL; No of Pins: 14; Temperature Range: Military QUAD OP-AMP, 4000 uV OFFSET-MAX, 4 MHz BAND WIDTH, CDIP14
	Analog Devices, Inc.

	OP97FZ OP97EP OP97EJ OP97FP OP97EZ OP97FJ OP97AJ O	LOW POWER, HIGH PRECISION OPERATIONAL AMPLIFIER OP-AMP, 200 uV OFFSET-MAX, 0.9 MHz BAND WIDTH, MBCY8
Low Power, High Precision Operational Amplifier; Package: CERDIP GLASS SEAL; No of Pins: 8; Temperature Range: Industrial OP-AMP, 60 uV OFFSET-MAX, 0.9 MHz BAND WIDTH, CDIP8
LOW POWER / HIGH PRECISION OPERATIONAL AMPLIFIER
LOW POWER HIGH PRECISION OPERATIONAL AMPLIFIER
	Analog Devices, Inc.
AD[Analog Devices]

	LM2902DT LM2902 LM2902D LM2902N 	LOW POWER QUAD  OPERATIONAL AMPLIFIERS
LOW POWER QUAD OPERATIONAL AMPLIFIER
	ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]

	X9258TZ24I-2.7T1 	Low Noise, Low Power, 2-Wire Bus, 256 Taps Quad Digital Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP T&amp;R
	INTERSIL CORP

	OP421HY OP421BY OP-421BY OP421GY OP-421 OP-421HP O	QUAD LOW-POWER OPERATIONAL AMPLFIFIER SINGLE OR DUAL SUPPLY
Quad Low-Power Operational Amplifier Single or Dual Supply
QUAD LOW-POWER OPERATIONAL AMPLFIFIER / SINGLE OR DUAL SUPPLY
QUAD LOW-POWER OPERATIONAL AMPLFIFIER, SINGLE OR DUAL SUPPLY 四低功耗运算AMPLFIFIER，单或双电源
Quad Low-Power Operational Amplifier, Single or Dual Supply 四低功耗运算放大器，单或双电源
	AD[Analog Devices]
Calogic, LLC
Maxim Integrated Products, Inc.

	TSH95ID TSH95I TSH95 5243 	HIGH SPEED LOW  POWER QUAD OP-AMP WITH DUAL STANDBY POSITION
From old datasheet system
HIGH SPEED LOW POWER QUAD OPERATIONAL AMPLIFIER WITH DUAL STANDBY POSITION
	ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导

	INTERSILCORP-X9241AWSZT2 X9241AWSZT1 	Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-SOIC T&amp;R
	INTERSIL CORP

	LM32406 NCV2902DR2G NCV2902DTBR2G NCV2902DR2 LM224	Single Supply Quad Operational Amplifiers(单电源，四通道运算放大 单电源四路运算放大器（单电源，四通道运算放大器）
Low Power Quad Operational Amplifiers(低功耗四通道运算放大
	ONSEMI[ON Semiconductor]

	MC33072PG MC34071 MC33071 MC33072AD MC33072ADG MC3	Single Supply 3 V to 44 V, Low Input Offset Voltage, Dual Op Amp DUAL OP-AMP, 5000 uV OFFSET-MAX, 4.5 MHz BAND WIDTH, PQCC10
3-44V Quad Channel Operational Amplifier, Ta = 0 to  70&#0176;C - Pb-free; Package: SOIC 14 LEAD; No of Pins: 14; Container: Rail; Qty per Container: 55 QUAD OP-AMP, 7000 uV OFFSET-MAX, 4.5 MHz BAND WIDTH, PDSO14
3-44V Quad Channel Operational Amplifier with 3mV VIO, Ta = -40 to  85&#0176;C - Pb-free; Package: TSSOP-14; No of Pins: 14; Container: Rail; Qty per Container: 96 QUAD OP-AMP, 5000 uV OFFSET-MAX, 4.5 MHz BAND WIDTH, PDSO14
Single Supply 3.0 V to 44 V Operational Amplifiers OP-AMP, 7000 uV OFFSET-MAX, 4.5 MHz BAND WIDTH, PDIP8
Single Supply 3.0 V to 44 V Operational Amplifiers DUAL OP-AMP, 7000 uV OFFSET-MAX, 4.5 MHz BAND WIDTH, PDSO8
3-44V Quad Channel Operational Amplifier with 3mV VIO, Ta = -40 to  85&#0176;C - Pb-free; Package: SOIC 14 LEAD; No of Pins: 14; Container: Tube; Qty per Container: 55 QUAD OP-AMP, 5000 uV OFFSET-MAX, 4.5 MHz BAND WIDTH, PDSO14
3-44V Quad Channel Operational Amplifier with 3mV VIO, Ta = -40 to  85&deg;C - Pb-free; Package: SOIC 14 LEAD; No of Pins: 14; Container: Tape and Reel; Qty per Container: 2500 QUAD OP-AMP, 5000 uV OFFSET-MAX, 4.5 MHz BAND WIDTH, PDSO14
   Single Supply 3.0 V to 44 V Operational Amplifiers
	ON Semiconductor

	MCP606-I/P MCP606-I/SN MCP606-I/ST MCP609-I/P MCP6	The MCP606 operational amplifier (op amp) has a gain bandwidth product of 155 kHz with a low typical operating current of 18.7 and ...
The MCP609 quad operational amplifier (op amp) has a gain bandwidth product of 155 kHz with a low typical operating current of 18.7 ...
The MCP608 operational amplifier (op amp) has a gain bandwidth product of 155 kHz with a low typical operating current of 18.7 and ...
The MCP607 dual operational amplifier (op amp) has a gain bandwidth product of 155 kHz with a low typical operating current of 18.7 ...
2.5V TO 5.5V MICROPOWER CMOS OP AMPS
	Microchip Technology Inc.
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