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			 Related Part Number
	
					PART	Description	Maker
	ISL97687IRTZ-HEVALZ 	4-Channel LED Driver with Phase Shift Control and 10-Bit Dimming Resolution
	Renesas Electronics Corporation

	AD9281-EB 	Dual Channel 8-Bit Resolution CMOS ADC
	Analog Devices, Inc.

	ISL97687IRTZ-T ISL97687IRTZ-LEVALZ 	4-Channel LED Driver with Phase Shift Control and 10-Bit Dimming Resolution
   4-Channel LED Driver with Phase Shift Control and 10-Bit Dimming Resolution
	Intersil Corporation

	AD9201 AD9201ARS AD9201-EVAL 	Dual Channel 20 MHz 10-Bit Resolution CMOS ADC
Dual Channel, 20 MHz 10-Bit Resolution CMOS ADC
	AD[Analog Devices]

	ADV7121KP80 ADV7121KP30 ADV7121KP50 	 7V; CMOS 80MHz, triple 10-bit video DAC. For high resolution color graphics, CAE/CAD/CAM applications, image processing, instrumentation, video signal reconstruction
 7V; CMOS 30MHz, triple 10-bit video DAC. For high resolution color graphics, CAE/CAD/CAM applications, image processing, instrumentation, video signal reconstruction
	Analog Devices

	MCP41010MCP42010 MCP41050-I/P MCP41050-E/SN MCP410	Single/Dual Digital Potentiometer with SPI?/a> Interface
Single/Dual Digital Potentiometer with SPIInterface 双数字电位器接口与SPI
The MCP42100 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ...
The MCP42010 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ...
The MCP41100 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ...
The MCP41010 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ...
The MCP42100 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The
The MCP42050 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The
The MCP42010 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The
The MCP41100 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41100 ha
The MCP41050 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41050 ha
The MCP41010 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41010 ha
400000 SYSTEM GATE 2.5 VOLT FPGA - NOT RECOMMENDED for NEW DESIGN
The MCP42050 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ...
The MCP41050 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ...
IC,DIGITAL POTENTIOMETER,CMOS,DIP,8PIN,PLASTIC
Single/Dual Digital Potentiometer with SPI Interface
Single/Dual Digital Potentiometer with SPI?/a> Interface
Single/Dual Digital Potentiometer with SPI?Interface
	Microchip Technology, Inc.
Microchip Technology Inc.

	5962-8766505YA 5962-8766503YA 5962-8766507UA 5962-	Complete High-Speed CMOS, 12-Bit ADC
CMOS, 8-Bit-Compatible, 12-Bit DAC
CMOS 12-Bit Buffered Multiplying DACs
16-Bit Microprocessor 16位微处理
	Electronic Theatre Controls, Inc.

	M38037M6-122FP M38037M6-133FP M38037M6-154FP M3803	RAM size: 2048bytes single chip 8-bit CMOS microcomputer
RAM size: 1536bytes single chip 8-bit CMOS microcomputer
RAM size: 768bytes single chip 8-bit CMOS microcomputer
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER
3803/04 Group: General Purpose, with Flash
RAM size: 256bytes single chip 8-bit CMOS microcomputer
RAM size: 640bytes single chip 8-bit CMOS microcomputer
RAM size: 896bytes single chip 8-bit CMOS microcomputer
RAM size: 512bytes single chip 8-bit CMOS microcomputer
RAM size: 384bytes single chip 8-bit CMOS microcomputer
RAM size: 1024bytes single chip 8-bit CMOS microcomputer
RAM size: 3804bytes single chip 8-bit CMOS microcomputer
RAM size: 192bytes single chip 8-bit CMOS microcomputer
	MITSUBISHI[Mitsubishi Electric Semiconductor]
Mitsubishi Electric Corporation

	MB88111P-SH MB88111PFQ 	A/D Converter (With 24-Channel Input at 10-bit Resolution) 24-CH 10-BIT SUCCESSIVE APPROXIMATION ADC, SERIAL ACCESS, PQFP44
	Fujitsu, Ltd.
Fujitsu Limited
Fujitsu Component Limited.

	IBIS4-6600 IBIS4-6600-C-1 IBIS4-6600-C-2 IBIS4-660	High resolution 6.6 M Pixel Rolling shutter CMOS Image sensor
	Cypress Semiconductor

	ADADC71KD ADADC72BD ADADC71JD 	Complete High Resolution 16-Bit A/D Converters
	Analog Devices
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