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	Part No.	T1210 T1208T T1219T T1218T T1217NL   

	Description	RoHS peak reflow temperature rating 245 
 T1/E1/CEPT/ISDN-PRI INTERFACE MODULES
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			 Related Part Number
	
					PART	Description	Maker
	451-90-216-00-017 350-10-116-00-001 350-90-116-00-	PCB connectors 2.54 mm Single row / double row Solder tail 电路板连接器2.54毫米单列/双列焊尾
TV CABLE (RG-6); SCREW ON (THREADED)12FT WHITE 电路板连接器2.54毫米单列/双列焊尾
External Plug-In Power Supply; Series:; Output Voltage:15V; Output Power Max:30W; Output Current:2A; No. of Outputs:1; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Power Supply Efficiency:84% RoHS Compliant: Yes
External Plug-In Power Supply; Series:; Output Voltage:12V; Output Power Max:30W; Output Current:2.5A; No. of Outputs:1; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Power Supply Efficiency:83% RoHS Compliant: Yes
CRIMP SHELLS DB50 FEMALE
HOOD DB50 PLASTIC        10 PACK
External Plug-In Power Supply; Series:; Output Voltage:9V; Output Power Max:30W; Output Current:3.33A; No. of Outputs:1; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Power Supply Efficiency:81% RoHS Compliant: Yes
DB-50 PLASTIC HOOD
CRIMP SHELLS, DB50 FEMALE
External Plug-In Power Supply; Series:; Output Voltage:24V; Output Power Max:18W; Output Current:0.75A; No. of Outputs:1; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Power Supply Efficiency:86% RoHS Compliant: Yes
External Plug-In Power Supply; Series:; Output Voltage:18V; Output Power Max:18W; Output Current:1A; No. of Outputs:1; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Power Supply Efficiency:85% RoHS Compliant: Yes
External Plug-In Power Supply; Series:; Output Voltage:12V; Output Power Max:18W; Output Current:1.5A; No. of Outputs:1; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Power Supply Efficiency:83% RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum Alloy; Series:MS3110; No. of Contacts:8; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin RoHS Compliant: No
TV CABLE (RG-6); SCREW   ON (THREADED) 6FT WHITE
TV CABLE (RG-6); SCREW   ON (THREADED)12FT WHITE
	PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]

	1N5988A 1N5993A 1N5987A 1N5989A 1N5997A 1N5996A 1N	Static Protection Wrist Grounder; Body Material:Fabric RoHS Compliant: NA
MASTIC PAD 27 V, 0.48 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH
MSTBP 2,5/21-ST-5,08 91 V, 0.48 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH
Sealing Tape; Tape Backing Material:Rubber; Width:0.75"; Roll Length:15ft; Color:Black RoHS Compliant: Yes 120 V, 0.48 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH
IC Socket; Leaded Process Compatible:Yes; No. of Contacts:14; Peak Reflow Compatible (260 C):No; Pitch Spacing:0.15"; Terminal Type:PC Board RoHS Compliant: Yes 12 V, 0.48 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH
Insulating Tape; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Axial-Leaded 500 mW Zener Diodes
Zener Voltage Regulator Diode
	MICROSEMI CORP-SCOTTSDALE
Microsemi, Corp.
MICROSEMI[Microsemi Corporation]

	146-99-640-41-036 146-91-306-41-035 146-91-306-41-	FILM INSULATING - XTAL 3LDS 双列直插式插座开放框架媒体与兼容的引脚适合
EJECTOR PCB WHITE 双列直插式插座开放框架媒体与兼容的引脚适合
Dual-in-line sockets Open frame Press-fit with compliant pins 双列直插式插座开放框架媒体与兼容的引脚适合
ECON-O-GIDE 4.5-In. Standard Card Guide 双列直插式插座开放框架媒体与兼容的引脚适合
LED Mounting Clip; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
CARD GUIDE 2.5X1.5 1/16 PCB
SPACER,NYLON,CAPACITOR MOUNT10MM CAPACITOR MOUNT
Fasteners; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
GMVSTBW 2.5/ 7-STF-7.62
GRIP-O-GIDE Deep-Channel Card Guide 8.0-In.
Deep Channel Card guides for 116th, 332nd and 18th PCBs
GROMMET-LED PANEL MOUNT BLACK 2 PIECE .2
LED Mount; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:20mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED MOUNT LEM 1.350
SPACER SPACER  MYLAR INSULATOR/SPACER
LED Mount; Bulb Size:T-1 3/4; LED Color:High Efficiency Red; Luminous Intensity:30mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Mount; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:30mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2.2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
	PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]

	UPD482234LE-XXX UPD482235LE-XXX UPD482235G5-XXX UP	Indicator Lamp; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
PEGES INTENTLY BLACK PEGES一心一意黑
	NEC Corp.
NEC, Corp.

	AM29F800 AM29F800B-1 AM29F800BB-120DGC AM29F800BB-	8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only / Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only/ Boot Sector Flash Memory-Die Revision 1
LED Lamp; Bulb Size:T-1; LED Color:Green; Luminous Intensity:110ucd; Viewing Angle:36 ; Forward Current:20mA; Forward Voltage:2.2V; Operating Temperature Range:-25 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1; LED Color:Red; Luminous Intensity:630ucd; Viewing Angle:10 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:780ucd; Viewing Angle:20 ; Forward Current:20mA; Forward Voltage:2.2V; Operating Temperature Range:-25 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Blue/Green; Luminous Intensity:2200mcd; Viewing Angle:12 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:5000ucd; Viewing Angle:20 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
RES 31.6 OHM 1/8W 1% 0805 SMD
LED Lamp; LED Color:Blue; Luminous Intensity:50mcd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  80 C; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LED Lamp; LED Color:Orange; Luminous Intensity:60mcd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-30 C to  85 C; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:1.8mm; LED Color:Red; Luminous Intensity:480ucd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
Dual Retriggerable Monostable Multivibrators 16-TSSOP -40 to 85
LED Lamp; Bulb Size:1.8mm; LED Color:Blue; Luminous Intensity:112mcd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:3.8V; Operating Temperature Range:-30 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
Am29F800B KGD (Known Good Die) Supplement
ESD-Safe Illuminated Binocular Microscope; RoHS Compliant: Yes 1M X 8 FLASH 5V PROM, 90 ns, UUC44
	http://
AMD[Advanced Micro Devices]
Advanced Micro Devices, Inc.
ADVANCED MICRO DEVICES INC

	J0026D01ENL J0026D01NL J0026D21FNL J0026D01BNL J00	RoHS peak wave solder temperature rating 260C
	Pulse A Technitrol Comp...

	AM29LV002BT-70EF AM29LV002BB-120ED 	Flash Memory IC; Leaded Process Compatible:Yes; Memory Size:2Mbit; Package/Case:48-TSOP; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:3V; Access Time, Tacc:70ns; Series:AM29 RoHS Compliant: Yes 256K X 8 FLASH 3V PROM, 70 ns, PDSO40
Flash Memory IC; Leaded Process Compatible:Yes; Memory Size:2Mbit; Package/Case:48-TSOP; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:3V; Access Time, Tacc:120ns; Series:AM29 RoHS Compliant: Yes
	Spansion, Inc.
SPANSION LLC

	IXTM75N10 IXTH75N10 IXTH67N10 IXTM67N10 IXTM75N100	   MegaMOSFET
Receiver IC; Supply Voltage:5V; Package/Case:28-SOIC; Interface Type:Serial; Leaded Process Compatible:No; No. of Channels:7; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V; Mounting Type:Surface Mount RoHS Compliant: No
Receiver IC; Package/Case:28-TSSOP; Current Rating:2.8mA; Interface Type:Serial; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V; Mounting Type:Surface Mount; Voltage Rating:3.3V RoHS Compliant: No
32-Bit Microcontroller IC; Controller Family/Series:(ARM9); Memory Size, RAM:16MB; No. of I/O Pins:24; No. of PWM Channels:1; Clock Speed:200MHz; Interface:AC97, I2S, SPI, UART, USB; Package/Case:208-LQFP; A/D Converter:12 Bits RoHS Compliant: Yes
IC ARM920T MCU 200MHZ 272-TFBGA
1000V HiPerFET power MOSFET
	JFETs
IXYS[IXYS Corporation]

	H1102NLT HX1188NLT H1100 H1101 H1100NL H1121 H1121	10/100BASE-T SINGLE PORT SURFACE MOUNT MAGNETICS
RoHS peak reflow temperature rating: 245°C°°
   10/100BASE-T SINGLE PORT SURFACE MOUNT MAGNETICS
	Pulse Engineering, Inc.
Pulse A Technitrol Company
Pulse A Technitrol Comp...

	AM29F400BT-120ED AM29F400BT-55ED AM29F400BB-55SD 	Flash Memory IC; Leaded Process Compatible:Yes; Memory Size:4Mbit; Package/Case:48-TSOP; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:5V; Access Time, Tacc:120ns; Series:AM29 RoHS Compliant: Yes 256K X 16 FLASH 5V PROM, 120 ns, PDSO48
Flash Memory IC; Leaded Process Compatible:Yes; Memory Size:4Mbit; Package/Case:48-TSOP; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:5V; Access Time, Tacc:55ns; Series:AM29 RoHS Compliant: Yes 256K X 16 FLASH 5V PROM, 55 ns, PDSO48
Flash Memory IC; Leaded Process Compatible:Yes; Memory Size:4Mbit; Package/Case:44-SOIC; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:5V; Access Time, Tacc:55ns; Series:AM29 RoHS Compliant: Yes 256K X 16 FLASH 5V PROM, 55 ns, PDSO44
	Spansion, Inc.

	AM29LV010B-90EF AM29LV010B-70JF 	Flash Memory IC; Leaded Process Compatible:Yes; Memory Size:10Mbit; Package/Case:32-TSOP; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:3V; Access Time, Tacc:90ns; Series:AM29 RoHS Compliant: Yes 128K X 8 FLASH 3V PROM, 90 ns, PDSO32
Flash Memory IC; Leaded Process Compatible:Yes; Memory Size:10Mbit; Package/Case:32-PLCC; Peak Reflow Compatible (260 C):No; Supply Voltage Max:3V; Access Time, Tacc:70ns; Series:AM29 RoHS Compliant: Yes 128K X 8 FLASH 3V PROM, 70 ns, PQCC32
	Spansion, Inc.
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